IS-LLAVO0130H
ALCYON LED
VERTICAL CYLINDER
TRACK LIGHTING
HALO ADAPTER

Read and understand these instructions before installing luminaire (fixture).

This luminaire is intended for installation in accordance with the National Electrical Code and local regulations. To assure full compliance
with local codes and regulations, check with your local electrical inspector before installation. To prevent electrical shock, turn off electricity
at fuse box before proceeding. Allow fixture to cool before handling.

Retain these instructions for maintenance reference.

INSTRUCTIONS FOR INSTALLING AND OPERATING LLAVO1__H, LLAV11__H, LLAV12__H SERIES HALO TRACK LED LUMINAIRES.
FOR USE WITH 120V MODEL "L" SERIES MANUFACTURED BY HALO

Halo is a registered trademark of Cooper Technologies Company.

- Compatible with ceiling, wall and suspended mounted track.
- Compatible with certain types of dimmers. See specification sheets LLAV01, LLAV11, AND LLAV12 for compatible dimmers. MOVABLE
- Accessories: LLAV01 and LLAV11 series compatible with LLAHCA11 Hex cell louver, LLA11SN snoot, LLAV11 series films; CONTACT
when used with Accessory Holder LLAVO1AH. Sold separately. For LLAV12 series: compatible with AL4HC
Hex Cell Louver, 23SNT6 Snoot, LLAV12 series film, when used with Accessory Holder LLAV12AH.
- CAUTION: HOT SURFACE. Keep away from curtains and any other combustible materials.
- CAUTION: Turn power off and allow fixture to cool before handling.
- CAUTION: No consumer serviceable parts. Contact factory if service is required.
- CAUTION: For use in dry locations only. ‘

ADAPTER

INSTRUCTIONS FOR ATTACHING LUMINAIRE TO TRACK. FIG. 1
1. Turn off power to TRACK. TRACK
2. If using two circuit track (FIG. 5) position MOVABLE contact to desired position.Raise contact for upper

circuit using a flat blade screwdriver until contact stops against plastic. Leave contact in lower position [

for lower circuit of two circuit track and for installation in single circuit track (FIG. 4).
3. Orient ADAPTER with TRACK as shown in FIG2.
4. Push ADAPTER into TRACK.
5. Rotate ADAPTER (2) CONTACTS in direction of GROOVE until ADAPTER SLEEVE
snaps into track. FIG.3.
6. To remove fixture: Pull down ADAPTER SLEEVE and rotate adapter until removed from track.
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INSTALLING REFLECTOR

(REFLECTOR SOLD SEPARATELY)

REMOVE APERTURE HOUSING FROM HEAT SINK BY
ROTATING APERTURE HOUSING COUNTER
CLOCKWISE. PLACE REFLECTOR AGAINST
REFLECTOR HOLDER, ROTATE REFLECTOR
CLOCKWISE UNTIL IT LOCKS INTO HOLDER. PLACE
APERTURE HOUSING AGAINST HEAT SINK, ROTATE
CLOCKWISE TO LOCK INTO HEAT SINK. (FIG. 7)
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WITH
REFLECTOR
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\ HOLDER
\ RING
- FILM (PLACE TEXTURED SIDE

\ TOWARDS THE LIGHT SOURCE)
HEX CELL LOUVER
SNOOT

INSTALLING ACCESSORIES INTO FIXTURE \APERTURE HOUSING

REMOVE APERTURE HOUSING FROM HEAT SINK BY ROTATING COUNTER

CLOCKWISE. PLACE ACCESSORY HOLDER AGAINST HEAT SINK AND LOCK FIG. 8

INTO POSITION BY ROTATING CLOCKWISE. DO NOT FORCE PAST STOP.

PLACE ACCESSORIES INSIDE OF APERTURE HOUSING. SECURE FIXTURE WITH ACCESSORIES

ACCESSORIES WITH SPRING RING. ATTACH APERTURE HOUSING WITH
ACCESSORIES TO ACCESSORY HOLDER BY PLACING AGAINST ACCESSORY
HOLDER AND ROTATING CLOCKWISE. DO NOT FORCE PAST STOP. (FIG. 8)

ACCESSORY HOLDERS COMPATIBILITY
MAX. # OF ACCESSORIES: (1) SNOOT + (1) HEX CELL + (2) FILMS

HEX CELL LOUVER; LLAHCA11
FORLLAVO1 & LLAV11 FIXTURES.
AL4HC FOR LLAV12 FIXTURES.

ACCESSORY HOLDER; LLAV11AH SERIES
FORLLAVO1 & LLAV11 FIXTURES.
LLAV12AH SERIES FOR LLAV12 FIXTURES.
SOLD SEPARATELY.

@/RING; COMES WITH ACCESSORY HOLDER.

/SNOOT; LLA11SN FOR LLAVO1 &
© LLAV11 FIXTURES. 23SNT6 FOR
—_—r LLAV12 FIXTURES

FILMS; ANY COMBINATIONS OF (1) OR (2) FILMS APERTURE HOUSING.
OR COLOR GELS. LLAV11 FOR LLAVO1 & LLAV11 PART OF FIXTURE.
© FIXTURES LLAV12 FOR LLAV12 FIXTURES.

COLOR GELS SUPPLIED BY OTHERS.
PLACE TEXTURED SIDE OF THE FILM
TOWARDS THE LIGHT SOURCE.
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