
© 2019 Signify Holding. All rights reserved. This document may be subject to change.  
No representation or warranty as to the accuracy or completeness of the information  
included herein is given and any liability for any action in reliance thereon is disclaimed.  
All trademarks are owned by Signify Holding or their respective owners. 

Signify North America Corporation 
200 Franklin Square Drive, 
Somerset, NJ 08873 
Telephone 855-486-2216

Signify Canada Ltd. 
281 Hillmount Road, 
Markham, ON, Canada L6C 2S3  
Telephone 800-668-9008

www.lightolier.comExtension-Wand 11/18 page 1 of 1

Project: 

Location: 

Cat.No: 

Type: 

Lamps:  Qty: 

Notes: 

Track Lighting

Lytespan 

607 Track Extension Wands

Features
1. Track attachment fitting: Molded polycarbonate. 

Integral finish in black or white. Rotates into 
place with the use of a push tab.

2. Push tab: Molded polycarbonate.  
Locks and detaches unit.

3. Movable contact: Solid brass. Extends for 
connection to 2nd circuit in Advent track.

4. Ground contact: Solid brass.

5.  Compatibility: Compatible with monopoints, 
basic , advent and radius track. 

6.  Extension: Two stems maybe connected 
together for a max overall length of 8 feet.

Stem
Length: 18", 36" or 48".

Stem diameter: 1⁄2".

May not be field cut.

Labels
U.L. and cULus listed.

Warranty
3-year warranty 
(visit philips.com/warranties for details).

Ordering guide example: 6075WH

Series Finish

6074 Lytespot Extension Wand, 18"
6075 Lytespot Extension Wand, 36"
6076 Lytespot Extension Wand, 48"

WH White
BK Black

Note: See fixture specification sheet for compatibility.
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