
LEDALITE - TG RECESSED MICRO
TEST DATE: CATALOG NO: 2301L927NMBFF30xx

Lamp Type: LED Description:

No. of Lamps: 96

Rated Lamp Lumens: -1 Flux (lm), Efficiency (%): 2455 lm

Input Watts: 277 VAC 23.3 Up/Dn Ratio, Efficacy (lm/W): 100% Down / 0% Up

CIE-IES Classification: Direct Report: LNG08413

CANDELA DISTRIBUTION Flux POLAR CANDELA PLOT

0 22.5 45 67.5 90 Lumens

0 3550 3550 3550 3550 3550

5 3406 3432 3401 3446 3418 317

15 2666 2736 2631 2687 2564 738

25 1657 1710 1562 1513 1350 720

35 744 836 687 596 522 437

45 238 263 217 232 203 186

55 66 68 52 34 17 49

65 4 5 4 3 2 5

75 1 2 1 1 0 1

85 1 1 0 1 0 1

90 0 0 0 0 0

95 0 0 0 0 0 0

105 0 0 0 0 0 0

115 0 0 0 0 0 0

125 0 0 0 0 0 0

135 0 0 0 0 0 0

145 0 0 0 0 0 0

155 0 0 0 0 0 0

165 0 0 0 0 0 0

175 0 0 0 0 0 0

180 0 0 0 0 0

CHARACTERISTICS COEFFICIENTS OF UTILIZATION   (%)

RP1 Meets RP-1-12 recommendations for VDT-Critical spaces Pc--- 0

3550.2 0.0 Pw--- 70 50 30 10 70 50 30 50 30 10 0

3550.2 0.0 RCR

0.73 0.70 N/A 0 119 119 119 119 116 116 116 111 111 111 100

Beam (H, V), Field (H, V) 43.4 47.6 79.4 83.9 1 114 111 108 106 111 109 107 105 103 101 94

N/A N/A 2 108 103 99 96 106 102 98 98 95 93 87

Indirect: Zenith Candela, Peak to Zenith N/A N/A 3 103 96 92 88 101 95 91 92 89 86 81

0.13 4.00 0.00 4 98 90 85 81 96 89 84 87 83 79 76

DLC, UGR (4H x 8H, 1.0H), MDER N/A 5.2 0.445 5 93 85 79 75 91 84 78 82 77 74 71

x, y, CCT, Duv 0.4580 0.4092 2715 -0.0004 6 88 80 74 70 87 79 73 77 72 69 67

CRI (Ra), R9, Ga, C9 94 55 99 93 7 84 75 69 65 83 74 69 73 68 65 62

TM-30-18 Rf, Rf,h1, Rg, Rcs,h1 92 90 100 -6% 8 80 71 65 61 79 70 65 69 64 61 59

23.0 0.194 11.6 0.991 9 77 67 61 57 75 67 61 66 61 57 56

23.3 0.090 16.4 0.938 10 73 64 58 54 72 63 58 62 58 54 53

22.6 0.068 9.5 0.954 *Based on a floor reflectance of 0.2

ZONAL LUMENS (lm) SPECTRAL POWER DISTRIBUTION

Zone Lumens %Fixture %Lamp

0-30 1775 72.3% 72.3%

0-40 2212 90.1% 90.1%

0-60 2448 99.7% 99.7%

0-90 2455 100.0% 100.0%

90-130 0 0.0% 0.0%

90-150 0 0.0% 0.0%

90-180 0 0.0% 0.0%

0-180 2455 100.0% 100.0%

AVG LUMINANCE (cd/m
2
)

0 45 90

0 73462 73462 73462

5 70745 70639 70986

15 57105 56351 54916

25 37820 35667 30827

35 18791 17344 13181

45 6959 6359 5943

55 2377 1865 624

65 181 181 98

75 112 56 24

85 142 71 0
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BLK MED LVR 3000LM DOWN 927

100%

105.4

80 70 50

Direct: Peak Candela & Angle (0°)

Direct: Peak Candela & Angle (90°)

Spacing Criteria (0°, 90°, 180°)

Indirect: Peak Candela & Angle(°)

Luminous Width, Length, Height (ft)

277V: P(W), I(A), THD(%), PF

347V: P(W), I(A), THD(%), PF

120V: P(W), I(A), THD(%), PF







SPECTRAL POWER DISTRIBUTION

λ (nm) λ (nm) λ (nm) λ (nm) λ (nm) λ (nm) λ (nm) λ (nm) λ (nm)

UNIFIED GLARE RATING

70 70 50 50 30 70 70 50 50 30

50 30 50 30 30 50 30 50 30 30

20 20 20 20 20 20 20 20 20 20

Y=2H 5.9 6.9 6.3 7.2 7.6 3.1 3.1 3.1 3.1 3.1

3H 5.8 6.7 6.1 7.0 7.4 3.1 3.1 3.1 3.1 3.1

4H 5.7 6.5 6.1 6.9 7.2 3.1 3.1 3.1 3.1 3.1

6H 5.6 6.3 6.0 6.7 7.1 3.1 3.1 3.1 3.1 3.1

8H 5.5 6.2 6.0 6.6 7.0 3.1 3.1 3.1 3.1 3.1

12H 5.5 6.2 5.9 6.5 7.0 3.1 3.1 3.1 3.1 3.1

2H 5.6 6.5 6.0 6.8 7.2 3.1 3.1 3.1 3.1 3.1

3H 5.5 6.2 5.9 6.6 7.0 3.1 3.1 3.1 3.1 3.1

4H 5.4 6.0 5.8 6.4 6.9 3.1 3.1 3.1 3.1 3.1

6H 5.3 5.8 5.8 6.3 6.7 3.1 3.1 3.1 3.1 3.1

8H 5.2 5.7 5.7 6.2 6.6 3.1 3.1 3.1 3.1 3.1

12H 5.2 5.6 5.7 6.1 6.6 3.1 3.1 3.1 3.1 3.1

4H 5.2 5.7 5.7 6.1 6.6 3.1 3.1 3.1 3.1 3.1

6H 5.1 5.5 5.6 6.0 6.5 3.1 3.1 3.1 3.1 3.1

8H 5.1 5.4 5.6 5.9 6.4 3.1 3.1 3.1 3.1 3.1

12H 5.0 5.3 5.5 5.8 6.4 3.1 3.1 3.1 3.1 3.1

4H 5.2 5.6 5.6 6.1 6.5 3.1 3.1 3.1 3.1 3.1

6H 5.0 5.4 5.6 5.9 6.4 3.1 3.1 3.1 3.1 3.1

8H 5.0 5.3 5.5 5.8 6.4 3.1 3.1 3.1 3.1 3.1

Reflectances

UGR Viewed Endwise

X=2H

4H

8H

12H

Ceiling Cavity

Walls

Floor Cavity

Room Size UGR Viewed Crosswise


