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Flex Cove G5
AC170Z connector with leader cable IP44
Accessory, Flex Cove G5
Philips FlexCove G5 is the latest generation of our popular LED cove lighting. This
comprehensive new family of flexible strip lights are designed to follow straight lines
or curves to create beautiful ambiances that highlight architectural details in tunable
white or colored light. These customizable cove lighting strips also promise excellent
energy-saving performance, superb lighting uniformity, and color consistency. All
with a long lifetime that promises less lumen decay or color shifts. So with FlexCove
G5, you can flex your accent lighting to suit the requirements of any project -
beautifully.
Product data
General Information Product Data
Value ladder Performance Order product name AC170Z connector with leader cable IP44
Full product name AC170Z connector with leader cable IP44
Mechanical and Housing Full product code 692382866696599
Overall length 26 mm Order code 911401530242
Overall width 15 mm Material Nr. (12NC) 911401530242
Overall height 7 mm Numerator - Quantity Per Pack 1
Dimensions (Height x Width x Depth) 7 x15x 26 mm EAN/UPC - Product/Case 6923828666965
Material - Numerator - Packs per outer box 50
Ingress protection code - EAN/UPC - Case 6923828666965
Mech. impact protection code -
Accessory color -
Net Weight (Piece) 4600 g
Approval and Application
CE mark No
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