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ActiStar Large, 172300 Im, 1400 W, 757 cool white,
DALI, Safety class |, Mounting bracket

The ActiStar Large represents a new era in large-area and recreational sports
lighting, engineered to deliver superior performance, efficiency, and connectivity. This
comprehensive solution is designed to meet the demands of both simple and highly
complex applications. Uncompromising Performance & Quality - Delivers exceptional
light quality, uniformity, and visual comfort, ensuring safety and meeting the highest
lighting performance standards with a long operational lifespan. Advanced Control &
Connectivity-Features an integrated DALI driver box for seamless connectivity to
building management systems. Its D4i standard compliance ensures readiness for
advanced wireless control and loT integration. Superior Energy Efficiency - The
combination of high-efficacy LEDs and intelligent control capabilities leads to
significant reductions in energy consumption and operational costs. Precision Optical
Engineering - Equipped with a premium beam control system that maximizes light on
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the target area (higher lux levels and uniformity) while drastically reducing spill light
and sky glow pollution for minimal environmental impact. Optimized for Versatile
Applications - The robust, single-piece pressure die-cast aluminum housing is
engineered for durability and features flexible bonding fins to minimize wind load,
making it ideal for sports venues and other demanding installations. Modular &
Scalable Design - Available in versatile configurations—hosting 1, 2, or 3 LED modules—
to provide the exact luminous flux and coverage required for any project scale.

Warnings and Safety

- Not suitable for industry area where chemical stuff exits. Application in corrosion enviroment like swimming pool,
cosatline outdoors, please consult local sales team for speciall painting before order. Product has be installed on
fixed objects.

General Information Operating and Electrical
Number of gear units Tunit Input Voltage 220-400V
Driver included Yes Line Frequency 50 or 60 Hz
Value ladder Specification Inrush time 4.9 ms
Power Consumption 1,400 W
Light Technical Power Factor (Fraction) 0.95
Connection Flying leads/wires
Luminous Flux 172,300 Im Cable Cable 0.8 m with plug
Correlated Color 5700K Protection class IEC Safety class |

Temperature (Nom)

Luminous Efficacy (rated) 123 Im/W
(Nom) Controls and Dimming

Color rendering index (CRI) 70

Light source color 757 cool white Dimmable DAL
Optic type Assymetric Beam angle Controlinterface DAL
Effective projected area 0.43 m?

Mechanical and Housing

Housing Material Aluminium die-cast ADC1 -
alloy grade (EN AC-47100)

Optic material Polycarbonate

Optical cover material Polycarbonate

Housing Color Dark gray

Mounting device Mounting bracket

Optical cover finish Clear
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Overall length
Overall width
Overall height

Dimensions (Height x Width x
Depth)

Ingress protection code

Mech. impact protection
code

Optical cover type

Net Weight (Piece)

737 mm
452 mm
880 mm
880 x 452 x 737 mm

IP66 [Dust penetration-
protected, jet-proof]

IKO8 [6 J]

Polycarbonate

42.790 kg

Approval and Application

Flammability mark
CE mark

Ambient temperature range

Dimensional drawing

7376

6182

Yes

-40°Cto 50 °C

8698

Initial Performance (IEC Compliant)

Luminous flux tolerance

Power consumption
tolerance

Product Data

Order product name
Full product name

Order code
Material Nr. (12NC)

Numerator - Quantity Per
Pack

Numerator - Packs per outer
box
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