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HF-Performer lll for
TLS lamps

HF-P 254/255 TL5 HO/PLL Ill 220-240V IDC

HF-Performer Il TLS R EREMBSHEMAFEMELENEASHRIRE , BRREXR
KB HEIF MO ENMER , B EEEREM TLS ECO HiREE, ELLERBRERS
MERARKN -2 , THYEREFHFETMEBRRE L ENEERRE, HF-
Performer Il TL5 REREMEESPSENAELHENEEANERRE O —KREXE
RERMNERP, FHE, BE. BHARHEMER. The ballast is primarily designed
for Indoor application. For outdoor application, the luminaire should be minimum

Classland need to be sufficiently protected against water & dust. The installation

should also be guard against any lightening surge or any other necessary electrical

protection as deemed in such typical installation & application.
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EEER D T-case LR (B X) 80 °C
BARE 220 E 240V
RigsEER 50 to 60 Hz BmEsR
BASE 50 £ 60 Hz S L360x30x22
RERRREE 0.35ms Bh7kBEEER M (1P) IP20 [ATBALEFERBA]
RERFEE (WA ME) 31A FE () 0.280 kg
MCB LERME (16A & B) RE) 12
REEEA
ER BRI A2 BAT
WEREHRANT WAGO 251 B & #88 (B fA R B BE4R (ALF B ADS) B REmR IEC 61347-2-3
FHRE R ISO 14001
EEREERHNT WAGO 251 B #35 [EAR B BER (ALF £ ADS) 82 R CE 4272 ENEC 337 VDE-EMV B
FEER) CE 56 2
HOREE -25°C £ 60 °C
aE
SBOREE () 80 °C
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HF-Performer lll for TL5 lamps

EmEs 27 - SESENRE 1
TiTERER HF-P 254/255 TL5 HO/PLL Ill 220-240V IDC EAN/UPC - R/ 8711500998224
TRERER HF-P 254/255 TL5 HO/PLL Ill 220-240V IDC 2F - B-SRAE 12
TRERRE 872790086351200 EAN/UPC - 8727900863512
fTHERE 913713028366
¥ Nr. (12NC) 913713028366
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[~ ’, i HF-P 254/255 TL5 HO/PLL Ill 42mm 220 mm 360.0 mm 350.0 mm 30.0 mm
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