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HF-Performer lll for
TLS lamps

HF-P 3/414 TL5 11l 220-240V 50/60Hz IDC

HF-Performer Il TLS R EREMBSHEMAFEMELENEASHRRE , BRREXR
RME MO ENER  AMEERTRER TLS ECO HrERE. ELTERBRERS
MERARKN -2 , THYEREFHFETMEBRRE L ENEERRE, HF-
Performer Il TL5 RERSEMEESPSENAELHENELEANERRE O —KREXE
RERMNERP, FHE, BE. BHARHEMER. The ballast is primarily designed
for Indoor application. For outdoor application, the luminaire should be minimum
Classland need to be sufficiently protected against water & dust. The installation
should also be guard against any lightening surge or any other necessary electrical
protection as deemed in such typical installation & application.
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HF-Performer lll for TL5 lamps

EmEs 27 - SESENRE 1
TiTERER HF-P 3/4 14 TL5 Ill 220-240V 50/60Hz IDC EAN/UPC - R/ 8718291721253
TRERER HF-P 3/4 14 TL5 Ill 220-240V 50/60Hz IDC 2F - B-SRAE 10
TRERRE 871829172125300 EAN/UPC - 8718291721260
fTHERE 913713033966
¥ Nr. (12NC) 913713033966
et 73
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