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HF-Performer lll for
TLS lamps

HF-P 180 TL5 Il 220-240V 50/60Hz

HF-Performer Il TLS R EREMBRSHEMAFEMELENEASHRIRE , BRREXR
RME MO EAER  AMEERTRER TLS ECO HirERE. ELLTERBRERS
MERARKN -2 , THYEREFHFETMEBRRE L ENEERRE, HF-
Performer IIl TL5 REREMEESPSENAELHENELEEANERRE - KREXE
RERMNERP, FHE, BE. BHARHMER. The ballast is primarily designed
for Indoor application. For outdoor application, the luminaire should be minimum
Classland need to be sufficiently protected against water & dust. The installation
should also be guard against any lightening surge or any other necessary electrical
protection as deemed in such typical installation & application.
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ThREH (HE) 0.99 s L 360x30x21
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HF-Performer lll for TL5 lamps

TR 2 B W -25°C £ 60 °C F% Nr. (12NC) 913713034266
SF - SEAENHR 1
EmEs EAN/UPC - B g /%68 8727900952285
TIERER HF-P 180 TL5 Il 220-240V 50/60Hz 2F - B AR 12
EEERGRE HF-P 180 TL5 Il 220-240V 50/60Hz EAN/UPC - §§ 8727900952292
TRESRE 872790095228500
HE-£4 913713034266
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