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Copenhagen City Comfort LED small, Urban road & street light,

29 W, 1840 lm, 3000 K, CRI80, Asymmetrical, Safety class II,

IP66, STDE

The original Copenhagen luminaire was co-designed with Copenhagen's Office of

City Architecture in the 1960s. This timeless icon of urban lighting is now available in

three versions: Copenhagen LED gen2, delivering high performance for road lighting;

Copenhagen City LED gen2, ideal for city and residential areas where visual comfort

and cohesive design language are valued; and Copenhagen City Comfort LED,

tailored for sensitive inner-city zones where controlling light pollution and ensuring

maximum visual comfort are essential. Available in two variants—Copenhagen City

Comfort (BRS862) and Xtra Comfort (BRS962)—the range offers superior lighting

comfort. It ensures gentle, non-disturbing illumination, enhancing the living

experience for residents. The Xtra Comfort version delivers even greater spill light

control, significantly reducing light cast onto nearby façades in inner-city

environments. Built with sustainable materials, including a bio-based plastic canopy

and recycled aluminium components, the luminaire helps reduce carbon emissions

and supports eco-conscious urban planning. The luminaire is available with one or

two Zhaga-D4i (ZD4i) system-ready sockets, making it future-proof and ready for

smart city applications such as Interact. Thanks to the use of plastic, the top socket is

seamlessly integrated into the canopy without compromising the luminaire’s clean

design.
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General Information

Lamp family code LED40S [LED module, system flux 4000

lm]

Number of gear units 1 unit

Driver included Yes

Light source engine type LED

Value ladder Specification

Warranty period 5 years

Sustainability rating -

 

Light Technical

Upward light output ratio 0

Luminous Flux 1,840 lm

Correlated Color Temperature (Nom) 3000 K

Luminous Efficacy (rated) (Nom) 90 lm/W

Color rendering index (CRI) >80

Light source color 830 warm white

Luminaire light beam spread -

Optic type outdoor Asymmetrical

Effective projected area 0.08 m²

 

Operating and Electrical

Input Voltage 220-240 V

Line Frequency 50 to 60 Hz

Inrush current 21 A

Inrush time 0.3 ms

Power Consumption 29 W

Power Factor (Fraction) 0.97

Connection Flying leads/wires

Cable Cable 10 m without plug

Number of products on MCB of 16 A type B 30

Protection class IEC Safety class II

Surge Protection (Common/Differential) Standard surge protection + electro static

discharge protection kV

 

Controls and Dimming

Dimmable Yes

Driver/power unit/transformer Power supply unit with DALI and

SystemReady interface and constant light

output (integrated)

Constant light output Yes

DALI Standard DALI-2™

 

Mechanical and Housing

Housing Material Bio-based polyethylene

Reflector material -

Optic material Polymethyl methacrylate

Optical cover material Tempered glass

Fixation material Aluminum

Housing Color Gray

Mounting device Catenary bracket

Optical cover shape Convex lens

Optical cover finish Clear

Overall height 281 mm

Overall diameter 380 mm

Ingress protection code IP66 [Dust penetration-protected, jet-

proof]

Mech. impact protection code IK08 [5 J vandal-protected]

Standard tilt angle posttop -

Standard tilt angle side entry -

Optical cover type Tempered glass

Net Weight (Piece) 4.600 kg

 

Emergency Operation

Central Emergency No

 

Approval and Application

Flammability mark -

CE mark Yes

ENEC mark -

EU RoHS compliant Yes

Performance ambient temperature Tq 25 °C

Ambient temperature range -40 to +25 °C

 

Initial Performance (IEC Compliant)

Luminous flux tolerance -10% / +10%

Initial chromaticity (0.43, 0.40) SDCM <0.003

Power consumption tolerance +/-10%

Init. Color Rendering Index Tolerance +/-3

 

Over Time Performance (IEC Compliant)

Control gear failure rate at median useful

life 100000 h

10 %

Lumen maintenance (EN-IEC 62722-2-1) at

median useful life* 100000 h

L96

 

Product Data

Order product name BSS861 LED40/830 II DM32 GR CLO SRTB

10

Full product name BSS861 LED40/830 II DM32 GR CLO SRTB

10

Full product code 872016977701900

Order code 919008636890

Material Nr. (12NC) 919008636890

Numerator - Quantity Per Pack 1

EAN/UPC - Product/Case 8720169777019

Numerator - Packs per outer box 1

EAN/UPC - Case 8720169777019

Product family code BSS861 [COPENHAGEN CITY COMFORT 

SMALL]
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Dimensional drawing

Photometric data

Polar Normal (separate) - BRS861I - 919008636890
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