
FlowMax - Tunnel
Lighting
BWP651 LED087 CW TSK PSU SPD GR

The Philips FlowMax (BWP65X series) is a future-ready tunnel lighting solution

designed to meet the evolving needs of infrastructure projects with a focus on

safety, performance, and reliability. Available in 60W, 120W, 180W, and 240W

variants, FlowMax delivers powerful illumination with high energy efficiency and is

well-suited for both new installations and retrofits across a variety of tunnel and

underpass applications. Its versatile optics—available in symmetric and asymmetric

variants—enable optimized light distribution for different tunnel geometries,

ensuring enhanced visibility and driver safety. Built with robust housing and IP66

protection, FlowMax performs reliably even in harsh environments with dust,

moisture, and vibrations. For installers, the lightweight design and flexible mounting

options ensure quick and hassle-free installation. For specifiers and consultants,

FlowMax offers the assurance of compliance with modern tunnel lighting standards,

a range of wattages for tailored lighting layouts, and support for intelligent lighting

control compatibility. For end-users, it brings reduced energy consumption, lower

maintenance costs, and improved operational safety through uniform lighting and

glare control. With a focus on long-term performance, operational efficiency, and

ease of integration, Philips FlowMax represents a smart investment in modern tunnel

infrastructure.

Product data

General Information

Driver included Yes

Light source engine type LED

Warranty period 5 years

 

Light Technical

Luminous Flux 8,700 lm

Correlated Color Temperature (Nom) 6500 K

Luminous Efficacy (rated) (Nom) 145 lm/W

Color rendering index (CRI) 70

Beam angle of light source 120 degree(s)

Light source color Cool white

Luminaire light beam spread 90°
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Optic type outdoor Distribution tunnel symmetrical

 

Operating and Electrical

Input Voltage 220 to 240 V

Line Frequency 50 Hz

Power Consumption 60 W

Power Factor (Fraction) 0.95

Protection class IEC Safety class I/II

Surge Protection (Common/Differential) Surge protection level until 10 kV

 

Mechanical and Housing

Housing Material Aluminium pressure die cast

Optic material Polycarbonate

Optical cover material Polycarbonate

Housing Color Grey

Mounting device Mounting bracket

Material Aluminum

Ingress protection code IP66 [Dust penetration-protected, jet-proof]

Mech. impact protection code IK10 [20 J vandal-resistant]

Optical cover type Polycarbonate

Net Weight (Piece) 2.500 kg

 

Approval and Application

Flammability mark -

Ambient temperature range 0 °C to 35 °C

 

Initial Performance (IEC Compliant)

Power consumption tolerance +/-10%

 

Over Time Performance (IEC Compliant)

Median useful life L70B50 50,000 hour(s)

 

Product Data

Order product name BWP651 LED087 CW TSK PSU SPD GR

Full product name BWP651 LED087 CW TSK PSU SPD GR

Order code 919515818156

Material Nr. (12NC) 919515818156

Numerator - Quantity Per Pack 1

Numerator - Packs per outer box 4

Dimensional drawing
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