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This translated document
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CHINA COMPULSORY PRODUCT CERTIFICATION

CERTIFICATE NO.: 2015011002820678

NAME AND ADDRESS OF THE APPLICANT

Signify (China) Investment Co., Ltd.
Building no.9, Lane 888, Tianlin Road, Minhang District, Shanghai City, P.R.China

NAME AND ADDRESS OF THE MANUFACTURER
Signify (China) Investment Co., Ltd.
Building no.9, Lane 888, Tianlin Road, Minhang District, Shanghai City, P.R.China

NAME AND LOCATION OF THE FACTORY
Hengdian Group Tospo Lighting Co., Ltd.
No.183 Industrial Avenue, Hengdian Industrial Zone, Dongyang City, Zhejiang Province, P.R.China

PRODUCT NAME,MODEL AND SPECIFICATION
A.C. or D.C. Supplied Electronic Controlgear For LED Modules (Built-in, Auto-wound Controlgear,
Constant Current Mode, ta:50°C, tc:75°C/80°C, Non-Dimmable, Temperature Declared Thermally
Protected : 110°C)
XITANIUM 75W 0.12-0.4A 220V 230V Output :0.12-0.4A ,Max.330Vdc , 75W ; XITANIUM 36W 0.12-0.4A 115V 230V
Output : 0.12-0.4A , Max.330Vdc , 36 W, Input : 220-240V ~ 50/60Hz ; 220-240Vdc

STANDARDS AND TECHNICAL REQUIREMENTS FOR THE PRODUCTS
GB 17625.1-2022;GB/T 17743-2021;GB 19510.1-2009;GB 19510.14-2009

This is to certify that the above mentioned product(s) complies with the requirements of

implementation rules for compulsory certification(REFNO. CNCA-C10-01:2014).

Valid from: Dec.18,2024 Valid until: Jan.15,2029
Date of original issued: Nov.18,2015
The certificate information and validity could be checked by scanning the QR code below or logging in to

the website of the issuing authority, or on the website of the CNCA (www.cnca.gov.cn).

Accredited by China National Accreditation Service for Conformity Assessment CNAS C001

SIGNATURE: :,%g ﬁ% \FI%)_.
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CHINA QUALITY CERTIFICATION CENTRE

CHINA QUALITY CERTIFICATION CENTRE CO., LTD.

http://www.cqc.comen  Building 5, Section 9, No. 188, Nansihuan Xilu, Beijing 100070 P.R.China  Tel: +86 10 83886666



