PHILIPS

Lighting

CorePro LEDspot

Reflectors

CoreProLEDspot ND 8-100W R80 E27 827 36D

CorePro, LEDspot, R80, 100 W, E27, 2700 K, 670 Im, CRI 80,

15000 h, Plast

CorePro, LEDspot, R80, 100 W, E27, 2700 K, 670 Im, CRI 80, 15000 h, Plast, 83.00
Im/W, EEL F, PF 0.6, IP20, SVM 0.4, PstLM 1

Produktdata

Allman information Ljusfléde i 90° Cone (mérkvirde) 670 Im

Sockel E27

Nominell livslangd 15 000 h Drift och elektricitet

Driftcykel 50 000 Line Frequency 50 to 60 Hz

Lighting Technology LEDspot Ingangsfrekvens 50-60 Hz

Matreferens for ljusflode Narrow Cone Stromforbrukning 8W

Garantitid 2ar Lampstréom (nom) 55 mA
Motsvarande effekt 00w

Ljusteknik Téandningstid (nom) 01s

Fargkod 827 [CCT of 2700K] Uppvarmningstid till 60 % ljus 01s

Spridningsvinkel (nom) 36° Effektfaktor (fraktion) 0.6

Ljusflode 670 Im Spanning (nom) 220-240V

Ljusstyrka (nom) 1100 cd

Fargbeteckning Varmvit (WW) Temperatur

Korrelerad fargtemperatur (Nom) 2700 K T-Case max. (nom) 72°C

Ljusutbyte (markvérde) (nom) 83,00 Im/W

Fargbestindighet <6 Styrenheter och dimring

Fargatergivningsindex 80 Dimbar Nej

LLMF vid slutet av nominell livsldngd (nom) 70 %
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CorePro LEDspot Reflectors

Mekanik och armaturhus

Produktdata

Ljuskallans ytbehandling Klar Bestallningsproduktnamn CoreProLEDspot ND 8-100W R80 E27 827
Material i lampan Plast 36D

Lampform R80 Fullstandigt produktnamn CoreProLEDspot ND 8-100W R80 E27 827
Nettovikt (styck) 0,144 kg 36D

Full EOC 871869681185600

Anvandning och godkannande Beskrivning av lokal kod 8292246

Energieffektivitetsklass F Bestdllningsnummer 929001891602

Lamplig fér accentbelysning Ja Materialnummer (12NC) 929001891602

Energiférbrukning kWh/1 000 tim 8 kWh Lokal kod 8292246

EPREL-registreringsnummer 397646 Ré&knare — antal per forpackning 1

CE-markning Ja EAN/UPC - Produkt/fodral 8718696811856

EU RoHS-kompatibel Ja Raknare - antal forpackningar per kartong 6

EyeComfort Ja EAN/UPC - Holje 8718696811863

Flimmervérde (PstLM) 1

Stroboskopisk effekt 0,4

Omgivningstemperatur —20 till +45°C

Anvéandningsférhallanden

Tradlds teknik Ej tillampligt
Mattskiss

D Product D ©
CoreProLEDspot ND 8-100W R80 E27 827 36D 80 mm 112 mm

Fotometriska data

(cd) 0°

Light Distribution Diagram - CoreProLEDspot ND 8-100W R80 E27 827 36D
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Spectral Power Distribution Colour - CoreProLEDspot ND 8-100W R80 E27

827 36D
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CorePro LEDspot Reflectors

Fotometriska data

Accont Lighting - Spots
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Accent Lighting Spots - CoreProLEDspot ND 8-100W R80 E27 827 36D
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Lumen Maintenance Diagram - CoreProLEDspot ND 8-100W R80 E27 827 LEDspot CorePro 1.8-30W E14 R39 827 36D ND
36D
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