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MASTER LEDtube
Mains TS5

MASTER LEDtube 1200mm HE 16.5W 830 T5 EU

MASTER, LEDtube, T5, Sietoveé napajanie, 1200 mm, 16.5 W,
28W TL5 HE, 3000 K, 2300 Im, CRI 80, 60000 h

Nova generacia LED trubic Philips Master Mains T5 prindSa do vasho projektu
osvetlenia jednoduchost. UZ sa nemusite zaoberat technologiou napajaca. Vdaka
jedine¢nému dizajnu sa Philips MASTER LEDtube Mains T5 montuje do svietidiel so
sietovym napajanim. Také jednoduché! . Svetelné zdroje Philips MASTER LEDtube
Mains T5 su dokonale bezpecné, spolahlivé a jednoducho sa instaluju. Su idedlnou
alternativou Standardnych Ziarivkovych trubic, pri¢om prindsaju vyssiu hodnotu

Vv ramci zZivotnosti, spolu s vysokou Usporou energie a nizkymi nakladmi na udrzbu.

Udaje o produkte
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Vseobecné informacie

Konzistencia farieb <6
Pética G5 Index podania farieb (CRI) 80
Nominalna Zivotnost 60 000 h LLMF na konci nominalnej Zivotnosti (nom.) 70 %
Spinaci cyklus 200 000 Fotobiologicka bezpecnost podla normy EN 62471 RGO
Technoloégia osvetlenia LEDtube
Referenény svetelny tok Sphere Prevadzkové a elektrické

Sietova frekvencia 50 to 60 Hz

Svetelné technickeé Vstupna frekvencia 50 az 60 Hz
Kod farby 830 [CCT of 3000K] Spotreba 16,5 W
Uhol vyzarovania (nom.) 200 stupen (stupne) Prud svetelného zdroja (nom.) 85 mA
Svetelny tok 2300 Im Cas spustenia (nom.) 05s
Oznacenie farby Biela (WH) Cas zahrievania na 60 % svetla 05s
Nahradna teplota chromatickosti (nom.) 3000 K U¢innost (zlomok) 0.9
Merny vykon (menovity) (nom.) 139 Im/W Napdtie (nom.) 220-240V
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MASTER LEDtube Mains T5

LED alternativa k vykonu Ziarivky 28W TL5 HE Schvalenie a pouzitie

Narazovy prud v sieti 7 Trieda energetickej ucinnosti D

Max. pocet svietidiel pre MCB typu B 10 A - siet 76 Energeticky usporny produkt Ano

Max. pocet svietidiel pre MCB typu B10 A — EM - Schvalovacie znacky V sulade so smernicou RoHS
predradnik bez kompenza¢ného kondenzatora. Spotreba energie kWh/1 000 h 17 kWh

Max. pocet svietidiel pre MCB typu B10 A — EM - Registra¢né ¢islo EPREL 1476410
predradnik s kompenza¢nym kondenzatorom. Znac¢ka CE Ano

Max. pocet svietidiel pre MCB typu B 16 A — siet 121 V sulade s poziadavkami EU RoHS Ano

Max. pocet svietidiel pre MCB typu B16 A — EM - Hodnota blikania (PstLM) — hodnota blikania podla 1

predradnik bez kompenzac¢ného kondenzatora. normy EN 61000-3-3

Max. pocet svietidiel pre MCB typu B 16 A — EM - Miera viditelnosti stroboskopického efektu (SVM) 0,4
predradnik s kompenza¢nym kondenzatorom. Rozsah okolitych teplét —20 az +45 °C

Kompatibilita s predradnikmi

Sietové napajanie

Udaje o produkte

Teplota Objednavkovy nazov produktu MAS LEDtube 1200mm HE 16.5W
Maximalna teplota krytu (nom.) 55°C 830 TS EU
Uplny nazov produktu MASTER LEDtube 1200mm HE
Ovladanie a stmievanie 16.5W 830 T5 EU
Stmievatelné Nie Uplny kéd produktu 871951433431100
Objednavkovy kod 33431100
Mechanické casti a teleso €. materialu (12NC) 929003044402
Povrchova uprava ziarovky Matna Citatel — mnoZstvo kusov v baleni 1
Material ziarovky Sklo EAN/UPC - produkt/puzdro 8719514334311
Dizka produktu 1200 mm Citatel — pocet baleni v krabici 10
Tvar ziarovky T5 EAN/UPC - balenie 8719514334328
Cista hmotnost (kus) 0,215 kg
Rozmerovy obrazok
A3 Product D1 D2 Al A2 A3

A2
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830 T5EU

157mm 19 mm 1149 mm 1156,1mm 1163,2 mm
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MASTER LEDtube Mains T5

Fotometrické udaje
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Light Distribution Diagram - MAS LEDtube 1200mm HE 16.5W 830 T5 EU General uniform lighting - MAS LEDtube 1200mm HE 16.5W 830 T5 EU
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Spectral Power Distribution Colour - MAS LEDtube 1200mm HE 16.5W 830

T5 EU
Zivotnost
. 100 100%
>
£ g
% = 98%
¢ 60 S
=] fe
B g 96%
w40 S
-
20 94%
0o 20000 40000 60000 80000 100000 92%
55 60 65 70 75

Time (hours) Tc(°Q)

Life Expectancy Diagram Lumen Maintenance Diagram - MAS LEDtube 1200mm HE 16.5W 830 T5 EU
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MASTER LEDtube Mains T5
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