PHILIPS

CorePro LEDDbulb

CorePro LEDbulb ND 11-75W A60 B22 927 UK

CorePro, LEDbulb, A60, 75 W, B22, 2700 K, 1055 Im, CRI 90,

15000 h, Plastik

CorePro, LEDbulb, A60, 75 W, B22, 2700 K, 1055 Im, CRI 90, 15000 h, Plastik, 95
Im/W, EEL F, PF 0.5, RGO, IP20, SVM 0.4, PstLM 1

Uriin veri

PHILIPS

Genel Bilgiler

Calistirma ve Elektrik

Kapak Tabam B22 Hat Frekansi 50 Hz

Nominal kullamim émri 15.000 h Giris Frekansi 50 Hz

Anahtar Dongiisui 50.000 Gii¢ Tiiketimi nw

Aydinlatma Teknolojisi LEDbulb Lamba Akimi (Nom) 75 mA

Akis dlclim referansi Sphere Giic Eslenigi 75 W

Garanti suresi 2yl Baslangi¢ Saati (Nom) 05s
%60 15182 kadar 1sinma siiresi 05s

Isik Teknik Ayrintilan Gii¢ Faktorii (Kesir) 0.5

Renk Kodu 927 [CCT of 2700K] Voltaj (Nom) 220-240V

Isin Acis1 (Nom) 180°

Isik Akisi 1.055 Im Sicaklik

Renk Kodlamasi Sicak Beyaz (WW) Muhafaza Maksimumu (Nom.) 105 °C

iliskili Renk Sicakligi (Nom.) 2700 K

Aydinlatma Verimi (nominal) (Nom) 95 Im/W Kontroller ve Dim Etme

Renk Tutarlibig <6 Dim Edilebilir Hayir

Renk olusturma dizini (CRI) 90

Nominal Kullanim Omrii Sonundaki LLMF 70 % Mekanik ve Muhafaza

(Nom) Lamba Kaplamasi Buzlu

EN 62471'e gore fotobiyolojik giivenlik RGO Lamba Malzemesi Plastik
Lamba Bigimi A60
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CorePro LEDbulb

Net Agirlik (Parca Basi) 0,032 kg Tam urin adi CorePro LEDbulb ND 11-75W A60 B22
927 UK

Onay ve Uygulama Tam iiriin kodu 871951444296200

Enerji Verimliligi Simifi F Siparis kodu 44296200

Enerji Tiiketimi kWh/1000 sa. 1 kWh Malzeme No. (12NC) 929003544599

EPREL Tescil Numarasi 1211088 Numerator - Paket Basina Miktar 1

EU RoHS ile uyumludur Evet EAN/UPC - Uriin/Kutu 8719514442962

Go6z Konforu Evet Numerator - Buyiik kutu basina paket sayisi 10

Titreme degeri (PstLM) - EN 61000-3-3'e gore 1

titreme degeri

Stroboskopik etki goriiniirlik Sl¢iimi (SVM) 0,4

Ortam sicakligr aralig -20°Cila45°C

Uriin Verileri

Siparis Uriin adh

927 UK

CorePro LEDbulb ND 11-75W A60 B22

Boyutlu cizim

D

Fotometrik bilgi

General uniform lighting - CorePro LEDbulb ND 11-75W A60 B22 927 UK
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EAN/UPC - Kutu 8719514442979
Product D C
CorePro LEDbulb ND 11-75W A60 B22 927 UK 60 mm 107 mm
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Spectral Power Distribution Colour - CorePro LEDbulb ND 11-75W A60 B22
927 UK
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CorePro LEDbulb

Fotometrik bilgi

(cd/1000Im) 0°

Light Distribution Diagram - CorePro LEDbulb ND 11-75W A60 B22 927 UK

Kullanim Omrii
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Life Expectancy Diagram Lumen Maintenance Diagram - CorePro LEDbulb ND 11-75W A60 B22 927
UK
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