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LED SON-T, Rurkové, Iba napajanie zo siete, 45
W, SON-T 150/100W, E40, 2700 K, 8800 Im, CRI 70,
25000 h

LED SON-T, Rurkové, Iba napajanie zo siete, 45 W, LED alternative to SON-T 150/100W, E40,
2700 K, 8800 Im, CRI 70, 25000 h, 195 Im/W, EEL B, PF 0.9, Sklo, RG1, IP65, SVM 2.5, PstLM 1

Varovanie a ochrana

+ Schému zapojenia a pokyny najdete v inStalacnej prirucke alebo sa obratte na zastupcu spolocnosti Philips Lighting.
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VsSeobecné informacie

Patica

Nominalna Zivotnost
Spinaci cyklus
Technolégia osvetlenia
Referencny svetelny tok

Zarucna lehota

Svetelné technické

Kod farby
Uhol vyZarovania (nom.)
Svetelny tok

Oznacenie farby

Nahradna teplota chromatickosti

(nom.)

Merny vykon (menovity) (nom.)
Konzistencia farieb

Index podania farieb (CRI)

LLMF na konci nominalnej
Zivotnosti (nom.)

Fotobiologicka bezpecnost podla
normy EN 62471

E40
25000 h
50 000
LED SON-T
Sphere

3 rokov

727 [CCT of 2700K]
330 stupen (stupne)
8800 Im

Tepla biela (WW)
2700 K

195 Im/W
<6

70

70 %

RG1

Prevadzkové a elektrické

Vstupna frekvencia

Spotreba

Prad svetelného zdroja (nom.)
Cas spustenia (nom.)

Cas zahrievania na 60 % svetla
U¢innost (zlomok)

Napatie (nom.)

Ndrazovy prud v sieti

Max. pocet svietidiel pre MCB
typu B 10 A - siet’

Max. pocet svietidiel pre MCB
typu B 10 A - EM predradnik bez
kompenza¢ného kondenzatora.

Max. pocet svietidiel pre MCB
typu B 10 A - EM predradnik s
kompenzacnym kondenzatorom.

Max. pocet svietidiel pre MCB
typu B 16 A - siet’

Max. pocet svietidiel pre MCB
typu B 16 A - EM predradnik bez
kompenza¢ného kondenzétora.

Max. pocet svietidiel pre MCB
typu B 16 A - EM predradnik s
kompenza¢nym kondenzéatorom.

50 az 60 Hz
45 W

198 mA
0,5s

05s

0.9
220-240V
24.53

10

NA

NA

17

NA

NA
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Ekvivalent vykonu (iba LED HID)

Kompatibilita s predradnikmi

Teplota

Maximalna teplota krytu (nom.)

SON-T 150/100W

Iba napajanie zo siete

41 °C

Ovladanie a stmievanie

Stmievatelné

Nie

Mechanické casti a teleso

Povrchova Uprava zZiarovky
Material ziarovky
Tvar zZiarovky

Cista hmotnost (kus)

Schvalenie a pouZitie

Trieda energetickej Ucinnosti
Energeticky Usporny produkt
Spotreba energie kWh/1 000 h
Registracné ¢islo EPREL

Znacka CE

V sulade s poZiadavkami EU RoHS

Hodnota blikania (PstLM) -

hodnota blikania podla normy EN

61000-3-3

Miera viditelnosti
stroboskopického efektu (SVM)

Rozsah okolitych teplot

Udaje o produkte

Objednavkovy nazov produktu
UplIny nazov produktu

Uplny kéd produktu
Objednavkovy kéd
€. materialu (12NC)

Citatel - mnoZstvo kusov v balenf

EAN/UPC - produkt/puzdro
Citatel - pocet baleni v krabici

EAN/UPC - balenie

Cira
Sklo
Rurkové

0,175 kg

B

Ano

45 kWh
2329500
Ano

Ano

1

2,5

-30 az +45 °C

TForce Core LED road 45W 727
E40 MV

TForce Core LED road 45W 727
E40 MV

872016929743200
29743200
929003775602

1

8720169297432

6

8720169297449
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Rozmerovy obrazok

D Product D C

'}

/'\ I TForce Core LED road 45W 727 E40 MV 53,5 mm 232 mm

Fotometrické udaje

General Uniform Lighting 1 suﬂ 1 Euﬂ 1 suﬂ

T
1x 9290037756 45W / 1 5
18800 Im

120° 120"

90" 90°

15
(cd/1000im)  0°
' ' ——0-180° 90-270°
General uniform lighting - TForce Core LED road 45W 727 E40 Light Distribution Diagram - TForce Core LED road 45W 727 E40

MV MV
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Spectral Power Distribution Colour - TForce Core LED road 45W

727 E40 MV
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Life Expectancy Diagram

Suvisiace dokumenty

Dokumenty a certifikaty

Environmental Product Declaration

Tender text

Installation Instructions

Fotometrické a IES

LDT File

© 2026 Signify Holding. VSetky préva vyhradené. Tu uvedené informécie sa mdZzu bez upozornenia zmenit. Spolo¢nost Signify
neposkytuje Ziadnu zaruku tykajlicu sa presnosti alebo Uplnosti uvedenych informdacii a nezodpoveda za Ziadny krok vyplyvajlci zo
spolahnutia sa na tieto informécie. Informacie uvedené v tomto dokumente nie st zamyslané ako komer¢na ponuka a netvoria
sUcast Ziadnej cenovej ponuky ani zmluvy, okrem pripadov, ked's tym sthlasi spolo¢nost Signify. Philips a Philips Shield Emblem su
registrované ochranné zndmky spolo¢nosti Koninklijke Philips N.V.

Time (hours) Burning hours

Lumen Maintenance Diagram - TForce Core LED road 45W 727

E40 MV

Né&zov dokumentu Stiahnut'
EPD-Philips-TForce-Core-LED-Road-COMF-8852552- Stiahnut'dl
Ref-929003731002-EPD.pdf

Tender_Text_929003775602_sk_SK.txt Stiahnut'dll
Online-QIG-for-324165994083-INI.pdf Stiahnut'dll
Nazov dokumentu Stiahnut’
LED-TForce-Core-LED-road-45W-727-E40-MV-LDT.Idt Stiahnut'dll



https://www.assets.signify.com/is/content/Signify/EPD-Philips-TForce-Core-LED-Road-COMF-8852552-Ref-929003731002-EPD
https://www.docs.signify.com/assets/NTD/Tender_Text_929003775602_sk_SK.txt
https://www.assets.signify.com/is/content/Signify/Online-QIG-for-324165994083-INI
https://www.docs.signify.com/assets/LDT/LED-TForce-Core-LED-road-45W-727-E40-MV-LDT.ldt

