General Uniform Lighting

DNO020B G4 LED9 9W D150 1 x 9290032795 3000K

1x 850 Im
Polar intensity diagram Quantity estimation diagram UGR diagram
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Urtilisation factor table Luminance Table
Light output ratio 1.00
Service upward 0.00 Reflectances (%) for ceiling, walls and working plane (CIE) Plane 00| 150| 300/ 450 600 750/ 900
. Cone
Service downward  1.00 Room
Index gig g'gg g'zg g'zg g'zg 8’12 g;g gfg g;g g:g g'gg 45.0| 12624| 12624| 12624| 12624| 12624| 12624| 12624
CIE flux code 46 77 94 100 100 K 030 010 | 030 020 010 010 | 010 010 | 010 010 | 000 500| 12427] 12427| 12427| 12427 12427] 12427| 12427
55.0| 12216| 12216| 12216| 12216| 12216] 12216| 12216
UGRcen (4Hx8H, 0.25H) 26 060 | 048 045 | 047 046 045 037 | 037 032 | 036 032 | 030 00| 11985 11985 11985] 11985 11985, 11985| 11985
080 | 058 055 | 057 056 054 046 | 046 041 | 045 040 | 038 65.0| 11735 11735) 11735 11735 11735, 11735 11735
100 | 067 062 | 066 063 061 054 | 053 048 | 052 048 | 045 700| 11461| 11461| 11461| 11461| 11461] 11461] 11461
125 | 076 069 | 074 071 068 061 | 060 055 | 059 055 | 0.53 750] 11151] 11151] 11151 11151] 11151] 11151] 11151
150 | 082 074 | 080 077 073 067 | 066 061 | 065 0.60 | 0.58 200 10793] 10793| 10793| 10793| 10793] 10793] 10793
200 | 092 082 | 090 085 081 075 | 074 070 | 073 069 | 067
250 | 099 087 | 09 091 08 081 | 080 076 | 078 075 | 072 850] 10218 10218 10218) 10218] 10218 10218 10218
300 | 103 091 | 100 095 089 085 | 083 080 | 082 079 | 076 00] 30110] 30110] 30110] 30110] 30110] 30110] 30110
400 | 109 095 | 106 099 094 090 | 088 0.8 | 087 084 | 082 (cd/m?)
500 | 143 097 | 110 102 096 093 | 091 0.8 | 090 088 | 085
Ceiling mounted
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