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Operation Manual

Please read this manual carefully before using the product

12NC Type LED/M Voltage | Power/IM | Power/2M | Power/3M | Power/4M | Power/SM | M/roll
929002694702 CorePro LEDstrip 827 270LM/M 5M 70xSMD2835LED 24V DC 23W 45W 6.6W 8.8W 10.5W 5m
929002694802 CorePro LEDstrip 830 270LM/M 5M 70xSMD2835LED 24V DC 23W 45W 6.6W 88W 105W 5m
929002694902 CorePro LEDstrip 840 300LM/M 5M 70xSMD2835LED 24V DC 23W 45W 6.6W 8.8W 105W 5m
929002695002 CorePro LEDstrip 865 300LM/M 5M 70xSMD2835LED 24V DC 23W 45W 6.6W 8.8W 10.5W 5m
929002695102 CorePro LEDstrip 827 750LM/M 5M 70xSMD2835LED 24V DC 6W. 11.5W 17w 2w 27W 5m
929002695202 CorePro LEDstrip 830 750LM/M 5M 70xSMD2835LED 24V DC 6W| 11.5W 17W 2W 27W 5m
929002695302 CorePro LEDstrip 840 800LM/M 5M 70xSMD2835LED 24V DC oW 11.5W 17W 2W 27W 5m
929002695402 CorePro LEDstrip 865 780LM/M 5M 70xSMD2835LED 24V DC 6W| 11.5W 17W 2w 27W 5m
929002695502 CorePro LEDstrip 827 1080LM/M 5M 70xSMD2835LED 24V DC 92W 18w 25W 33W 39W 5m
929002695602 CorePro LEDstrip 830 1080LM/M 5M 70xSMD2835LED 24V DC 9.2W 18W 25W 33W 39W 5m
929002695702 CorePro LEDstrip 840 1200LM/M 5M 70xSMD2835LED 24V DC 92w 18W 25W 33W 39W 5m
929002695802 CorePro LEDstrip 865 | 180LM/M 5M 70xSMD2835LED 24V DC 9.2W 18W 25W 33W 39W 5m
929002695902 CorePro LEDstrip 827 1450LM/M 5M 70xSMD2835LED 24V DC 123W 24W 35W 44W 52w 5m
929002696002 CorePro LEDstrip 830 1450LM/M 5M 70xSMD2835LED 24V DC 123W 24W 35W 44W 52W 5m
929002696102 CorePro LEDstrip 840 1600LM/M 5M 70xSMD2835LED 24V DC 123W 24W 35W 44W 52w 5m
929002696202 CorePro LEDstrip 865 1580LM/M 5M 70xSMD2835LED 24V DC 123W 24W 35W 44W 52w 5m_| | Tape to Cable, See B.
929002696302 MAS LEDstrip 927 475LM/M 5M 140xSMD2835LED | 24V DC 43W 8.5W 13W 17W 19w 5m Model:929003 1 67702
929002696402 MAS LEDstrip 930 475LM/M 5M 140xSMD2835LED | 24V DC 43W 8.5W 13W 17w 19W 5m | 2.Cable to cable, see C.
929002696502 MAS LEDstrip 940 500LM/M 5M 140xSMD2835LED | 24V DC 43W 8.5W 13W 17W 19W 5m Model:929003 | 67802
929002696602 MAS LEDstrip 965 500LM/M 5M 140xSMD2835LED | 24V DC 43W 8.5W 13W 17W 19W Sm | 3. Tape to Cable, see D.
929002696702 MAS LEDstrip 927 920LM/M 5M 140xSMD2835LED | 24V DC 8.3W 16W 23W 29.5W 37W 5m Model: 929003167902
929002696802 MAS LEDstrip 930 920LM/M 5M 140xSMD2835LED | 24V DC 8.3W 16W 23W 29.5W 37W 5m
929002696902 MAS LEDstrip 940 1000LM/M 5M 140xSMD2835LED | 24V DC 8.3W 16W 23W 29.5W 37W 5m
929002697002 MAS LEDstrip 965 950LM/M 5M 140xSMD2835LED | 24V DC 8.3W 16W 23W 29.5W 37W 5m
929002697102 MAS LEDstrip 927 1380LM/M 5M 140xSMD2835LED | 24V DC 125W 24W 35W W 52w 5m
929002697202 MAS LEDstrip 930 1380LM/M 5M 140xSMD2835LED | 24V DC 125W 24W 35W W 52w 5m
929002697302 MAS LEDstrip 940 1500LM/M 5M 140xSMD2835LED | 24V DC 125W 24W 35W W 52w 5m
929002697402 MAS LEDstrip 965 1450LM/M 5M 140xSMD2835LED | 24V DC 125W 24W 35W W 52w 5m
929002697502 MAS LEDstrip 927 1830LM/M 5M 140xSMD2835LED | 24V DC 16.6W 3IW 43W 52w 67W 5m
929002697602 MAS LEDstrip 930 1830LM/M 5M 140xSMD2835LED | 24V DC 16.6W 3IW 43W 52w 67W 5m
929002697702 MAS LEDstrip 940 2000LM/M 5M 140xSMD2835LED | 24V DC 16.6W 3IW 43W 52w 67W 5m
929002697802 MAS LEDstrip 965 2000LM/M 5M 140xSMD2835LED | 24V DC 16.6W 3IW 43W 52w 67W 5m
929002697902 MAS LEDstrip 927 2400LM/M 5M 140xSMD2835LED | 24V DC 21.3W W 60W 74W 8IW 5m
929002698002 MAS LEDstrip 930 2400LM/M 5M 140xSMD2835LED | 24V DC 213W W 60W 74W 8IW 5m
929002698102 MAS LEDstrip 940 2500LM/M 5M 140xSMD2835LED | 24V DC 21.3W W 60W 74W 8IW 5m
929002698202 MAS LEDstrip 965 2450LM/M 5M 140xSMD2835LED | 24V DC 213W W 60W 74W 8IwW 5m
[ Heat shrink tube 150
+ Red ;
A 0. ofo\\o'eo o0oflo oflo oeo oflols B AP1%F=°
- Black } e Toad
] & o
50 =" T
50000 16,18 2 162+3
Heat shrink tube
+ Red 1
o, odo\o0'e0 o00o oflo oso opgols C 31 ofe
— Black f B 4 §,(_(;Dg 2,21
100 50000 16,18 429
| D 166
13 4 ! ! a 9 ‘
30 0'ego o0fo oflo oeo T epe

Attention: connectors need to
be purchased separately for use.
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If connector assembled
on the right, cut position.

If connector assembled
on the left, cut position.

. |Peel of protective foil from back of LED tape
prior to gluing the tape on chosen surface.
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In case of using extension connectors first peel of only

10mm of protective foil apply connectors and then peel
of the rest of protective foil.

To use the connector (929003167702,929003167802,92900316702)

4 Connect the electrodes correctly

For the maximum length of a series connection, check the following
pictures. Never exceed 2A or 48Watt for a series connection.

b. Close the
connector

™

a.The soldering point must
be under the springs.

Max tape length after connector for connector load limit.

5 | Detach entire protective layer from 3M tape before gluing

the tape on chosen surface.
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6 |Diagram of assembly after completion.
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7 Power supply connection diagram
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Do not exceed 90% of the maximum load indicated on the driver.

Maximum LED tape length vs maximum driver power(take 90%
rule in account).

The total length of extension wire between driver and LED tape
should not exceed 10m. In case of exceeding 10m brightness will
be reduced.

If maximum length of LED tape is reached (explained in table 6
and 7)then LED tapes can be placed in parallel in order to use

full driver power,
Max product length by power supply

8 | Maximum LED strip length as function of connection

accessories (connectors).

Usage of connectors has limitation on maximum length of tape.
Look at instructions below.
Warning :Load after connector can be maximum 48W.

Max.length A

Heat shrink tube
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Max.length B
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A: Maximum length of LED tape in case tape starts with heat shrink tube (soldered wires to LED tape).

B: Maximum length of LED tape behind position where connector (929003 167802) is used for
Max.length C

extension of LED tape.
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C: Maximum length of LED tape if connector (929003167902) is used at beginning of LED tape.

Type P50 power | a6 pomer | oy S0V power | by 120w power e Max length A Max length B Max length C
supply supply supply supply CorePro LEDstrip 827 270LM/M 5M 10m 9m 9m
CorePro LEDstrip 827 270LM/M 5M 10m 10m / / CorePro LEDstrip 830 270LM/M 5M 10m 9m 9m
CorePro LEDstrip 830 270LM/M 5M 10m 10m / / CorePro LEDstrip 840 300LM/M 5M 10m 9m 9m
CorePro LEDstrip 840 300LM/M 5M 10m 10m / / CorePro LEDstrip 865 300LM/M 5M 10m 9m 9m
CorePro LEDstrip 865 300LM/M 5M 10m 10m / / CorePro LEDstrip 827 750LM/M 5M 9m 7m 7m
CorePro LEDstrip 827 750LM/M 5M 5m 10m / / CorePro LEDstrip 830 750LM/M 5M 9m 7m 7m
CorePro LEDstrip 830 750LM/M 5M S5m 10m / / CorePro LEDstrip 840 800LM/M 5M 9m 7m 7m
CorePro LEDstrip 840 800LM/M 5M 5m 10m J 1 CorePro LEDstrip 865 780LM/M 5M 9m 7m 7m
CorePro LEDstrip 865 780LM/M 5M 5m 10m / / CorePro LEDstrip 827 1080LM/M 5M 6m 4m 4m
CorePro LEDstrip 827 1080LM/M 5M 3m 6m 9m 10m CorePro LEDstrip 830 1080LM/M 5M 6m 4m 4m
CorePro LEDstrip 830 1080LM/M 5M 3m ém 9m 10m CorePro LEDstrip 840 1200LM/M 5M 6m 4m 4m
CorePro LEDstrip 840 1200LM/M 5M m bm 9m 10m CorePro LEDstrip 865 |180LM/M 5M 6m 4m 4m
CorePro LEDstrip 865 1180LM/M 5M 3m 6m 9m 10m CorePro LEDstrip 827 1450LM/M 5M 5m 3m 3m
CorePro LEDstrip 827 1450LM/M 5M 2m 4m 7m 9m CorePro LEDstrip 830 1450LM/M 5M 5m 3m 3m
CorePro LEDstrip 830 [450LM/M SM 2m 4m Tm 9m CorePro LEDstrip 840 1600LM/M 5M 5m 3m 3m
CorePro LEDstrip 840 1600LM/M 5M 2m 4m 7m 9m CorePro LEDstrip 865 1580LM/M 5M 5m 3m 3m
CorePro LEDstrip 865 1580LM/M 5M 2m 4m 7m 9m MAS LEDstrip 927 475LM/M 5M 10m 9m 9m
MAS LEDstrip 927 475LM/M 5M 6m 10m 10m / MAS LEDstrip 930 475LM/M 5M 10m 9m 9m
MAS LEDstrip 930 475LM/M 5M 6m 10m 10m / MAS LEDstrip 940 500LM/M 5M 10m 9m 9m
MAS LEDstrip 940 500LM/M 5M 6m 10m 10m / MAS LEDstrip 965 500LM/M 5M 10m 9m 9m
MAS LEDstrip 965 500LM/M 5M 6m 10m 10m / MAS LEDstrip 927 920LM/M 5M 8m 5m S5m
MAS LEDstrip 927 920LM/M 5M 3m 7m 10m / MAS LEDstrip 930 920LM/M 5M 8m 5m 5m
MAS LEDstrip 930 920LM/M 5M 3m 7m 10m / MAS LEDstrip 940 1000LM/M 5M am Sm 5m
MAS LEDstrip 940 1000LM/M 5M 3m 7m 10m / MAS LEDstrip 965 950LMIM 5M 8m 5m 5m
MAS LEDstrip 965 950LM/M 5M 3m 7m 10m / MAS LEDstrip 927 1380LM/M 5M om 3m 3m
MAS LEDstrip 927 380LM/M 5M 2m 4m 7m 9m MAS LEDsuip 930 1380LMIM M on 3m 3m
MAS LEDstrip 930 1380LM/M 5M 2m 4m 7m 9m MAS LEDstrip 940 1500LM/M 5M om m m
MAS LEDstrip 940 1500LM/M 5M 2m 4m 7m 9m
MAS LEDstrip 965 1450LM/M 5M m 4m 7m 9m MAS LEDstrip 965 1450LM/M SM ém 3m 3m
MAS LEDstrip 927 1830LM/M 5M Im 3m 5m 7m MAS LEDstrip 927 1830LM/M SM Sm m m
MAS LEDstrip 930 [830LM/M 5M im 3m Sm m MAS LEDstrip 930 1830LM/M M sm 2m 2m
MAS LEDstrip 940 2000LM/M 5M Im 3m 5m 7m MAS LEDstrip 940 2000LM/M M sm m 2m
MAS LEDstrip 965 2000LM/M 5M Im 3m 5m 7m MAS LEDstrip 965 2000LM/M 5M Sm 2m 2m
MAS LEDstrip 927 2400LM/M 5M Im 2m 4m 5m MAS LEDstrip 927 2400LM/M 5M 5m 2m 2m
MAS LEDstrip 930 2400LM/M 5M Im 2m 4m 5m MAS LEDstrip 930 2400LM/M 5M 5m 2m 2m
MAS LEDstrip 940 2500LM/M 5M Im 2m 4m 5m MAS LEDstrip 940 2500LM/M 5M 5m 2m 2m
MAS LEDstrip 965 2450LM/M 5M Im 2m 4m 5m MAS LEDstrip 965 2450LM/M 5M 5m 2m 2m

Max length after Max length after Max length after Max length after
T connector(929003167702, p connector(929003167702, p connector(929003167702, 5 connector(929003167702,
7pe 929003167802, 7P 929003167802, 7P 929003167802, TP 929003167802,
929003167902, 929003167902, 929003167902, 929003167902,
CorePro LEDstrip 827 270LM/M 5M 9m CorePro LEDstrip 830 1080LM/M 5M 4m MAS LEDstrip 940 500LM/M 5M 9m MAS LEDstrip 965 1450LM/M 5M 3m
CorePro LEDstrip 830 270LM/M 5M 9m CorePro LEDstrip 840 1200LM/M 5M 4m MAS LEDstrip 965 500LM/M 5M 9m MAS LEDstrip 927 1830LM/M 5M 2m
CorePro LEDstrip 840 300LM/M 5M 9m CorePro LEDstrip 865 | 180LM/M 5M 4m MAS LEDstrip 927 920LMiM 5M 5m MAS LEDstrip 930 1830LM/M 5M 2m
CorePro LEDstrip 865 300LM/M 5M 9m CorePro LEDstrip 827 1450LM/M 5M 3m MAS LEDstrip 930 920LM/M 5M 5m MAS LEDstrip 940 2000LM/M 5M 2m
CorePro LEDstrip 827 750LM/M 5M 7m CorePro LEDstrip 830 1450LM/M 5M 3m MAS LEDstrip 940 1000LM/M 5M 5m MAS LEDstrip 965 2000LM/M 5M 2m
CorePro LEDstrip 830 750LM/M 5M 7m CorePro LEDstrip 840 1600LM/M 5M 3m MAS LEDstrip 965 950LM/M 5M 5m MAS LEDstrip 927 2400LM/M 5M 2m
CorePro LEDstrip 840 800LM/M 5M 7m CorePro LEDstrip 865 1580LM/M 5M 3m MAS LEDstrip 927 1380LM/M 5M 3m MAS LEDstrip 930 2400LM/M 5M 2m
CorePro LEDstrip 865 780LM/M 5M 7m MAS LEDstrip 927 475LM/M 5M 9m MAS LEDstrip 930 1380LM/M 5M 3m MAS LEDstrip 940 2500LM/M 5M 2m
CorePro LEDstrip 827 1080LM/M 5M 4m MAS LEDstrip 930 475LM/M 5M 9m MAS LEDstrip 940 1500LM/M 5M 3m MAS LEDstrip 965 2450LM/M 5M 2m
Minimum Output
Max Minimum load at Output Output - P
Product Input o, Dimming wire
12NC description Voltage Power power - 100% power current range [%] cross-section
3 & W) W] light level range [W] range [A] 8¢ L%,
mm2 /AWG
w1
LED
Transformer 05..25/
929002200506 60W 24VDC 220-240V 60 0.45 18 0..60 0.1 ..2.5A 1..100 14.20
TD 220-240V
LED
Transformer 05..25/7
929002200606 100W 24VDC 220-240V 100 0.45 30 0..100 0.1..4.17A 1...100 14.20
TD 220-240V
LED
Transformer 05..25/
929002200706 150W 24VDC 220-240V 150 0.45 45 0..150 0.5..6.25A 1..100 14.20
TD 220-240V
LED
Transformer 05.25/
929002105580 20W 24VDC 120-277V 20 23 N.A. 23..20 0.1..0.83A N.A. 14.20
120277V
LED
Transformer 05..25/
929002105680 40W 24VDC 120-277V 40 23 N.A. 23..40 0.1...1.67A N.A. 14.20
120277V
LED 05..25/
913710032267 TRANSFORMER 220-240V 60 23 N.A. 2.3..60 0.1..2.5A N.A. I4 iO
60W 24VDC
LED
TRANSFORMER 0.5..25/
913710032567 120W 24VDC 220-240V 120 23 N.A. 23..120 0.1..5A N.A. 14.20
LED
Transformer 05.25/
929002105980 150W 24VDC 220-240V 150 23 N.A. 23..150 0.1..6.25A N.A. 14.20
220-240V
CertaDrive
LED
929002146280 TRANSFORMER 220-240V 30 6 N.A. 6...30 0.25..1.25A N.A. 05...1.5
30W 24VDC
CertaDrive
LED
929002146380 TRANSFORMER 220-240V 60 6 N.A. 6...60 0.25..2.5A N.A. 05...1.5
60W 24VDC
CertaDrive
LED
929002146480 TRANSFORMER 220-240V 120 6 N.A. 6...120 0.1..5A N.A. 05...15
120W 24VDC
CertaDrive
LED
929002146580 TRANSFORMER 220-240V 180 6 N.A. 6...180 0.1..7.5A N.A. 05...15
180W 24VDC
Attention

Maximum length of extension wire vs cross section of extension wire.

@ Please switch off the power supply before mounting and maintaining

this product.

@ The product shall be installed by qualified electrician and wired in
accordance with the latest |IEE regulations or local requirements.

@ The product shall not be covered with thermal insulated or similar

matrial under any circumstances.

Square mm Max length (m)
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@ This product can't be put in the environment containing hazardous

Warning

Tapes should always be placed/ glued on certain material minimum wood or wall.
It is not advisable to have tapes hanging in the air otherwise performance and or
life time of the tape can be influenced.

The product must use Philips connectors, eg, 929003167702, 929003 167702.
Indoor use only, Do not stare at the product when the light is on.

It is advisable to take ESD measures when installing and maintaining the product.
Please take static proof measures when installing and maintaining the product.
In case of operation failure, please switch off the power and contact your near-
est Philips dealer.

SELV, Uout 30V

Maintenance

In order to ensure optimum performance, please clean the product
regularly(recommended once a year).When cleaning the porduct, please
use soft dry cotton cloth only.

Don't use chemical solvents to clean the product.

substances to silicon rubber. Consult the local Philips office in any
special applications.

@ The corrosive atmosphere or hazardous materials such as sulfur,
chlorine, phthalate, etc must be avoided during the use and storage.

@ The external flexible cable or cord of this product cannot be replaced
if the cord is damaged, the products should not be used anymore.

@ Itis allowed to combine different tapes on one power supply. It is
necessary to take care about maximum loading of power driver and take
90% limit into account.

@ Please clean the mounting surface where tapes should be glued, don’t
press on the LED’s while gluing the tape.

@ The tape is IP20 and there is no protection against humidity or water.
Don't use it in outdoor application, bathroom and some places in the
kitchen.

@ The maximum Tc temperature of this LED tape is 85°C.

@ It is not advisable to let tapes hang in the air.
Tapes should be always placed/glued on some material.




