General Uniform Lighting

1 x CoreproLEDBulb T140 9290046056

1 x 5400 Im

Polar intensity diagram

Quantity estimation diagram

Service upward 0.24
Service downward  0.76

CIE flux code 33618376100
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Urtilisation factor table
Light output ratio 1.00

Reflectances (%) for ceiling, walls and working plane (CIE)

Room 0.80 080 070 070 070 070 0.50 050 030 030 0.00

Index | 050 0.50 050 050 0.50 030 030 0.10 030 0.10 0.00
Kk 030 0.10 030 020 0.10 0.10 0.10 0.10 0.10 0.10 0.00

0.60 039 037 037 036 035 028 026 021 024 020 0.16
0.80 048 045 046 045 043 035 033 028 030 026 021
1.00 0.56 0.52 053 052 050 042 039 033 036 031 0.26
125 0.64 059 061 058 0.56 048 045 039 041 037 0.31
1.50 0.70 0.64 066 064 061 054 049 044 045 041 035
2.00 080 071 075 072 0.68 061 0.57 052 0.52 048 041
2.50 086 076 081 077 073 067 0.62 057 0.57 053 0.46
3.00 0.91 080 086 081 076 071 0.66 0.61 0.60 0.57 0.49
4.00 0.98 084 092 086 081 076 0.71 0.67 0.65 0.62 0.54
5.00 1.02 087 096 089 084 080 074 071 0.68 0.65 0.57
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Luminance Table

Plane 0.0 15.0 30.0 45.0 60.0 75.0 90.0
Cone
45.0| 21828| 19159| 17808| 17419| 17831| 19204| 2189
50.0| 20474| 17837| 16507 | 16109 | 16524| 17875| 20541
55.0| 19183| 16565| 15273 | 14907| 15305| 16625| 19270
60.0| 17950| 15376| 14120| 13767| 14157| 15425| 17979
65.0| 16782| 14262 | 13042| 12693 | 13060| 14284| 16791
70.0| 15648| 13200| 12023 | 11680 12031| 13213| 15663
75.0| 14652| 12264| 11125| 10789 | 11125] 12261| 14640
80.0| 13748| 11420| 10318| 9987| 10318| 11420| 13750
85.0| 13025| 10708| 9630| 9314| 9626| 10688| 12968
90.0| 12379] 10080 9027 | 8724| 9022| 10062| 12334
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CalcuLuX Photometrics 4.5
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