General Uniform Lighting

1 x 9290030579 7.8W
1 x 1055 Im
Polar intensity diagram Quantity estimation diagram UGR diagram
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Urtilisation factor table Luminance Table
Light output ratio 1.00
Service upward 0.47 Reflectances (%) for ceiling, walls and working plane (CIE) Plane 00| 150| 300/ 450 600 750/ 900
. Cone
Service downward  0.53 Room
Index gig g'gg g'zg g'zg g'zg g'zg g;g g:g g;g g:g g'gg 45.0| 21734| 20220| 19371| 19098| 19371| 20220| 21734
CIE flux code 15 40 69 53 100 K 030 010 | 030 020 010 010 | 010 010 | 010 010 | 000 S00| 24011] 22152| 21124| 20795| 21124] 22152) 24011
55.0| 26341| 24086| 22856| 22465| 22856| 24086| 26341
UGRcen (4Hx8H, 0.25H) 29 060 | 032 031 | 029 029 028 020 | 017 042 | 014 010 | 0.05 600 29052] 26308) 24833| 24367, 24833 26308] 29052
080 | 041 038 | 037 036 035 027 | 023 018 | 018 014 | 007 650| 32162| 28812| 27041| 26486| 27041| 28812| 32162
100 | 048 045 | 044 042 041 033 | 027 022 | 022 018 | 0.10 70.0| 35806| 31685| 29547| 28882| 29547| 31685| 35806
1.25 0.55 0.51 051 049 047 039 032 027 026 022 0.13 75.0| 40125| 35003 | 32403 | 31602| 32403| 35003| 40125
150 | 061 056 | 0.56 053 051 043 | 036 031 | 030 025 | 0.6 200 45667] 39161] 35941 | 34961| 35941] 39161| 45667
200 | 070 063 | 064 061 058 051 | 043 038 | 035 031 | 020
X 9 9
250 | 077 068 | 070 066 063 056 | 047 043 | 039 035 | 023 850] 52489] 44061 40022| 38808) 40022 44061 5248
300 | 082 072 | 074 070 066 060 | 0.51 047 | 042 039 | 026 00| 61406 50137] 44952] 43420] 44952] 50137] 61406
400 | 088 077 | 080 075 071 066 | 056 052 | 047 043 | 030 (cd/m?)
500 | 093 080 | 085 079 074 069 | 059 056 | 0.50 047 | 033
Ceiling mounted
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