
Corepro LED tube UniFit
EM/Mains T8

153322940

Corepro UniFit is one simple solution works as either
single-ended or double-ended lamp.
Philips Corepro UniFit lamps are designed to make your life easier, this reliable and robust
product ensures you always have the right installation. The lamp can operate as single-
ended mains power input and double-ended mains power input . Whether you're retrofitting
existing EM or mains operation, you just simply insert the UniFit lamp without needing to
check which is the correct end . Installation is quick and hassle-free. Additionally, the long life
(50K hours) delivers reduced maintenance and replacement costs.

Benefits

• Replacement of existing T8 lamps on both EM ballast and
mains power connection installation without rewiring

• Simply insert the UniFit LED lamp into the lampholder
without needing to check for the correct end

• Trusted performance

Applications

• Hospitality, retail, office, industrial and home applications

Features

• The lamp can operate as single-ended mains power input
and double-ended mains power input

• CRI80 for good color rendering

• > 50% energy savings compared to fluorescent tubes
• 50,000 hours lifetime
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Versions

Product standard image

Dimensional drawing
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General Information
Cap-Base G13
Nominal lifetime 50,000 hour(s)
Switching Cycle 200,000

Light Technical
Beam Angle (Nom) 240 degree(s)
Color rendering index (CRI) 80
LLMF At End Of Nominal Lifetime (Nom) 70 %

Operating and Electrical
Input Frequency 50 to 60 Hz
Starting Time (Nom) 0.5 s

Controls and Dimming
Dimmable No
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Mechanical and Housing
Bulb Finish Frosted
Bulb Shape T8

Approval and Application
Ambient temperature range -20 to +45 °C

Light Technical

Order Code Full Product Name Color Code Luminous Flux Correlated Color Temperature (Nom)
929004433708 COR LEDtube UniFit 600mm 10W 840 T8 840 1,100 lm 4000 K
929004433808 COR LEDtube UniFit 600mm 10W 865 T8 865 1,100 lm 6500 K
929004434008 COR LEDtube UniFit 1200mm 15.5W 865 T8 865 1,800 lm 6500 K
929004434108 COR LEDtube UniFit HO 1200mm 18W 840 T8 840 2,100 lm 4000 K
929004434208 COR LEDtube UniFit HO 1200mm 18W 865 T8 865 2,100 lm 6500 K

Operating and Electrical

Order Code Full Product Name Power Consumption Wattage Equivalent
929004433708 COR LEDtube UniFit 600mm 10W 840 T8 10 W 18 W
929004433808 COR LEDtube UniFit 600mm 10W 865 T8 10 W 18 W
929004434008 COR LEDtube UniFit 1200mm 15.5W 865 T8 15.5 W 36 W
929004434108 COR LEDtube UniFit HO 1200mm 18W 840 T8 18 W 36 W
929004434208 COR LEDtube UniFit HO 1200mm 18W 865 T8 18 W 36 W

Temperature

Order Code Full Product Name T-Case Maximum (Nom)
929004433708 COR LEDtube UniFit 600mm 10W 840 T8 50 °C
929004433808 COR LEDtube UniFit 600mm 10W 865 T8 50 °C
929004434008 COR LEDtube UniFit 1200mm 15.5W 865 T8 60 °C
929004434108 COR LEDtube UniFit HO 1200mm 18W 840 T8 60 °C
929004434208 COR LEDtube UniFit HO 1200mm 18W 865 T8 60 °C

Approval and Application

Order Code Full Product Name Energy Consumption kWh/1000 h
929004433708 COR LEDtube UniFit 600mm 10W 840 T8 10 kWh
929004433808 COR LEDtube UniFit 600mm 10W 865 T8 10 kWh
929004434008 COR LEDtube UniFit 1200mm 15.5W 865 T8 16 kWh
929004434108 COR LEDtube UniFit HO 1200mm 18W 840 T8 18 kWh
929004434208 COR LEDtube UniFit HO 1200mm 18W 865 T8 18 kWh
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