PHILIPS

Lighting

Linearni zdroj R7S
napajeny z elektricke
site s velmi vysokym
svetelnym vykonem

CorePro LEDlinear MV

CorePro R7S je modernizacni fesSeni nahrazuijici klasickeé linearni zdroje R7S se
dvéma paticemi. Design ve stylu ,svétlo vSude kolem* pfinasi osvétleni srovnatelné s
halogenovou Zarovkou. Rada nabizi regulovatelné produkty s funkci hlubokého
stmivani, které umoznuji vytvorit Utulnou atmosféru diky regulovatelnym svitidlam.

Vyhody
- Uspory energie az 90 % ve srovnani se standardnimi halogenovymi zarovkami
-+ Niz8i naklady na udrzbu

Vlastnosti

- Snadna modernizace

- Provozni napéti 220-240 V AC, provedeni umoznujici pfimou modernizaci vsech
svitidel vyuzivajicich dva koncové drzaky

- Zivotnost 15 000 hodin (B50L70)

- Svétlo bez ultrafialové a infracervené slozky

- Bez obsahu rtuti a nebezpecnych materialt — v souladu s pozadavky smérnice
RoHS

Aplikace

- Obyvaci pokoje, chodby, venkovni svitidla (bezpecnostni osvétleni), volné stojici
svitidla do interiéru, osvétleni na stavbach

Product family leaflet, 2026, Bfezen 19

" PHILIPS .
NEIRIEIEIB IR B ] EIES

LR REEEE

' e

q,

Zména udaju vyhrazena



CorePro LEDlinear MV

Versions

LED Lamps, CorePro 118 mm R7S DTE310 3 x 10A Trailing Edge
Dimmer Controller

LED 100W R7S 78mm WH ND LEDlinear CorePro 7,2W R7S
SRT4
PHILIPS
h |
pHILS
LEDspot R7S 230V LED 60W R7S 78mm WH RF ND
SRT4
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LEDlinear CorePro 7,2W R7S 1
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CorePro LEDlinear MV

Rozmérové vykresy

C Product D C

‘ 4> CorePro LEDlinear ND 7-60W R7S 78mm830 28 mm 78 mm
CorePro LEDlinear ND 7-60W R7S 78mm840 28 mm 78 mm
CorePro LEDlinearND 11.5-100W R7S78mm830 28 mm 78 mm

C Product D C

- CorePro LED linear D 14-120W R7S 118 830 29 mm 18 mm
CorePro LED linear D 14-120W R7S 118 840 29 mm 118 mm
CorePro R7S 118mm 14-100W 830 D 29 mm 118 mm
T CorePro R7S 118mm 14-100W 840 D 29 mm 118 mm
CoreProLED linearD 17.5-150W R7S 118 830 42 mm 118 mm
D CoreProLED linearD 17.5-150W R7S 118 840 42 mm 118 mm
C | Product D «©
7‘ CorePro R7S 118mm 7.2-60W 830 15 mm 18 mm
] CorePro R7S 118mm 7.2-60W 840 15 mm 18 mm
ol [ ]
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CorePro LEDlinear MV

Obecné informace Obecné informace
Patice krytky R7s Order Code Full Product Name Cyklus zapnuti
Nominalni Zivotnost 15000 h 57879700 CorePro LED linear R7S 118mm 14-100W 830 D 50 000
57881000 CorePro LED linear R7S 118mm 14-100W 840 D 50 000
Svételné technické 71400300 CorePro LED linear D 14-120W R7S 118 830 50 000
Index podani barev (CRI) 80 71406500 CorePro LED linear D 14-120W R7S 118 840 50 000
Svételny tok na konci jmenovité 70 % 30199300 CorePro LEDlinearND 11.5-100W R7S78mm830 50 000
Zivotnosti (jmen.) 30397300 CorePro LED linear R7S 118mm 7.2-60W 830 8000
64673800 CoreProLED linearD 17.5-150W R7S 118 830 50 000
Provozni a elektrické 64675200 CoreProLED linearD 17.5-150W R7S 118 840 50 000
Vstupni frekvence 50 az 60 Hz 30193100 CorePro LEDlinear ND 7-60W R7S 78mm830 50 000
Doba spusténi (jmen.) 0,5s 30195500 CorePro LEDlinear ND 7-60W R7S 78mm840 50 000
30399700 CorePro LED linear R7S 118mm 7.2-60W 840 8 000

Mechanické a materialy
Povrchova Uprava zarovky Ciré

Tvar zarovky R7S

Svételné technické

Nahradni teplota Nahradni teplota
Vyzafovaci chromati¢nosti Kod Svételny Vyzafovaci chromati¢nosti Kod Svételny
Order Code Full Product Name  udhel (jmen.) (imen.) barvy tok Order Code Full Product Name  udhel (jmen.) (imen.) barvy tok
57879700  CorePro LED linear - 3000 K 830 1600 Im 64673800 CoreProLED linearD - 3000 K 830 2460 Im
R7S 118mm 14-100W 17.5-150W R7S 118
830D 830
57881000  CorePro LED linear - 4000 K 840 1800 Im 64675200 CoreProLED linearD - 4000 K 840 2460 Im
R7S 118mm 14-100W 17.5-150W R7S 118
840 D 840
71400300  CorePro LED linear - 3000 K 830 2000 Im 30193100  CorePro LEDlinear 300 stupiitt 3000 K 830 950 Im
D 14-120W R7S 118 ND 7-60W R7S
830 78mma830
71406500  CorePro LED linear - 4000 K 840 2000 Im 30195500  CorePro LEDlinear 300 stupiitt 4000 K 840 1000 Im
D 14-120W R7S 118 ND 7-60W R7S
840 78mm840
30199300 CorePro 300 stupiitt 3000 K 830 1521lm 30399700 CorePro LED linear - 4000 K 840 850 Im
LEDlinearND R7S 118mm 7.2-60W
11.5-100W 840
R7S78mm830
30397300 CorePro LED linear - 3000 K 830 810 Im
R7S 118mm 7.2-60W
830
Provozni a elektrické
Spotieba Ekvivalentni Spotieba Ekvivalentni
Order Code Full Product Name Frekvence sité energie prikon Order Code Full Product Name Frekvence sité energie prikon
57879700  CorePro LED linear R7S 50 to 60 Hz 14w 100 W 71406500  CorePro LED linear D 50 to 60 Hz 14w 120 W
118mm 14-100W 830 D 14-120W R7S 118 840
57881000  CorePro LED linear R7S 50 to 60 Hz 14w 100 W 30199300 CorePro LEDlinearND - 15w 100 W
118mm 14-100W 840 D 11.5-100W R7S78mm830
71400300 CorePro LED linear D 50 to 60 Hz 14 W 120w 30397300 CorePro LED linear R7S 50 to 60 Hz 72W 60 W
14-120W R7S 118 830 118mm 7.2-60W 830
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Spotieba Ekvivalentni

Order Code Full Product Name Frekvence sité energie pFikon

64673800 CoreProLED linearD 50 to 60 Hz 175 W 150 W
17.5-150W R7S 118 830

64675200 CoreProLED linearD 50 to 60 Hz 175 W 150 W
17.5-150W R7S 118 840

30193100  CorePro LEDlinear ND - 7W 60 W
7-60W R7S 78mma830

Teplota okoli

Order Code Full Product Name Maximalni teplota (jmen.)

57879700  CorePro LED linear R7S 118mm 14-100W 830 D 90 °C

57881000  CorePro LED linear R7S 118mm 14-100W 840 D 90 °C

71400300  CorePro LED linear D 14-120W R7S 118 830 100 °C

71406500  CorePro LED linear D 14-120W R7S 118 840 100 °C

30199300 CorePro LEDlinearND 11.5-100W R7S78mm830 104 °C

30397300 CorePro LED linear R7S 118mm 7.2-60W 830 1o °C

Rizeni a stmivani

Order Code Full Product Name Stmivatelné

57879700 CorePro LED linear R7S 118mm 14-100W 830 D  Pouze s urcitymi stmivaci
57881000 CorePro LED linear R7S 118mm 14-100W 840 D  Pouze s urcitymi stmivaci
71400300  CorePro LED linear D 14-120W R7S 118 830 Pouze s urcitymi stmivaci
71406500 CorePro LED linear D 14-120W R7S 118 840 Pouze s urcitymi stmivaci
30199300 CorePro LEDlinearND 11.5-100W R7S78mm830 Ne

30397300 CorePro LED linear R7S 118mm 7.2-60W 830 Ne

Certifikace a pouziti

Rozsah okolni

Spotieba
energie kWh/

Order Code Full Product Name teploty 1000 h

57879700  CorePro LED linear R7S 118mm -20°Caz45°C 14 kWh
14-100W 830 D

57881000  CorePro LED linear R7S 118mm -20°Caz45°C 14 kWh
14-100W 840 D

71400300  CorePro LED linear D 14-120W R7S ~ -20 °C az 45 °C 14 kWh
18 830

71406500  CorePro LED linear D 14-120W R7S ~ -20 °C az 45 °C 14 kWh
118 840

30199300 CorePro LEDlinearND 11.5-100W —20 az +45°C 12 kWh
R7S78mm830

30397300 CorePro LED linear R7S 118mm —20 az +40 °C 8 kWh
7.2-60W 830

64673800 CoreProLED linearD 17.5-150W R7S  -20 °C az 45 °C 18 kWh
18 830

64675200 CoreProLED linearD 17.5-150W R7S  -20 °C az 45 °C 18 kWh
118 840

30193100  CorePro LEDlinear ND 7-60W R7S ~ —20 az +45 °C 7 kWh

78mma830
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Spotieba Ekvivalentni

Order Code Full Product Name Frekvence sité energie pFikon
30195500  CorePro LEDlinear ND - 7W 60 W

7-60W R7S 78mma840
30399700 CorePro LED linear R7S 50 to 60 Hz 72W 60 W

118mm 7.2-60W 840
Order Code Full Product Name Maximalni teplota (jmen.)
64673800  CoreProLED linearD 17.5-150W R7S 118 830 102 °C
64675200  CoreProLED linearD 17.5-150W R7S 118 840 102°C
30193100  CorePro LEDlinear ND 7-60W R7S 78mm830 88 °C
30195500  CorePro LEDlinear ND 7-60W R7S 78mm840 88 °C
30399700 CorePro LED linear R7S 118mm 7.2-60W 840 1o °C
Order Code Full Product Name Stmivatelné
64673800  CoreProLED linearD 17.5-150W R7S 118 830 Pouze s urcitymi stmivaci
64675200  CoreProLED linearD 17.5-150W R7S 118 840 Pouze s urcitymi stmivaci
30193100 CorePro LEDlinear ND 7-60W R7S 78mm830 Ne
30195500  CorePro LEDlinear ND 7-60W R7S 78mm840 Ne
30399700 CorePro LED linear R7S 118mm 7.2-60W 840 Ne

Spotieba
Rozsah okolni energie kWh/

Order Code Full Product Name teploty 1000 h
30195500  CorePro LEDlinear ND 7-60W R7S ~ —20 az +45 °C 7 kWh

78mm840
30399700 CorePro LED linear R7S 118mm —20az +40 °C 8 kWh

7.2-60W 840
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