PHILIPS

Lighting

Pentru performanta si
durabilitate de top

Spot LED MASTER ExpertColor MV

MASTER LEDspot MV ExpertColor creeaza o ambianta calda si confortabila pentru
spatii hoteliere, locuinte si restaurante. Ele ofera iluminare superioarad, care are un
spectru personalizat, CRI ridicat si caracteristica de reglare/dimare profunda. in plus,
designul inovator, curbat, se va potrivi cu aproape orice decor interior, cu aspectul
sau curat si ingrijit. Tn plus, cu MASTER LEDspot ExpertColor poti profita de intreaga
familie ExpertColor, care include si lampi LEDspot MR16, LEDspot AR111 si LEDspot
PAR. MASTER LEDspot ExpertColor ofera economii uriase de energie si minimizeaza
costurile de intretinere fara niciun compromis in ceea ce priveste calitatea luminii si
durata de viata, permitand proprietarilor rezidentiali si de afaceri sa obtina o
rentabilitate a investitiei intr-o perioada scurta de timp.

Beneficii

- Creati o ambianta calda si confortabila cu MASTER LED GU10

- Solutie de modernizare fara probleme pentru o eficienta energetica si durabilitate
mai mare

- Decorul interior, mobilierul si tesaturile arata grozav

Caracteristici

- Spectrul de culori personalizat reproduce culoarea luminii cu halogen;

- Cel mai buna realizare a culorii din clasa CRI97, R9, >85;

- Permite instalarea retrofit pe vechile instalatii cu lampi cu halogen GU10
alimentate direct la retea/

- Reglare/dimare profunda si lina cu compatibilitate larga cu diferite drivere

Cerere

- Industria hoteliera

- Retail

- Domeniul rezidential
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Spot LED MASTER ExpertColor MV

Cote
D Product D C
MAS LED ExpertColor 3.9-35W GU10 927 25D 50 mm 54 mm
MAS LED ExpertColor 3.9-35W GU10 927 36D 50 mm 54 mm
§ P MAS LED ExpertColor 3.9-35W GU10 930 25D 50 mm 54 mm
MAS LED ExpertColor 3.9-35W GU10 930 36D 50 mm 54 mm
MAS LED ExpertColor 3.9-35W GU10 940 36D 50 mm 54 mm
(@) MAS LED ExpertColor 5.5-50W GU10 927 25D 50 mm 54 mm
MAS LED ExpertColor 5.5-50W GU10 927 36D 50 mm 54 mm
MAS LED ExpertColor 5.5-50W GU10 930 25D 50 mm 54 mm
MAS LED ExpertColor 5.5-50W GU10 930 36D 50 mm 54 mm
MAS LED ExpertColor 5.5-50W GU10 940 25D 50 mm 54 mm
MAS LED ExpertColor 5.5-50W GU10 940 36D 50 mm 54 mm
Informatii generale Date tehnice lumina (1/2)
Baza elementului de fixare GU10 Unghi de
Ciclu de comutare 50.000 distributie Temperatura de
Durata de viata nominala 40.000 ore luminoasa culoare corelata Cod
Order Code Full Product Name (nom.) (nom.) culoare Flux luminos
Date tehnice lumina 70749400 MASTER LED ExpertColor 25° 2700 K 927 265 Im
Indice de redare a culorilor (IRC) 97 3.9-35W GU10 927 25D
Factorul de mentinere a fluxului 70 % 70751700 MASTER LED ExpertColor 25° 3000 K 930 280 Im
luminos al lampii la sfarsitul duratei de 3.9-35W GU10 930 25D
viata nominale (nom.) 70755500 MASTER LED ExpertColor 36° 2700 K 927 265 Im
3.9-35W GU10 927 36D
Functionare si sistem electric 70757900 MASTER LED ExpertColor 36° 3000 K 930 280 Im
Frecventa de intrare De la 50 pana la 3.9-35W GU10 930 36D
60 Hz 70759300 MASTER LED ExpertColor 36° 4000 K 940 300 lm
Frecventa linie 50 to 60 Hz 3.9-35W GU10 940 36D
Timp de pornire (nom.) 05s 70761600 MASTER LED ExpertColor 25° 2700 K 927 355 Im
5.5-50W GU10 927 25D
Sisteme de comanda si reglarea intensitatii 70763000 MASTER LED ExpertColor 25° 3000 K 930 3751m
luminoase 5.5-50W GU10 930 25D
Cu reglarea intensitatii luminoase Numai cu anumite 70765400 MASTER LED ExpertColor 25° 4000 K 940 400 lm
variatoare 5.5-50W GU10 940 25D
70767800 MASTER LED ExpertColor 36° 2700 K 927 355Im
Sistem mecanic si carcasa 5.5-50W GU10 927 36D
Finisaj bec Transparent 70769200 MASTER LED ExpertColor 36° 3000 K 930 375 Im
Forma bec PAR16 5.5-50W GU10 930 36D
70771500  MASTER LED ExpertColor 36° 4000 K 940 400 Im

5.5-50W GU10 940 36D

Date tehnice lumina (2/2)

Intensitate luminoasa Intensitate luminoasa
Order Code Full Product Name (nom.) Order Code Full Product Name (nom.)
70749400 MASTER LED ExpertColor 3.9-35W GU10 927 25D 800 cd 70759300 MASTER LED ExpertColor 3.9-35W GU10 940 36D 680 cd
70751700  MASTER LED ExpertColor 3.9-35W GU10 930 25D 850 cd 70761600  MASTER LED ExpertColor 5.5-50W GU10 927 25D 1.050 cd
70755500  MASTER LED ExpertColor 3.9-35W GU10 927 36D 650 cd 70763000 MASTER LED ExpertColor 5.5-50W GU10 930 25D 1.130 cd
70757900  MASTER LED ExpertColor 3.9-35W GU10 930 36D 680 cd 70765400 MASTER LED ExpertColor 5.5-50W GU10 940 25D 1.200 cd
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Spot LED MASTER ExpertColor MV

Order Code

70767800  MASTER LED ExpertColor 5.5-50W GU10 927 36D 850 cd
70769200 MASTER LED ExpertColor 5.5-50W GU10 930 36D 880 cd

Full Product Name

Functionare si sistem electric

Consum de
Order Code Full Product Name curent Echivalent putere
70749400 MASTER LED ExpertColor 3.9-35W 39W 35W
GU10 927 25D
70751700 MASTER LED ExpertColor 3.9-35W 39W 35w
GU10 930 25D
70755500  MASTER LED ExpertColor 3.9-35W 39W 35 W
GU10 927 36D
70757900 MASTER LED ExpertColor 3.9-35W 39W 35w
GU10 930 36D
70759300 MASTER LED ExpertColor 3.9-35W 39W 35 W
GU10 940 36D
70761600  MASTER LED ExpertColor 5.5-50W 55W 50w
GU10 927 25D
Temperatura
Maximum T-case
Order Code Full Product Name (nom.)
70749400 MASTER LED ExpertColor 3.9-35W GU10 927 25D 56 °C
70751700  MASTER LED ExpertColor 3.9-35W GU10 930 25D 56 °C
70755500  MASTER LED ExpertColor 3.9-35W GU10 927 36D 56 °C
70757900  MASTER LED ExpertColor 3.9-35W GU10 930 36D 56 °C
70759300 MASTER LED ExpertColor 3.9-35W GU10 940 36D 56 °C
70761600  MASTER LED ExpertColor 5.5-50W GU10 927 25D 66 °C

Aprobare si aplicatie

Order Code
70749400

70751700

70755500

70757900

70759300

70761600

70763000
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Intensitate luminoasa

(nom.)

Full Product Name
MASTER LED ExpertColor
3.9-35W GU10 927 25D
MASTER LED ExpertColor
3.9-35W GU10 930 25D
MASTER LED ExpertColor
3.9-35W GU10 927 36D
MASTER LED ExpertColor
3.9-35W GU10 930 36D
MASTER LED ExpertColor
3.9-35W GU10 940 36D
MASTER LED ExpertColor
5.5-50W GU10 927 25D
MASTER LED ExpertColor
5.5-50W GU10 930 25D

Interval temperatura

ambientala

De la -20 pana la +45 °C

De la -20 pana la +45 °C

De la -20 pana la +45 °C

De la -20 pana la +45 °C

De la -20 pana la +45 °C

De la -20 pana la +35 °C

De la -20 pana la +45 °C

Consum de

energie kWh/

1000 h

4 kWh

4 kWh

4 kWh

4 kWh

4 kWh

6 kWh

6 kWh

Order Code
70771500

Order Code
70763000

70765400

70767800

70769200

70771500

Order Code
70763000
70765400
70767800
70769200
70771500

Order Code
70765400

70767800

70769200

70771500

Full Product Name

MASTER LED ExpertColor 5.5-50W GU10 940 36D 940 cd

Consum de

Full Product Name curent Echivalent putere
MASTER LED ExpertColor 5.5-50W 55W 50w
GU10 930 25D

MASTER LED ExpertColor 5.5-50W 55W 50w
GU10 940 25D

MASTER LED ExpertColor 5.5-50W 55W 50w
GU10 927 36D

MASTER LED ExpertColor 5.5-50W 55W 50w
GU10 930 36D

MASTER LED ExpertColor 5.5-50W 55W 50w

GU10 940 36D

Full Product Name

MASTER LED ExpertColor 5.5-50W GU10 930 25D
MASTER LED ExpertColor 5.5-50W GU10 940 25D
MASTER LED ExpertColor 5.5-50W GU10 927 36D
MASTER LED ExpertColor 5.5-50W GU10 930 36D
MASTER LED ExpertColor 5.5-50W GU10 940 36D

Intensitate luminoasa

(nom.)

Maximum T-case

(nom.)
66 °C
66 °C
66 °C
66 °C
66 °C

Full Product Name
MASTER LED ExpertColor
5.5-50W GU10 940 25D
MASTER LED ExpertColor
5.5-50W GU10 927 36D
MASTER LED ExpertColor
5.5-50W GU10 930 36D
MASTER LED ExpertColor
5.5-50W GU10 940 36D

Interval temperatura

ambientala

De la -20 pana la +45 °C

De la -20 pana la +45 °C

De la -20 pana la +45 °C

De la -20 pana la +45 °C

Consum de

energie kWh/

1000 h

6 kWh

6 kWh

6 kWh

6 kWh
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Spot LED MASTER ExpertColor MV
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Spot LED MASTER ExpertColor MV

Accent Diagrams
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Accent Diagram - MAS LED ExpertColor
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Spot LED MASTER ExpertColor MV

Accent Diagrams
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Accent Diagram - MAS LED ExpertColor
5.5-50W GU10 930 36D

Beam Diagrams

Accent
factor

100

S

\)7‘)%
2 k22

25 50 100 250 500 1000 Ex(lx)

Accent Diagram - MAS LED ExpertColor
5.5-50W GU10 940 36D

/almax 2x12° | h | Eo d(m) /almax 2x12° | h | Eo d(m) "/ ahmax 2x17° | h | Eo d(m)

h(m) h(m). h(m)

M) | @ | VBA [Valma 2Eo (m) | (%) | VBA |V2lmay 1/2E0| M) | () | VBA [Valmax| V2E0
1.0 10 |978 043|043 1.0 10 [1029 0.43| 043 1.0 10| 641 061|057

15| 435 064|064 15 | 457 064|064 15 | 285 092 0.86
2.0 20 | 245 0.85|0.85 2.0 20| 257 085/ 0.85 2.0 20| 160 122| 115

25 | 157 1.06 | 1.06 25| 165 1.06 | 1.06 25| 103 153 | 143
3.0 3.0 | 109 128 | 128 3.0 30| 14 128 | 128 3.0 30| 7 183 [ 172

35| 80 149 | 149 35| 84 149 | 149 35| 52 214 201
4.0 40| 61 170 | 170 4.0 40| 64 170 | 170 4.0 40| 40 245|229

45| 48 191 | 191 45| 51 191 | 191 45| 32 275 2.58
5.0 | ! 5.0 | I 5.0

30 20 10 00 1.0 20 30(@m) 30 20 10 00 10 20 30(@m) 30 20 10 00 10 20 3.0(m)

Beam diagram - MAS LED ExpertColor 3.9-35W
GU10 927 25D

Beam diagram - MAS LED ExpertColor 3.9-35W
GU10 930 25D

Beam diagram - MAS LED ExpertColor 3.9-35W
GU10 927 36D

"/ almax 2x17° | h | Eo d(m) /2l max 2x17° | h | Eo d(m) /almax 2x13° | h | Eo d(m)

h(m) h(m) h(m)
(M) | %) | VBA [Valmax| V2Eo (M) | (0 | VBA [Valmay V2Eo M) | (0 | VBA [2lmay V2E0
1.0 10 | 675 0.61| 0.57 1.0 10 | 719 061| 057 1.0 1.0 1090 0.46| 043
15 | 300 0.92|0.86 15| 319 092 0.86 15 | 484 069/ 0.64
2.0 20 | 169 122 115 2.0 20 | 180 122 115 2.0 20273 092 0.85
25| 108 153 | 143 25| 15 153 | 143 25| 174 115 | 1.06
3.0 30| 75 183 172 3.0 30| 80 183 | 172 3.0 30|21 139 128
35| 55 214 | 2.01 35 59 214 | 2.01 35| 89 162 | 149
4.0 40| 42 245|229 4.0 40| 45 245229 4.0 40| 68 185 | 170
45| 33 275 258 45 35 275 2.58 45| 54 208 191

5.0 5.0 5.0

30 20 10 00 10 20 3.0(mM) 30 20 10 00 10 20 3.0(mM) 30 20 10 00 10 20 30(mM)

Beam diagram - MAS LED ExpertColor 3.9-35W
GU10 930 36D
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Beam diagram - MAS LED ExpertColor 3.9-35W
GU10 940 36D

Beam diagram - MAS LED ExpertColor 5.5-50W
GU10 927 25D
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Spot LED MASTER ExpertColor MV

Beam Diagrams

/2l max 2x13° | h | Eo d(m) /2l max 2x13° | h | Eo d(m) /olmax 2x17° | h | Eo d(m)

h(m) h(m) h(m)
(m) | () | VBA [72lmax| V2Eq (M) | 1x) | VBA [V2lmax| V2Eo ™| (0 | VBA [Vaimax| V2E0
1.0 10 | 147 046 0.43 1.0 10 | 1218 0.46| 043 1.0 10 | 842 061 | 057
15 | 510 069 0.64 15 | 541 0.69 0.64 15| 374 092086
2.0 20 | 287 092|085 2.0 20304 092|085 2.0 20| 210 122 | 115
25| 183 115 | 1.06 25| 195 115 | 1.06 25| 135 153 | 143
3.0 3.0 | 127 139 | 128 3.0 30| 135 139 | 128 3.0 30| 94 183 | 172
35| 94 162 | 149 35| 99 162 | 149 35| 69 214 | 201
4.0 40| 72 185 | 1.70 4.0 40| 76 185 | 1.70 4.0 40| 53 245|229
45| 57 208 191 45| 60 208 191 45| 42 275 | 258

5.0 5.0 5.0

30 20 10 00 10 20 3.0(m) 30 20 10 00 10 20 30(@m) 30 20 10 00 10 20 30(@m)

Beam diagram - MAS LED ExpertColor 5.5-50W

GU10 930 25D

Beam diagram - MAS LED ExpertColor 5.5-50W

GU10 940 25D

"/ olmax 2x17° | h | Eo d(m) "/l max 2x17° | h | Eo d(m)

h(m) h(m)
()| 0 | VBA |V2ima V2E0 ()| 10 | VBA |/2imax| V2E0
1.0 10 | 885 0.61| 0.57 1.0 10 | 940 061 | 0.57
15 393 0.92| 0.86 15 | 418 092|086
20 20| 221 122 | 115 2.0 20235 122 | 115
25| 142 153 | 143 25| 150 153 | 143
3.0 30| 98 183 | 172 3.0 3.0 | 104 183 | 172
35| 72 214 | 201 35| 77 214 | 201
4.0 40| 55 245|229 4.0 40| 59 245229
45| 44 275 258 45| 46 275 | 258

5.0 5.0

30 20 10 00 10 20 30(mM) 30 20 10 00 10 20 30(mM)

Beam diagram - MAS LED ExpertColor 5.5-50W

GU10 930 36D

Beam diagram - MAS LED ExpertColor 5.5-50W

GU10 940 36D
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Beam diagram - MAS LED ExpertColor 5.5-50W

GU10 927 36D
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