PHILIPS

Lighting

Noua generatie de
tuburi de iluminat LED
PLC 2P, cu un consum
redus de energie

CorePro LED PLC 2P

CorePro LED PLC 2P integreaza o sursa de lumina cu LED intr-un factor de forma
traditional fluorescent. Acest produs este solutia ideala pentru actualizarea lampilor/
becurilor in aplicatii de iluminat general: satisface cerintele de baza privind
iluminatul, asigura reduceri semnificative ale consumului de energie si este ecologic.

Beneficii

- Cost de exploatare redus, mulfumita consumului mai mic de energie

- Costuri de intretinere mai mici, multumita duratei de viata de 2-3 ori mai mare
decat a lampilor conventionale

- Cea mai rapida si mai usoara modalitate de a actualiza aparatele de iluminat
existente la tehnologia LED

- Produs si proces de instalare complet sigure

Caracteristici

- Foarte eficient din punct de vedere energetic

+ Instalare usoara

- Factor de forma conventional care faciliteaza montarea in aparatele de iluminat
existente

+ Fara mercur

Cerere

- Aplicatii pentru industria hoteliera, magazine, spatii pentru birouri, industriale si
rezidentiale
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929004253002-CorePro-LED-
PLC-360D-8-9W-3CCT-2P-
G24d-20260625

PHILPS

929004252902-CorePro-LED-
PLC-360D-6-9W-3CCT-2P-
G24d-20260625

PHILIPS

Product D1 D Al A2 A3
CorePro LED PLC 360D 8.9W 3CCT 2P G24d 35mm 35mm 100 mm 150 mm 172 mm

Product D1 D Al A2 A3
CorePro LED PLC 6.9W 830 2P G24d-2 34mm 34mm 106 mm 125mm 148 mm
CorePro LED PLC 6.9W 840 2P G24d-2 34mm 34mm 106 mm 125mm 148 mm
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Product D1 D Al A2 A3

CorePro LED PLC 5.9W 830 2P G24d-1 34mm 34mm 95mm 115mm 138 mm

CorePro LED PLC 5.9W 840 2P G24d-1 34mm 34mm 95mm 115mm 138 mm

Product D1 D Al A2 A3
CorePro LED PLC 360D 6.9W 3CCT 2P G24d 35mm 35mm 70 mm 120 mm 142 mm

Product D1 D Al A2 A3
CorePro LED PLC 8.9W 830 2P G24d-3 34mm 34mm 129 mm 148 mm 171 mm

CorePro LED PLC 8.9W 840 2P G24d-3 34mm 34mm 129 mm 148 mm 171 mm

Product D1 D Al A2 A3

CorePro LED PLC 360D 5.9W 3CCT 2P G24d  35mm 35mm 65mm 115 mm 137 mm
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Detalii produs

Product detail image (DPP) Product detail image (DPP)

PHILIPS
PHILIPS

Product detail image (DPP)

PHILIPS

Product family leaflet, 2023, August 19 4 Informatie ce poate fi modificata



CorePro LED PLC 2P

Informatii generale

Ciclu de comutare

Durata de viata nominala

Date tehnice lumina

Indice de redare a culorilor (IRC)

Factorul de mentinere a fluxului

luminos al lampii la sfarsitul duratei de

viata nominale (nom.)

Functionare si sistem electric

Frecventa de intrare

Timp de pornire (nom.)

Temperatura

Maximum T-case (nom.)

Informatii generale

Sisteme de comanda si reglarea intensitatii

luminoase

Cu reglarea intensitatii luminoase

Sistem mecanic si carcasa

Finisaj bec

Forma bec

Aprobare si aplicatie

Interval temperatura ambientala

Date tehnice lumina

Order
Code
03505900

28750100

28752500

03503500

28754900
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Full Product
Name
CorePro LED
PLC 360D
8.9W 3CCT
2P G24d
CorePro LED
PLC 5.9W
830 2P
G24d-1
CorePro LED
PLC 5.9W
840 2P
G24d-1
CorePro LED
PLC 360D
6.9W 3CCT
2P G24d
CorePro LED
PLC 6.9W

Unghi de
distributie
luminoasa
(nom.)

360°

120°

120°

360°

120°

50.000 Order Code
30.000 ore 03505900
28750100
28752500
82 03503500
70 % 28754900
28756300
28758700
28760000
03501100
De la 50 pana la
60 Hz
05s
75°C
Nu
Mat
PL-C
De la -20 pana la
+352C
Temperatura
de culoare
corelata Flux
(nom.) Cod culoare luminos
3000 K 3000/4000/6500 1.240 Im
3000 K 830 600 Im
4000 K 840 660 Im
3000 K 3000/4000/6500 930 Im
3000 K 830 700 lm

Full Product Name

CorePro LED PLC 360D 8.9W 3CCT 2P G24d
CorePro LED PLC 5.9W 830 2P G24d-1
CorePro LED PLC 5.9W 840 2P G24d-1
CorePro LED PLC 360D 6.9W 3CCT 2P G24d
CorePro LED PLC 6.9W 830 2P G24d-2
CorePro LED PLC 6.9W 840 2P G24d-2
CorePro LED PLC 8.9W 830 2P G24d-3
CorePro LED PLC 8.9W 840 2P G24d-3
CorePro LED PLC 360D 5.9W 3CCT 2P G24d

Unghi de
distributie
Order Full Product luminoasa
Code Name (nom.)
830 2P
G24d-2
28756300 CorePro LED 120°
PLC 6.9W
840 2P
G24d-2
28758700  CorePro LED 120°
PLC 8.9W
830 2P
G24d-3
28760000 CorePro LED 120°
PLC 8.9W
840 2P
G24d-3
03501100  CorePro LED 360°

PLC 360D

Baza elementului de fixare
G24d

G24d-1 Rotatable end-cap
G24d-1 Rotatable end-cap
G24d

G24D-2 Rotatable end-cap
G24D-2 Rotatable end-cap
G24D-3 Rotatable end-cap
G24D-3 Rotatable end-cap

G24d
Temperatura
de culoare
corelata Flux
(nom.) Cod culoare luminos
4000 K 840 770 Im
3000 K 830 990 Im
4000 K 840 1100 Im
3000 K 3000/4000/6500 810 Im
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CorePro LED PLC 2P

Unghi de Temperatura

distributie  de culoare

Order Full Product luminoasa corelata Flux
Code Name (nom.) (nom.) Cod culoare luminos
5.9W 3CCT
2P G24d

Functionare si sistem electric

Order Code  Full Product Name Consum de curent Order Code  Full Product Name Consum de curent
03505900 CorePro LED PLC 360D 8.9W 3CCT 2P G24d 89 W 28756300 CorePro LED PLC 6.9W 840 2P G24d-2 6,9 W

28750100 CorePro LED PLC 5.9W 830 2P G24d-1 59 W 28758700 CorePro LED PLC 8.9W 830 2P G24d-3 89 W

28752500 CorePro LED PLC 5.9W 840 2P G24d-1 59 W 28760000 CorePro LED PLC 8.9W 840 2P G24d-3 89 W

03503500 CorePro LED PLC 360D 6.9W 3CCT 2P G24d 6,9 W 03501100 CorePro LED PLC 360D 5.9W 3CCT 2P G24d 59 W

28754900 CorePro LED PLC 6.9W 830 2P G24d-2 6,9 W

Aprobare si aplicatie

Consum de energie kWh/

Order Code Full Product Name 1000 h

03505900 CorePro LED PLC 360D 8.9W 3CCT 2P G24d 9 kWh 90° 90°
28750100  CorePro LED PLC 5.9W 830 2P G24d-1 6 kWh

28752500  CorePro LED PLC 5.9W 840 2P G24d-1 6 kWh 60° 60°

03503500 CorePro LED PLC 360D 6.9W 3CCT 2P G24d 7 kWh

28754900  CorePro LED PLC 6.9W 830 2P G24d-2 7 kWh

28756300  CorePro LED PLC 6.9W 840 2P G24d-2 7 KWh

28758700  CorePro LED PLC 8.9W 830 2P G24d-3 9 kWh . .
30 400 30

28760000 CorePro LED PLC 8.9W 840 2P G24d-3 9 kWh oo o

03501100  CorePro LED PLC 360D 5.9W 3CCT 2P G24d 6 kWh g 180 s 90270°

150° 180° 150°

(cd1000Im)  ©0°
————0-180° 90-270°,
120 180 120

(cd/1000im)  0°

0-180° 90-270°

(cd1000Im)  0°

0-180° 90-270°
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