PHILIPS

Lighting

Install smarter, finish
sooner Choose long-
lasting reliability and
performance

Coreline tempo All-in

CoreLine Tempo All-in delivers versatile, robust performance outdoor lighting in a
single, cost-efficient solution. With switchable lumen output and selectable CCT, it
adapts easily to diverse applications while reducing stock complexity. Its rugged
IP66, IKO8 design ensures long-lasting reliability, making it the smart, value-driven
choice for professionals seeking flexibility, durability, and installation simplicity.

Benefits

- Flexible with adjustable brightness and color temperature directly on the
luminaire

- Fast to install

- Reliable and reduced maintenance

+ Optimizes shelf space, stock and references

Features

- Flexible: Manual switches at the back of the product enable to select between 3
color temperatures and a choice of lumen output depending on the product size.

- Fast to install: Tm cable outside the floodlight, ready to be connected to the mains

- Wholesaler friendly: 1 reference code replaces up to 6 codes depending on
product size.

- Robust and long lifetime: IP66, IKO8, 100kHrs

- Spare parts available to enable repair
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Application
- Indoor and outdoor recreational sports facilities, outdoor lighting of warehouses,
offices, parking lots, residential area, etc.

Versions

Coreline tempo All-in medium Coreline tempo All-in large
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Product details

Coreline tempo All-in side view Coreline tempo All-in back view

Coreline tempo All-in front view Coreline tempo All-in switch cap

on

Coreline tempo All-in switch cap

removed

Coreline tempo All-in close up

light engine
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General Information
Driver included

Lamp family code
Number of gear units

Service tag

Light Technical

Light source color

Correlated Color Temperature (Nom)
Color rendering index (CRI)

Upward light output ratio

Operating and Electrical
Surge Protection (Common/

Differential)

Controls and Dimming

Maximum dim level

Mechanical and Housing
Optical cover type

Housing Color

Mech. impact protection code
Ingress protection code
Standard tilt angle side entry
Standard tilt angle posttop

Emergency Operation

Central Emergency
Approval and Application

CE mark

Flammability mark

Operating and Electrical

Light Technical
Yes
- Order Code Full Product Name
1unit 33797999 BVP103 80_120_160S/
Yes 830_840_857 A
33798699 BVP103 80_120_160S/
830_840_857S
White 33795599 BVP102 50S/
3000 K 830_840_857A
280 33796299 BVP102 50S/
0 830_840_857S
33799399 BVP104
180_220_260S/
6/8 kV 830_840_857 A
33800699 BVP104

180_220_260S/
830.840_857S
Not applicable

Glass
Gray
KO8
IP66

No

Yes

For mounting on
normally
flammable

surfaces

Order Code Full Product Name Power Consumption Order Code
33797999 BVP103 80_120_1605/830_840_857 A nsw 33796299
33798699 BVP103 80_120_1605/830_840_857 S nsw 33799399
33795599 BVP102 505/830_840_857 A 3BW 33800699
Controls and Dimming
Order Code Full Product Name Dimmable Order Code
33797999 BVP103 80_120_160S/830_840_857 A Yes 33796299
33798699 BVP103 80_120_160S/830_840_857 S Yes 33799399
33795599 BVP102 50S/830_840_857 A No 33800699
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Luminaire light Luminous Optic type
All-in Type beam spread Flux outdoor
All-in, Multi Lumen 53°-35°x150° 7,500 Im Asymmetrical
All-in, Multi Lumen 30° x 80° 7,500 Im Symmetrical
All-in, Multi Color 53°-35°x150° 4,500 Im Asymmetrical
Temperature
All-in, Multi Color 30°x 80° 4,500 Im Symmetrical
Temperature
All-in, Multi Lumen 53°-35°x150° 17,000 Im Asymmetrical
All-in, Multi Lumen 30° x 80° 17,000 Im Symmetrical

Full Product Name

BVP102 505/830_840_857 S

BVP104 180_220_2605/830_840_857 A
BVP104 180_220_2605/830_840_857 S

Full Product Name

BVP102 50S/830_840_857 S

BVP104 180_220_260S/830_840_857 A
BVP104 180_220_260S/830_840_857 S

Power Consumption
3B5W
185 W
185 W

Dimmable
No
Yes

Yes
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