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Lighting

Cenoveé dostupné
reseni LEDspot

Bodovy zdroj LED CorePro LV

Zdroje CorePro LEDspot predstavuji dokonalé feSeni bodového osvétleni a vyzaruji
teplé svétlo podobné halogenovym zdrojim. Jsou kompatibilni s vétsinou
stavajicich svitidel s paticemi MR16 GU5.3 a jsou navrzena pro nahrazeni
halogenovych nebo béznych zarovkovych bodovych reflektort. Zdroje CorePro
LEDspot umoznuji dosahovat zna¢nych uspor energie a minimalizovat naklady na
udrzbu.

Vyhody

- Uspora energie az 80 % ve srovnani s halogenovymi zarovkami

- Nizsi ndklady na udrzbu

- Kompatibilita se $irokym spektrem transformatorC

Vlastnosti

- Snadna modernizace

- Zivotnost 15 000 hodin

- Svétlo bez ultrafialové a infracervené slozky

- Neobsahuje rtut ani jiné nebezpecné materialy

Aplikace

- Hotely, restaurace, bary, kavarny, muzea a obchody
- Haly, chodby, schodisté, umyvarny, recepce, vystavisté a vykladni skiiné
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Bodovy zdroj LED CorePro LV

Versions

CorePro LEDspot LV 35W GU5-3
827 36D ND

LEDspots Corepro SLR 2 MR16
GU5,3

PHILIPS
|
|
LEDspot GU4 Classic MR11
PHILIPS
Rozmeérové vykresy
D Product D ©
CorePro LED spot ND 2.9-20W MR16 827 36D 50,5 mm 455 mm
CorePro LED spot ND 4.4-35W MR16 827 36D 50,5 mm 455 mm
C ) CorePro LED spot ND 4.4-35W MR16 840 36D 50,5 mm 455 mm
CorePro LED spot ND 7-50W MR16 827 36D 50,5 mm 45 mm
CorePro LED spot ND 7-50W MR16 830 36D 50,5 mm 45 mm
(@) CorePro LED spot ND 7-50W MR16 840 36D 50,5 mm 45 mm
[ D | Product D C
CorePro LED spot 2.3-20W 827 MR11 36D 35,5mm 39,5 mm
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Bodovy zdroj LED CorePro LV

Obecné informace

Cyklus zapnuti

Svételné technické
Vyzarovaci uhel (jmen.)

Index podani barev (CRI)
Svételny tok na konci jmenovité

Zivotnosti (jmen.)

Provozni a elektrické
Vstupni frekvence
Frekvence sité

Doba spusténi (jmen.)

Rizeni a stmivani

Stmivatelné

Mechanické a materidly

Povrchova Uprava zarovky

Certifikace a pouziti

Rozsah okolni teploty

Svételné technické

Order Code Full Product Name

30706300 CorePro LED spot
ND 4.4-35W MR16
827 36D

30708700 CorePro LED spot
ND 4.4-35W MR16
840 36D

81471000 CorePro LED spot
ND 7-50W MR16
827 36D

81477200 CorePro LED spot
ND 7-50W MR16
830 36D

Provozni a elektrické

Order Code Full Product Name

30706300 CorePro LED spot ND 4.4-35W

MR16 827 36D

30708700 CorePro LED spot ND 4.4-35W

MR16 840 36D

50 000

36 stupnu
80
70 %

- Hz
- Hz
05s

Ne

Ciré

—20 az +40 °C

Nahradni teplota

chromati¢nosti Kaéd
(jmen.) barvy
2700 K 827
4000 K 840
2700 K 827
3000 K 830
Spotieba
energie
4,4 W
4,4 W

81471000  CorePro LED spot ND 7-50W MR16 7 W

827 36D

81477200  CorePro LED spot ND 7-50W MR16 7 W

830 36D
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Obecné informace

Order Code  Full Product Name Patice krytky Nominalni Zzivotnost
30706300 CorePro LED spot ND 4.4-35W MR16 827 36D GU5.3 15000 h
30708700 CorePro LED spot ND 4.4-35W MR16 840 36D GU5.3 15000 h
81471000 CorePro LED spot ND 7-50W MR16 827 36D GU5.3 15000 h
81477200 CorePro LED spot ND 7-50W MR16 830 36D GU5.3 15000 h
81479600 CorePro LED spot ND 7-50W MR16 840 36D GU5.3 15000 h
30704900 CorePro LED spot ND 2.9-20W MR16 827 36D GU5.3 15000 h
65948600 CorePro LED spot 2.3-20W 827 MR11 36D GU4 25000 h
Nahradni teplota
Svételny Svitivost chromati¢nosti Kod Svételny Svitivost
tok (imen.) Order Code Full Product Name (jmen.) barvy tok (imen.)
345Im 650 cd 81479600  CorePro LED spot 4000 K 840 660 Im 1500 cd
ND 7-50W MR16
840 36D
390 Im 750 cd 30704900 CorePro LED spot 2700 K 827 230 Im 560 cd
ND 2.9-20W MR16
827 36D
6211lm 1400 cd 65948600 CorePro LED spot 2700 K 827 184 Im 400 cd
2.3-20W 827 MRM
36D
6211m 1400 cd
Spotieba
Ekvivalentni pfikon Order Code Full Product Name energie Ekvivalentni pfikon
35W 81479600  CorePro LED spot ND 7-50W MR16 7 W 50 W
840 36D
35W 30704900 CorePro LED spot ND 2.9-20W 29 W 20w
MR16 827 36D
50 W 65948600 CorePro LED spot 2.3-20W 827 23W 20w
MR11 36D
50 W
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Bodovy zdroj LED CorePro LV

Teplota okoli
Order Code Full Product Name
30706300 CorePro LED spot ND 4.4-35W MR16 827 36D
30708700  CorePro LED spot ND 4.4-35W MR16 840 36D
81471000 CorePro LED spot ND 7-50W MR16 827 36D
81477200 CorePro LED spot ND 7-50W MR16 830 36D

Mechanické a materialy
Order Code Full Product Name

Maximalni teplota (jmen.)

85°C
85°C
85°C
85°C

30706300 CorePro LED spot ND 4.4-35W MR16 827 36D

30708700 CorePro LED spot ND 4.4-35W MR16 840 36D

81471000 CorePro LED spot ND 7-50W MR16 827 36D
81477200 CorePro LED spot ND 7-50W MR16 830 36D

Certifikace a pouziti

Order Code Full Product Name

30706300 CorePro LED spot ND 4.4-35W MR16 827 36D
30708700 CorePro LED spot ND 4.4-35W MR16 840 36D
81471000  CorePro LED spot ND 7-50W MR16 827 36D
81477200  CorePro LED spot ND 7-50W MR16 830 36D
81479600  CorePro LED spot ND 7-50W MR16 840 36D
30704900 CorePro LED spot ND 2.9-20W MR16 827 36D
65948600 CorePro LED spot 2.3-20W 827 MR11 36D

(cd) 0°
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Tvar zarovky
MR16
MR16
MR16
MR16

Spotieba energie kWh/

1000 h

5 kWh
5 kWh
7 kWh
7 kWh
7 kWh
3 kWh
3 kWh

Order Code Full Product Name

81479600  CorePro LED spot ND 7-50W MR16 840 36D
30704900 CorePro LED spot ND 2.9-20W MR16 827 36D
65948600 CorePro LED spot 2.3-20W 827 MR11 36D

Order Code Full Product Name

81479600 CorePro LED spot ND 7-50W MR16 840 36D
30704900 CorePro LED spot ND 2.9-20W MR16 827 36D
65948600 CorePro LED spot 2.3-20W 827 MR11 36D

120° 180° 120°

(cd) 0°

Maximalni teplota (jmen.)
85°C
75°C
60 °C

Tvar zarovky
MR16
MR16
MRT1
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Bodovy zdroj LED CorePro LV

(cd) 0°
Accent Diagrams
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Accent Diagram - CorePro LED spot ND
2.9-20W MR16 827 36D
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Accent Diagram - CorePro LED spot 2.3-20W
827 MR11 36D
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Accent Diagram - CorePro LED spot ND 7-50W
MR16 840 36D
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Accent Diagram - CorePro LED spot ND
4.4-35W MR16 840 36D
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Accent Diagram - CorePro LED spot ND 7-50W
MR16 830 36D
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Accent Diagram - CorePro LED spot ND
4.4-35W MR16 827 36D
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Bodovy zdroj LED CorePro LV

Beam Diagrams

Yohwax —— 2x18° | h | Eo d(m) Yalmax —— 2%20° | h | E d(m) Yalmax —— 2%20° | h | Eo d(m)
h(m) — h(m) — h(m) —
(m) | (x) | VBA |/lmax| /2E0 (m) | (x) | VBA |l2lmax| 12E0 (M) | () | VBA |lalmax| 12E0
1.0 10 | 325 065 057 1.0 10 | 1013 073 0.65 1.0 10 | 1077 073 065
15 | 144 097 086 15| 450 109 097 15| 479 109 097
2.0 20 81 130 115 2.0 20 | 253 146 130 2.0 20 | 269 146 130
25| 52 162 143 25 | 162 182 1.62 25 | 172 182 1.62
30 30| 36 195 172 30 30 | 13 218 1.95 30 30| 120 218 1.95
35| 27 227 201 35| 8 255 227 35| 88 255 227
4.0 40| 20 260 229 4.0 40 | 63 291 260 4.0 40 | 67| 291 260
45| 16 292 258 45 | 50| 328 292 45| 53 328 292
5.0 5.0 5.0
30 20 10 00 10 20 30(m) 30 20 10 00 10 20 3.0(m) 30 20 10 00 1.0 20 30(m)
Beam diagram - CorePro LED spot 2.3-20W 827 Beam diagram - CorePro LED spot ND 7-50W Beam diagram - CorePro LED spot ND 7-50W
MR11 36D MR16 830 36D MR16 840 36D
Mlpae —— 2x14° | h | E d(m) Ml —— 2x17° | h | Eo d(m) Vol —— 2% 15° | h | Eo d(m)
h(m) — h(m) — h(m) —
(m) | (x) | VBA |hlmax| 12E0 (m) | (x) | VBA | Dlmax /2E0 (m) | (X) | VBA |lmax| f2E0
1.0 10 | 8% 050 046 1.0 10 | 634 061 057 1.0 10| 524 054/ 050
15| 398 075 069 15| 282 092 086 15| 233 080 075
20 20 | 224 100 092 20 20| 159 122 115 20 20| 131 107 1.00
25 143 125 115 25 101 153 143 25 84 134/ 125
30 30 | 100] 150 139 3.0 30 70 183 172 30 30 58| 161 150
5| 73 175 162 35| 52 214 201 35| 4 188 175
4.0 40 56 199 185 4.0 40 40| 245 229 4.0 40 33 214 199
‘ ‘ 45 44 224 208 45 31 275 258 45 26 241 224
5.0 5.0 5.0

30 20 10 00 10 20 30(m)

Beam diagram - CorePro LED spot ND 4.4-35W
MR16 840 36D

30 20 10 00 10 20

Beam diagram - CorePro LED spot ND 4.4-35W
MR16 827 36D
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Beam diagram - CorePro LED spot ND 2.9-20W
MR16 827 36D
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