PHILIPS

Lighting

The affordable

LEDspot solution

CorePro LED spot MV

CorePro LEDspots are a perfect fit for spot lighting and deliver warm halogen-like
light. They are compatible with most existing fixtures with a GU10 or E14 holder and
are designed as a retrofit replacement for halogen or incandescent spots. LEDlamps
deliver huge energy savings and minimize maintenance cost.

Benefits

- Warm white light

- Warm white light

- Up to 80% energy saving compared with halogen lamps
- Up to 80% energy saving compared with halogen lamps
- Lower maintenance costs

- Lower maintenance costs

- Broad compatibility with transformers

- Broad compatibility with transformers

Features

- Easy retrofit

- Easy retrofit

- Lifetime of 15,000 hours

- Lifetime of 15,000 hours

- Compatible with an extensive range of dimmers
- Compatible with an extensive range of dimmers
- UV- and IR-free light

- UV- and IR-free light

- Free of mercury and hazardous materials

- Free of mercury and hazardous materials
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CorePro LED spot MV

Application

- Hotels, restaurants, bars, cafés, museums, shops

- Hotels, restaurants, bars, cafés, museums, shops

- Lobbies, corridors, stairwells, washrooms, reception areas , exhibitions, display
cabinets

- Lobbies, corridors, stairwells, washrooms, reception areas , exhibitions, display
cabinets

Versions

PHILIPS I PHILIPS
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PAR16 GU10 CLA LEDspotMV ND 5W PAR16 GU10 LEDspot 50W GU10 830 35D
Dimensional drawing
D Product D ©
CorePro LEDspot 4-50W GU10 830 36D DIM 50 mm 54 mm
CorePro LEDspot 4-50W GU10 840 36D DIM 50 mm 54 mm
§ P CoreProLEDspot 4-50W GU10 865 36D DIM UK 50 mm 54 mm
Corepro LEDspot 2.7-25W GU10 830 36D 50 mm 54 mm
Corepro LEDspot 4.6-50W GU10 840 36D 50 mm 54 mm
(@) Corepro LEDspot 4.6-50W GU10 865 36D 50 mm 54 mm
[, D | Product D C
o Corepro LEDspot 550lm GU10 830 120D 50 mm 54 mm
I > Corepro LEDspot 550lm GU10 840 120D 50 mm 54 mm
Corepro LEDspot 550lm GU10 865 120D 50 mm 54 mm
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CorePro LED spot MV

Correlated Color

Beam Angle Temperature

(Nom) (Nom)

CoreProLEDspot 4-50W GU10 36 degree(s) 6500 K

Corepro LEDspot 550lm GU10 120 degree(s) 3000 K

Corepro LEDspot 550lm GU10 120 degree(s) 4000 K

Corepro LEDspot 550lm GU10 120 degree(s) 6500 K

CorePro LEDspot 4-50W GU10 36 degree(s) 4000 K

General Information Light Technical (1/2)
Cap-Base GU10
Switching Cycle 50,000
Nominal lifetime 15,000 hour(s) Order Code Full Product Name
929003562499
Light Technical 865 36D DIM UK
Color rendering index (CRI) 80 929002981202
LLMF At End Of Nominal Lifetime 70 % 830 120D
(Nom) 929002981302
840 120D
Operating and Electrical 929002981402
Input Frequency 50 to 60 Hz 865 120D
Line Frequency 50 to 60 Hz 929002065802
Starting Time (Nom) 05s 840 36D DIM

929002068302
Mechanical and Housing

Bulb Shape PAR16 929001217602
Approval and Application 929001218202
Ambient temperature range -20 to +45°C

929001218302

Light Technical (2/2)
Luminous Intensity

Order Code Full Product Name (Nom)
929003562499 CoreProLEDspot 4-50W GU10 865 36D DIM UK 700 cd
929002981202 Corepro LEDspot 550lm GU10 830 120D -

929002981302 Corepro LEDspot 550lm GU10 840 120D -

929002981402 Corepro LEDspot 550lm GU10 865 120D -

929002065802 CorePro LEDspot 4-50W GU10 840 36D DIM 700 cd

Operating and Electrical

Power Wattage
Order Code Full Product Name Consumption Equivalent
929003562499 CoreProLEDspot 4-50W GU10 4W 50 W

865 36D DIM UK

929002981202 Corepro LEDspot 550lm GU10 49 W -
830 120D

929002981302 Corepro LEDspot 550lm GU10 49 W -
840 120D

929002981402 Corepro LEDspot 550lm GU10 49 W -
865 120D

929002065802 CorePro LEDspot 4-50W GU10 4 W 50 W
840 36D DIM

Temperature
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CorePro LEDspot 4-50W GU10 36 degree(s) 3000 K

830 36D DIM

Corepro LEDspot 2.7-25W GU10 36 degree(s) 3000 K

830 36D

Corepro LEDspot 4.6-50W 36 degree(s) 4000 K

GU10 840 36D

Corepro LEDspot 4.6-50W 36 degree(s) 6500 K

GU10 865 36D

Order Code
929002068302
929001217602
929001218202
929001218302

Order Code
929002068302

929001217602

929001218202

929001218302

Color

Code Luminous Flux

865 345Im

830 550 Im

840 550 Im

865 550 Im

840 350 Im

830 345Im

830 2251m

840 390 Im

865 390 Im

Luminous Intensity

Full Product Name (Nom)
CorePro LEDspot 4-50W GU10 830 36D DIM 700 cd
Corepro LEDspot 2.7-25W GU10 830 36D 490 cd
Corepro LEDspot 4.6-50W GU10 840 36D 770 cd
Corepro LEDspot 4.6-50W GU10 865 36D 770 cd

Power Wattage
Full Product Name Consumption Equivalent
CorePro LEDspot 4-50W GU10 4 W 50 W
830 36D DIM
Corepro LEDspot 2.7-25W GU10 2.7 W 25 W
830 36D
Corepro LEDspot 4.6-50W GU10 4.6 W 50 W
840 36D
Corepro LEDspot 4.6-50W GU10 4.6 W 50 W

865 36D

data subject to change



CorePro LED spot MV

Order Code

Full Product Name

T-Case Maximum

(Nom)

Order Code

Full Product Name

T-Case Maximum

(Nom)

929003562499 CoreProLEDspot 4-50W GU10 865 36D DIM UK 70 °C 929002068302 CorePro LEDspot 4-50W GU10 830 36D DIM 70°C

929002981202 Corepro LEDspot 550lm GU10 830 120D 85°C 929001217602  Corepro LEDspot 2.7-25W GU10 830 36D 50 °C
929002981302 Corepro LEDspot 550lm GU10 840 120D 85°C 929001218202 Corepro LEDspot 4.6-50W GU10 840 36D 72°C
929002981402 Corepro LEDspot 550lm GU10 865 120D 85°C 929001218302  Corepro LEDspot 4.6-50W GU10 865 36D 72°C
929002065802 CorePro LEDspot 4-50W GU10 840 36D DIM 70 °C
Controls and Dimming

Order Code Full Product Name Dimmable Order Code Full Product Name Dimmable

929003562499 CoreProLEDspot 4-50W GU10 865 36D DIM UK Only with specific 929002068302 CorePro LEDspot 4-50W GU10 830 36D DIM Only with specific

dimmers dimmers
929002981202 Corepro LEDspot 550lm GU10 830 120D No 929001217602  Corepro LEDspot 2.7-25W GU10 830 36D No
929002981302 Corepro LEDspot 550lm GU10 840 120D No 929001218202  Corepro LEDspot 4.6-50W GU10 840 36D No
929002981402 Corepro LEDspot 550lm GU10 865 120D No 929001218302  Corepro LEDspot 4.6-50W GU10 865 36D No

929002065802 CorePro LEDspot 4-50W GU10 840 36D DIM Only with specific

dimmers
Mechanical and Housing
Order Code Full Product Name Bulb Finish Order Code Full Product Name Bulb Finish
929003562499 CoreProLEDspot 4-50W GU10 865 36D DIM UK Clear 929002068302  CorePro LEDspot 4-50W GU10 830 36D DIM Clear
929002981202 Corepro LEDspot 550lm GU10 830 120D - 929001217602 Corepro LEDspot 2.7-25W GU10 830 36D Clear
929002981302 Corepro LEDspot 550lm GU10 840 120D - 929001218202 Corepro LEDspot 4.6-50W GU10 840 36D Clear
929002981402 Corepro LEDspot 550lm GU10 865 120D - 929001218302 Corepro LEDspot 4.6-50W GU10 865 36D -
929002065802  CorePro LEDspot 4-50W GU10 840 36D DIM Clear

Approval and Application

Energy Consumption
KWh/1000 h
929003562499 CoreProLEDspot 4-50W GU10 865 36D DIM 4 kWh

Order Code Full Product Name

UK
929002981202 Corepro LEDspot 550lm GU10 830 120D 5 kWh
929002981302 Corepro LEDspot 550lm GU10 840 120D 5 kWh
929002981402 Corepro LEDspot 550lm GU10 865 120D 5 kWh

929002065802 CorePro LEDspot 4-50W GU10 840 36D DIM 4 kWh
929002068302 CorePro LEDspot 4-50W GU10 830 36D DIM 4 kWh
929001217602  Corepro LEDspot 2.7-25W GU10 830 36D 3 kWh

929001218202  Corepro LEDspot 4.6-50W GU10 840 36D 5 kWh

0-180° 90-270°
929001218302  Corepro LEDspot 4.6-50W GU10 865 36D 5 kWh 120 180 120

0-180° 90-270°
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Beam Diagrams

ol 13°18° | h | Eo d(m) almax 16°20° | h | Eo d(m) lmax 2x17° | h | E d(m)
htm) — him) — h(m) —
(m) | (x) | VBA |/almax| /2E0 (m) | () | VBA |/lmax| /2E0 (m) | (%) | VBA | Dlmax| /2E0
1.0 10 | 469 056 | 0.52 1.0 10 | 718 065 | 059 1.0 10 | 597| 061 057
15 | 209 083 078 15| 319 098 | 089 15| 25 092 086
20 20| 117 111 1.04 2.0 20| 180 130 119 2.0 20 | 149 122) 145
25| 75 139 130 25| 115 163 | 148 25| 9% 153 143
3.0 30| 52 167 | 155 3.0 30| 80 195| 1.78 3.0 30| 66 183 172
35| 38 195|181 35| 59 228| 208 35| 49 214 201
4.0 40| 29 222 207 4.0 40 45, 260 | 237 4.0 40 37| 245 229
45| 23 250 233 45| 35 293 267 45| 29 275 258
5.0 5.0 5.0
30 20 10 00 10 20 3.0(m) 30 20 10 00 10 20 3.0(m) 30 20 10 00 10 20 3.0(m)
Beam diagram - Corepro LEDspot 2.7-25W GU10 Beam diagram - Corepro LEDspot 4.6-50W Beam diagram - CorePro LEDspot 4-50W GU10
830 36D GU10 865 36D 830 36D DIM
alae 2x16° | h | E d(m) lmax 2x17° | h | B d(m)
h(m) P h(m) T
() | (%) | VBA |Toima| 'hEo (m) | (%) | VBA |Talma| "o
1.0 10 | 697 057 054 1.0 10| 637 061 054
15| 310 086 080 15| 283 092 080
20 20 | 174 145 1.07 20 20| 159 122 107
25 | 112 143 134 25| 102 153 134
30 30 77| 172 161 3.0 30 7 183 1.61
35| 57 201 188 35| 52 214 188
4.0 40 | 44 229 214 4.0 40 | 40| 245 214
45| 34 258 241 45| 31 275 241
5.0 5.0

30 20 10 00 10 20

Beam diagram - CorePro LEDspot 4-50W GU10
840 36D DIM

30 20 10 00 10 20

Beam diagram - CoreProLEDspot 4-50W GU10
865 36D DIM UK

PHILIPS
‘i

© 2023 Signify Holding All rights reserved. Signify does not give any representation or warranty as to the accuracy or

completeness of the information included herein and shall not be liable for any action in reliance thereon. The

information presented in this document is not intended as any commercial offer and does not form part of any

quotation or contract, unless otherwise agreed by Signify. All trademarks are owned by Signify Holding or their

respective owners.

www lighting.philips.com

2023, August 2 - data subject to change




