PHILIPS

Lighting

La solution LED
professionnelle
gradable de référence

Spot LED MASTER VALUE MV

Grace a la gamme MASTER LEDspot GU10, il est a présent possible. de réduire la
consommation énergétique et les colts de maintenance. sans transiger sur la qualité
de lumiere

Avantages

- - Retour sur investissement en 1 an sur la base d’un éclairage 24h/24
- - Faible dégagement de chaleur

- - Ne contient pas de mercure et répond a toutes les réglementations
- européennes en vigueur

Fonctions

- Compatible avec de nombreux variateurs

- Durée de vie de 25 000 a 45 000 heures

- Diffusion du faisceau clairement définie

- Lumiére sans UV ni infrarouge pour réduire la chaleur et mieux protéger les objets
sensibles a la chaleur

Application
- - Eclairage général et d’accentuation dans les hétels, restaurants,
- commerces, bureaux

Mises en garde et sécurité

- Operating temperature range is between -20° C and 45° C ambient

- Only to apply in dry or damp locations and most of open fixtures with lamp-holders that offer sufficient space (10 mm free air
space)

- Not intended for use with emergency light fixtures or exit lights
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Spot LED MASTER VALUE MV

Versions

PHILIPS

(I

LEDspots 50W GU10 PAR16

Schéma dimensionnel

[, D | Product D (o
o MAS LED spot VLE D 2.8-35W GU10 927 36D 50 mm 54 mm
I ] MAS LED spot VLE D 2.8-35W GU10 930 36D 50 mm 54 mm
MAS LED spot VLE D 2.8-35W GU10 940 36D 50 mm 54 mm
MAS LED spot VLE D 3.7-50W GU10 927 36D 50 mm 54 mm
0 MAS LED spot VLE D 3.7-50W GU10 927 60D 50 mm 54 mm
MAS LED spot VLE D 3.7-50W GU10 930 36D 50 mm 54 mm
MAS LED spot VLE D 3.7-50W GU10 930 60D 50 mm 54 mm
MAS LED spot VLE D 3.7-50W GU10 940 36D 50 mm 54 mm
y MAS LED spot VLE D 3.7-50W GU10 940 60D 50 mm 54 mm
B MAS LED spot VLE D 5.5-80W GU10 927 36D 50 mm 54 mm
MAS LED spot VLE D 5.5-80W GU10 930 36D 50 mm 54 mm
MAS LED spot VLE D 5.5-80W GU10 940 36D 50 mm 54 mm
MAS LED spot VLE DT 2.8-35W GU10 927 36D 50 mm 54 mm
MAS LED spot VLE DT 3.7-50W GU10 927 36D 50 mm 54 mm
MAS LED spot VLE DT 5.5-80W GU10 927 36D 50 mm 54 mm
MAS LEDspot VLE D 3.7-50W GU10 92736D5CT 50 mm 54 mm
MAS LEDspot VLE D 3.7-50W GU10 93036D5CT 50 mm 54 mm
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Spot LED MASTER VALUE MV

Informations générales

Culot

Durée de vie nominale

Données techniques de l'éclairage

Indice de rendu de couleur (IRC)

LLMF a la fin de la durée de vie

nominale (nom.)

Fonctionnement et électricité

Fréquence d'entrée

Heure de démarrage (nom.)

Commandes et gradation

Variation de l'intensité lumineuse

Mécanique et boitier

GU10
25'000 h

90
70 %

50 a 60 Hz
05s

Uniquement avec

certains variateurs

Finition ampoule

Forme de la lampe

Approbation et application

Gamme de températures ambiantes

Transparent

PAR16

-20a+45°C

Données techniques de l'éclairage (1/2)

Order Code
8721103038210

8721103038357

8721103038272

8721103038234

8720169399143

8720169399488

8720169399129

Full Product Name
MAS LED spot VLE
DT 5.5-80W GU10
927 36D

MAS LED spot VLE
D 5.5-80W GU10
927 36D

MAS LED spot VLE
D 5.5-80W GU10
930 36D

MAS LED spot VLE
D 5.5-80W GU10
940 36D

MAS LED spot VLE
DT 2.8-35W GU10
927 36D

MAS LED spot VLE
DT 3.7-50W GU10
927 36D

MAS LED spot VLE
D 2.8-35W GU10
927 36D

Angle du
faisceau
(nom.)
36
degré(s)

36
degré(s)

36
degré(s)

36
degré(s)

36
degré(s)

36
degré(s)

36
degré(s)
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Température
de couleur
corrélée
(nom.)

2200 K

2700 K

3000 K

4000 K

2200 K

2200 K

2700 K

Informations générales

Cod

couleur

922-927

927

930

940

922-927

922-927

927

Order Code
8721103038210
8721103038357
8721103038272
8721103038234
8720169399143
8720169399488
8720169399129
8720169399280
8720169399303
8720169399204
8720169399440
8720169399464
8720169399341
8720169399365
8720169399389
8721103052360
8721103052384

e Flux
lumineux

575 Im

575 Im

575 Im

575 Im

280 Im

3551m

270 Im

Full Product Name

Nombre de cycles d'allumage

MAS LED spot VLE DT 5.5-80W GU10 927 36D 50'000
MAS LED spot VLE D 5.5-80W GU10 927 36D 50'000
MAS LED spot VLE D 5.5-80W GU10 930 36D 50'000
MAS LED spot VLE D 5.5-80W GU10 940 36D 50'000
MAS LED spot VLE DT 2.8-35W GU10 927 36D 50'000
MAS LED spot VLE DT 3.7-50W GU10 927 36D 50'000
MAS LED spot VLE D 2.8-35W GU10 927 36D 50'000
MAS LED spot VLE D 2.8-35W GU10 930 36D 50'000
MAS LED spot VLE D 2.8-35W GU10 940 36D 50'000
MAS LED spot VLE D 3.7-50W GU10 927 36D 50'000
MAS LED spot VLE D 3.7-50W GU10 930 36D 50'000
MAS LED spot VLE D 3.7-50W GU10 940 36D 50'000
MAS LED spot VLE D 3.7-50W GU10 927 60D 25'000
MAS LED spot VLE D 3.7-50W GU10 930 60D 25'000
MAS LED spot VLE D 3.7-50W GU10 940 60D 25'000
MAS LEDspot VLE D 3.7-50W GU10 92736D5CT 50'000
MAS LEDspot VLE D 3.7-50W GU10 93036D5CT 50'000
Température
Angledu de couleur
faisceau corrélée Code Flux
Order Code Full Product Name (nom.) (nom.) couleur  lumineux
8720169399280 MAS LED spot VLE 36 3000 K 930 270 Im
D 2.8-35W GU10 degré(s)
930 36D
8720169399303 MAS LED spot VLE 36 4000 K 940 285 Im
D 2.8-35W GU10 degré(s)
940 36D
8720169399204 MAS LED spot VLE 36 2700 K 927 355Im
D 3.7-50W GU10 degré(s)
927 36D
8720169399440 MAS LED spot VLE 36 3000 K 930 365Im
D 3.7-50W GU10 degré(s)
930 36D
8720169399464 MAS LED spot VLE 36 4000 K 940 380 Im
D 3.7-50W GU10 degré(s)
940 36D
8720169399341 MAS LED spot VLE 60 2700 K 927 355Im
D 3.7-50W GU10 degré(s)
927 60D
8720169399365 MAS LED spot VLE 60 3000 K 930 365Im
D 3.7-50W GU10 degré(s)

930 60D
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Spot LED MASTER VALUE MV

Order Code
8720169399389

8721103052360

Température

Angle du de couleur
faisceau corrélée

Full Product Name (nom.) (nom.)

MAS LED spot VLE 60 4000 K

D 3.7-50W GU10  degré(s)

940 60D

MAS LEDspot VLE 36 2700 K

D 3.7-50W GU10 degré(s)

92736D5CT

Données techniques de l'éclairage (2/2)

Order Code
8721103038210
8721103038357
8721103038272
8721103038234
8720169399143
8720169399488
8720169399129
8720169399280
8720169399303

Full Product Name

MAS LED spot VLE DT 5.5-80W GU10 927 36D
MAS LED spot VLE D 5.5-80W GU10 927 36D
MAS LED spot VLE D 5.5-80W GU10 930 36D
MAS LED spot VLE D 5.5-80W GU10 940 36D
MAS LED spot VLE DT 2.8-35W GU10 927 36D
MAS LED spot VLE DT 3.7-50W GU10 927 36D
MAS LED spot VLE D 2.8-35W GU10 927 36D
MAS LED spot VLE D 2.8-35W GU10 930 36D
MAS LED spot VLE D 2.8-35W GU10 940 36D

Fonctionnement et électricité

Order Code
8721103038210

8721103038357

8721103038272

8721103038234

8720169399143

8720169399488

8720169399129

8720169399280

8720169399303

Température

Consommation

Full Product Name électrique
MAS LED spot VLE DT 55W
5.5-80W GU10 927 36D

MAS LED spot VLE D 5.5-80W 55 W
GU10 927 36D

MAS LED spot VLE D 5.5-80W 55 W
GU10 930 36D

MAS LED spot VLE D 5.5-80W 55 W
GU10 940 36D

MAS LED spot VLE DT 2.8-35W 2.8 W
GU10 927 36D

MAS LED spot VLE DT 37W
3.7-50W GU10 927 36D

MAS LED spot VLE D 2.8-35W 2.8 W
GU10 927 36D

MAS LED spot VLE D 2.8-35W 2.8 W
GU10 930 36D

MAS LED spot VLE D 2.8-35W 2.8 W

GU10 940 36D
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Code Flux
couleur  lumineux
940 370 Im
927 355Im

Intensité lumineuse
(nom.)
950 cd
950 cd
1'000 cd
1'000 cd
550 cd
700 cd
600 cd
600 cd
600 cd

Puissance

équivalente

80 W

80 W

80 W

80 W

35W

50 W

35W

35W

35W

Order Code
8721103052384

Order Code
8720169399204
8720169399440
8720169399464
8720169399341
8720169399365
8720169399389
8721103052360
8721103052384

Order Code
8720169399204

8720169399440

8720169399464

8720169399341

8720169399365

8720169399389

8721103052360

8721103052384

Température
Angle du de couleur
faisceau corrélée
Full Product Name (nom.) (nom.)
MAS LEDspot VLE 36 3000 K

D 3.7-50W GU10 degreé(s)

93036D5CT

Full Product Name

MAS LED spot VLE D 3.7-50W GU10 927 36D
MAS LED spot VLE D 3.7-50W GU10 930 36D
MAS LED spot VLE D 3.7-50W GU10 940 36D
MAS LED spot VLE D 3.7-50W GU10 927 60D
MAS LED spot VLE D 3.7-50W GU10 930 60D
MAS LED spot VLE D 3.7-50W GU10 940 60D
MAS LEDspot VLE D 3.7-50W GU10 92736D5CT
MAS LEDspot VLE D 3.7-50W GU10 93036D5CT

Consommation

Full Product Name électrique
MAS LED spot VLE D 3.7-50W 37 W
GU10 927 36D

MAS LED spot VLE D 3.7-50W 37 W
GU10 930 36D

MAS LED spot VLE D 3.7-50W 37 W
GU10 940 36D

MAS LED spot VLE D 3.7-50W 37 W
GU10 927 60D

MAS LED spot VLE D 3.7-50W 37 W
GU10 930 60D

MAS LED spot VLE D 3.7-50W 37 W
GU10 940 60D

MAS LEDspot VLE D 3.7-50W 37 W
GU10 92736D5CT

MAS LEDspot VLE D 3.7-50W 37 W

GU10 93036D5CT

Code Flux
couleur  lumineux
930 365 Im

Intensité lumineuse
(nom.)
750 cd
750 cd
800 cd
400 cd
400 cd
420 cd
750 cd
750 cd

Puissance

équivalente

50 W

50 W

50 W

50 W

50 W

50 W

50 W

50 W

Les données sont sujettes a changement



Spot LED MASTER VALUE MV

Température Température

maximale du produit maximale du produit
Order Code Full Product Name (nom.) Order Code Full Product Name (nom.)
8721103038210  MAS LED spot VLE DT 5.5-80W GU10 927 36D 66 °C 8720169399440 MAS LED spot VLE D 3.7-50W GU10 930 36D 66 °C
8721103038357 MAS LED spot VLE D 5.5-80W GU10 927 36D 66 °C 8720169399464 MAS LED spot VLE D 3.7-50W GU10 940 36D 66 °C
8721103038272  MAS LED spot VLE D 5.5-80W GU10 930 36D 66 °C 8720169399341 MAS LED spot VLE D 3.7-50W GU10 927 60D  62°C
8721103038234 MAS LED spot VLE D 5.5-80W GU10 940 36D 66 °C 8720169399365 MAS LED spot VLE D 3.7-50W GU10 930 60D 62°C
8720169399143 MAS LED spot VLE DT 2.8-35W GU10 927 36D 52 °C 8720169399389 MAS LED spot VLE D 3.7-50W GU10 940 60D  62°C
8720169399488 MAS LED spot VLE DT 3.7-50W GU10 927 36D 60 °C 8721103052360 MAS LEDspot VLE D 3.7-50W GU10 66 °C
8720169399129 MAS LED spot VLE D 2.8-35W GU10 92736D 50 °C 92736D5CT
8720169399280 MAS LED spot VLE D 2.8-35W GU10 930 36D 50 °C 8721103052384 MAS LEDspot VLE D 3.7-50W GU10 66 °C
8720169399303 MAS LED spot VLE D 2.8-35W GU10 940 36D 50 °C 93036D5CT

8720169399204 MAS LED spot VLE D 3.7-50W GU10 92736D 66 °C

Approbation et application

Consommation

Order Code Full Product Name d’'énergie kWh/1 000 h
8721103038210  MAS LED spot VLE DT 5.5-80W GU10 927 6 kWh
36D

8721103038357 MAS LED spot VLE D 5.5-80W GU10 927 36D 6 kWh

8721103038272 MAS LED spot VLE D 5.5-80W GU10 930 36D 6 kWh

8721103038234 MAS LED spot VLE D 5.5-80W GU10 940 36D 6 kWh

8720169399143 MAS LED spot VLE DT 2.8-35W GU10 927 3 kWh
36D

8720169399488 MAS LED spot VLE DT 3.7-50W GU10 927 4 kWh
36D

8720169399129 MAS LED spot VLE D 2.8-35W GU10 927 36D 3 kWh

8720169399280 MAS LED spot VLE D 2.8-35W GU10 930 36D 3 kWh
8720169399303 MAS LED spot VLE D 2.8-35W GU10 940 36D 3 kWh
8720169399204 MAS LED spot VLE D 3.7-50W GU10 927 36D 4 kWh
8720169399440 MAS LED spot VLE D 3.7-50W GU10 930 36D 4 kWh
8720169399464 MAS LED spot VLE D 3.7-50W GU10 940 36D 4 kWh
8720169399341 MAS LED spot VLE D 3.7-50W GU10 927 60D 4 kWh
8720169399365 MAS LED spot VLE D 3.7-50W GU10 930 60D 4 kWh

8720169399389 MAS LED spot VLE D 3.7-50W GU10 940 60D 4 kWh

8721103052360 MAS LEDspot VLE D 3.7-50W GU10 4 kWh
92736D5CT

8721103052384 MAS LEDspot VLE D 3.7-50W GU10 4 kWh
93036D5CT

(cd) 6"

(cd) 0°
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(cd) 0“’ (cd) 6"
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Accent Diagrams
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Accent Diagram - MAS LED spot VLE D 2.8-35W
GU10 930 36D
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Accent Diagram - MAS LED spot VLE D 5.5-80W
GU10 940 36D
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Accent Diagram - MAS LED spot VLE D 3.7-50W
GU10 940 36D

Product family leaflet, 2026, janvier 22

Accent
factor

1=3

0

30

15
10

S

%

X
2.,/;

25 50 100 250 500 1000Ex(Ix)

Accent Diagram - MAS LED spot VLE D 5.5-80W
GU10 927 36D
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Accent Diagram - MAS LED spot VLE D 3.7-50W
GU10 927 60D
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Accent Diagram - MAS LED spot VLE D 3.7-50W
GU10 930 36D
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Accent Diagram - MAS LED spot VLE DT
5.5-80W GU10 927 36D
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Accent Diagram - MAS LED spot VLE D 2.8-35W
GU10 940 36D
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Accent Diagram - MAS LEDspot VLE D 3.7-50W
GU10 92736D5CT
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Accent Diagrams
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Accent Diagram - MAS LED spot VLE D 2.8-35W Accent Diagram - MAS LED spot VLE D 3.7-50W Accent Diagram - MAS LED spot VLE D 3.7-50W
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Accent Diagram - MAS LED spot VLE DT Accent Diagram - MAS LED spot VLE DT
2.8-35W GU10 927 36D 3.7-50W GU10 927 36D
Beam Diagrams
lax —— 2x21° | h | Eo d(m) lax —— 2x14° | h | Eo d(m) Mlmax —— 2x15° | h | Eo d(m)
h(m) RE h(m) IE h(m) RE
(m) | (%) | VBA |Talmad '2E0 (m) | (%) | VBA |Talmax| '12Eo (m) | (%) | VBA |Talmax| 12Eo
1.0 10 | 756 077 065 1.0 10 | 494 050 0.46 1.0 10| 718 054/ 050
15| 33 115 097 15| 220 075 069 15| 319 080 075
20 20 | 189 154 130 2.0 20 | 123 1.00[ 092 20 20 | 180 107 1.00
25 121 192 162 25 79 125 115 25 115 134 125
3.0 30 | 84 230 195 3.0 30| 55 150 139 30 30| 80 161 150
5| e 269 227 35| 40 175 1.62 35| 59 188 175
4.0 40 | 47 307 260 4.0 40| 3 199 185 4.0 40| 45 214 199
45 37] 345 292 ‘ ‘ 45 24 2.24) 208 45 35 241 224
5.0 5.0 5.0
30 20 10 00 10 20 30(m) 30 20 10 00 10 20 3.0(m) 30 20 10 00 10 20 30(m)
Beam diagram - MAS LED spot VLE DT 5.5-80W Beam diagram - MAS LED spot VLE D 2.8-35W Beam diagram - MAS LED spot VLE D 3.7-50W
GU10 927 36D GU10 940 36D GU10 940 36D
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Spot LED MASTER VALUE MV

Beam Diagrams

Yolmax —— 2x14° | h | B d(m) Yalmax —— 2x16° | h | E d(m) Yalwax — 2x21° | h | B d(m)

h(m) —T h(m) — h(m) —T
(m) | () | VBA | hlnax| /2E0 (m) | (X) | VBA | hlmax /2E0 (m) | (x) | VBA | hlmax| /2E0
1.0 10 | 542 050 0.43 1.0 10 | 529 0.57| 0.50 1.0 10| 756 077 065
15 | 241 075 064 15| 235 086 075 15| 336 115 097
2.0 20| 136 100 085 2.0 20 | 132 115 1.00 20 20 | 189 154 130
25| 87 125 1.06 25| 85 143 125 25| 121 192 162
3.0 30| 60 150/ 128 30 30| 59 172 150 3.0 30| 84 230 195
35 44 175 1.49 35 43 201 175 35 62| 269 227
4.0 40 | 34 199 170 4.0 40| 33 229 199 4.0 40 | 47| 307 260
‘ ‘ 45| 27 224 191 45| 26 258 224 45| 37, 345 292

5.0 5.0 5.0
30 20 10 00 10 20 3.0(m) 30 20 10 00 10 20 30(m) 30 20 10 00 10 20 3.0(m)

Beam diagram - MAS LED spot VLE DT 2.8-35W
GU10 927 36D

Beam diagram - MAS LED spot VLE D 2.8-35W
GU10 930 36D

Beam diagram - MAS LED spot VLE D 5.5-80W
GU10 940 36D

lmax 2x16° | h | E d(m) "l 2x29° | h | E d(m) lmax 2x22° | h | E d(m)

h(m) I h(m) T h(m) T

(m) | (%) | VBA |Talmax| '2E0 (m) | (%) | VBA |Talmax| '12E0 (m) | (9 | VBA |Talmax| '2E0
1.0 10 | 634 057 054 1.0 10 | 316 111 089 1.0 10| 715 081 069

15| 282 086/ 080 15| 140 166 1.34 15| 318 121 103
20 20 | 159 145 1.07 2.0 20| 79 2220 178 20 20| 179 162 138

25 101 143 134 25 51 277 223 25 114] 202 172
3.0 30| 70 172] 161 3.0 30| 35 333 267 3.0 30 7 242 207

35| 52 201 188 35| 26 388 3.12 35| 58 283 241
4.0 40 | 40 229 214 4.0 40 | 20 443 356 4.0 40| 45 323 275

45| 3 258 241 45| 16 499 401 45| 35 364 310
5.0 5.0 5.0

30 20 10 00 10 20 3.0(m) 30 20 10 00 10 20 3.0(m) 30 20 10 00 10 20 30(m)

Beam diagram - MAS LEDspot VLE D 3.7-50W
GU10 92736D5CT

Beam diagram - MAS LED spot VLE D 3.7-50W
GU10 927 60D

Beam diagram - MAS LED spot VLE D 5.5-80W
GU10 927 36D

Yol —— 2x18° | h | Eo d(m) Yol —— 2x32° | h | B d(m) Yol —— 2%29° | h | B d(m)
h(m) 1 1 h(m) p 1 h(m) D 1
(m) | () | VBA |Talmax| '2E0 (m) | (%) | VBA |Talmax| 2Eo () | (%) | VBA |lalmax| 12E0
1.0 10 | 592 0.65 0.57 1.0 10 | 326 125 093 1.0 10 | 339 111 085
15| 263 097 086 15 | 145 187 140 15| 150 166 127
2.0 20 | 148 130 115 20 20| 8t 250 187 20 20| 85 222 170
25| 95 162 143 25| 52 312 233 25| 54 277 212
3.0 30| 66 195 172 3.0 30| 36 3.75 2.80 3.0 30| 38 333 255
35| 48 227 201 35| 27 437] 326 35| 28 388 297
4.0 40| 37 260 229 4.0 40 | 20| 500 373 4.0 40| 2 443 340
45| 29 292 258 45| 16 562 420 45| 17, 499 382
5.0 5.0 5.0
30 20 10 00 10 20 3.0(m) 30 20 10 00 10 20 3.0(m) 30 20 10 00 10 20 30(m)

Beam diagram - MAS LED spot VLE DT 3.7-50W
GU10 927 36D
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Beam diagram - MAS LED spot VLE D 3.7-50W
GU10 930 60D

Beam diagram - MAS LED spot VLE D 3.7-50W
GU10 940 60D

Les données sont sujettes a changement
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Beam Diagrams

Yolmax —— 2x15° | h | B d(m) Yalmax —— 2x19° | h | B d(m)
h(m) 1 1 h(m) P 1
(M) | () | VBA |/almax| /2E0 (m) | (x) | VBA |/almax| 12E0
1.0 10 | 489 054 0.50 1.0 10 | 647 069 0.61
15| 217 080/ 0.75 15| 288 103 092
2.0 20| 122 1.07| 1.00 2.0 20 | 162 138 122
25| 78 134 125 25 | 104 172 153
30 30| 54 161 150 30 30| 72 207 183
35| 40 188 175 35| 53 241 214
4.0 40| 3 214 1.99 4.0 40 | 40| 275 245
45| 2 241 224 45| 32 310 275
5.0 5.0
30 20 10 00 10 20 3.0(m) 30 20 10 00 10 20 30(m)

Beam diagram - MAS LED spot VLE D 2.8-35W
GU10 927 36D

Beam diagram - MAS LED spot VLE D 3.7-50W
GU10 930 36D
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