PHILIPS

Lighting

MASTER Value
LEDspot MV, en
optimal kombination
av varde och
prestanda, passar
perfekt for
spotbelysning

MASTER VALUE LED-spot MV

MASTER VALUE passar perfekt for spotbelysning och ger ett varmt, halogenliknande
accentflode. Tack vare hog CRI ger den mer naturliga farger, vilket skapar mysiga
och bekvama miljoer for bostads- och hotellprojekt och kan dven framhéava
produkter i butik. Dessa LED-spottar MV GU10 ger den valbekanta kanslan av
spotbelysning, behaller skdonheten i glasspottar och lagger till prestanda for LED-
teknik. Med dimringsfunktionen kan du skapa den atmosfar du vill ha och den
fungerar med manga olika dimmers. MASTER VALUE ger ocksa storre
energibesparingar an vanliga LED-spottar.

Fordelar

- MASTER VALUE-spotlight ger upp till 80 % lagre energiférbrukning jamfort med
halogenlampor

- Basta efterfoljaren till en halogenspotlight for en varm stamning

- Perfekt ersattning for traditionella GU10-ljuskallor
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MASTER VALUE LED-spot MV

Funktioner
- Dimbar
- Kompatibel med ett stort urval av dimmerenheter

- Patenterat intelligent driftdon

- 25 000 timmars livslangd
- Ljuset ar helt fritt fran UV- och IR-stralar och ar darfor lampligt for belysning av

varmekansliga foremal (livsmedel, organiskt material, malningar osv.)

Anvandning

- Hotell och restaurang
- Butiker

- Bostadsomraden

Varning och Sakerhet
- Omgivningstemperaturen vid drift ligger mellan -20°C och 45°C

- Endast for anvandning i torra eller fuktiga miljoer och i de flesta 6ppna armaturer med lamphallare med tillrackligt stort

luftutrymme (minst 10 mm)
- Ej avsedd for anvandning i nodljusarmaturer eller utgangsljus

Versions

LEDspots VLE D 650lm GU10 930 120D
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MASTER VALUE LED-spot MV

Mattskiss
| D | Product D C
o MAS LED spot VLE D 2.8-35W GU10 927 36D 50 mm 54 mm
I > MAS LED spot VLE D 2.8-35W GU10 927 60D 50 mm 54 mm
MAS LED spot VLE D 2.8-35W GU10 930 36D 50 mm 54 mm
MAS LED spot VLE D 2.8-35W GU10 940 36D 50 mm 54 mm
U MAS LED spot VLE D 3.7-50W GU10 927 36D 50 mm 54 mm
MAS LED spot VLE D 3.7-50W GU10 927 60D 50 mm 54 mm
MAS LED spot VLE D 3.7-50W GU10 930 36D 50 mm 54 mm
MAS LED spot VLE D 3.7-50W GU10 930 60D 50 mm 54 mm
3 MAS LED spot VLE D 3.7-50W GU10 940 36D 50 mm 54 mm
B MAS LED spot VLE D 3.7-50W GU10 940 60D 50 mm 54 mm
MAS LED spot VLE D 5.5-80W GU10 927 36D 50 mm 54 mm
MAS LED spot VLE D 5.5-80W GU10 930 36D 50 mm 54 mm
MAS LED spot VLE D 5.5-80W GU10 940 36D 50 mm 54 mm
MAS LED spot VLE D 5.5-80W GU10 965 36D 50 mm 54 mm
MAS LED spot VLE D 650lm GU10 930 120D 50 mm 55,5 mm
MAS LED spot VLE D 680lm GU10 940 120D 50 mm 55,5 mm
MAS LED spot VLE D 680lm GU10 965 120D 50 mm 55,5 mm
MAS LED spot VLE DT 2.8-35W GU10 927 36D 50 mm 54 mm
MAS LED spot VLE DT 3.7-50W GU10 927 36D 50 mm 54 mm
MAS LED spot VLE DT 5.5-80W GU10 927 36D 50 mm 54 mm
MAS LEDspot VLE D 3.7-50W GU10 92736D5CT 50 mm 54 mm
MAS LEDspot VLE D 3.7-50W GU10 93036D5CT 50 mm 54 mm
Allmén information Allman information
Sockel GU10 Order Code Full Product Name Driftcykel
Nominell livsléangd 25000 h 929004255702 MAS LED spot VLE DT 5.5-80W GU10 927 36D 50 000
929004255802 MAS LED spot VLE D 5.5-80W GU10 927 36D 50 000
Ljusteknik 929004255902 MAS LED spot VLE D 5.5-80W GU10 930 36D 50 000
Fargatergivningsindex 90 929004256002 MAS LED spot VLE D 5.5-80W GU10 940 36D 50 000
LLMF vid slutet av nominell livslangd 70 % 929004256102 MAS LED spot VLE D 5.5-80W GU10 965 36D 50 000
(nom) 929004247102 MAS LED spot VLE DT 2.8-35W GU10 927 36D 50 000
929004247202 MAS LED spot VLE DT 3.7-50W GU10 927 36D 50 000
Drift och elektricitet 929004247302 MAS LED spot VLE D 2.8-35W GU10 927 36D 50 000
Ingangsfrekvens 50-60 Hz 929004247402 MAS LED spot VLE D 2.8-35W GU10 930 36D 50 000
Tandningstid (nom) 05s 929004247502 MAS LED spot VLE D 2.8-35W GU10 940 36D 50 000
929004247602 MAS LED spot VLE D 2.8-35W GU10 927 60D 50 000
Styrenheter och dimring 929004247902 MAS LED spot VLE D 3.7-50W GU10 927 36D 50 000
Dimbar Endast med 929004248002 MAS LED spot VLE D 3.7-50W GU10 930 36D 50 000
sarskilda dimmers 929004248102 MAS LED spot VLE D 3.7-50W GU10 940 36D 50 000
929004248202 MAS LED spot VLE D 3.7-50W GU10 927 60D 25 000
Mekanik och armaturhus 929004248302 MAS LED spot VLE D 3.7-50W GU10 930 60D 25 000
Lampform PAR16 929004248402 MAS LED spot VLE D 3.7-50W GU10 940 60D 25 000
929004247952 MAS LEDspot VLE D 3.7-50W GU10 92736D5CT 50 000
Anvandning och godkdannande 929004248052 MAS LEDspot VLE D 3.7-50W GU10 93036D5CT 50 000
Omgivningstemperatur —20 till +45°C 929004256202 MAS LED spot VLE D 650lm GU10 930 120D 50 000
929004256302 MAS LED spot VLE D 680lm GU10 940 120D 50 000
929004256402 MAS LED spot VLE D 680lm GU10 965 120D 50 000
Ljusteknik (1/2)
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MASTER VALUE LED-spot MV

Korrelerad Korrelerad
Full Product  Spridningsvinkel fargtemperatur Full Product Spridningsvinkel fargtemperatur
Order Code Name (nom) (Nom) Fargkod Ljusflode Order Code Name (nom) (Nom) Fargkod Ljusflode
929004255702 MAS LED 36° 2200 K 922-927 575Im 929004247602 MAS LED 60° 2700 K 927 270 Im
spot VLE DT spot VLE D
5.5-80W 2.8-35W
GU10 927 GU10 927
36D 60D
929004255802 MAS LED 36° 2700 K 927 575 lm 929004247902 MAS LED 36° 2700 K 927 355Im
spot VLE D spot VLE D
5.5-80W 3.7-50W
GU10 927 GU10 927
36D 36D
929004255902 MAS LED 36° 3000 K 930 575 lm 929004248002 MAS LED 36° 3000 K 930 365 Im
spot VLE D spot VLE D
5.5-80W 3.7-50W
GU10 930 GU10 930
36D 36D
929004256002 MAS LED 36° 4000 K 940 575 lm 929004248102 MAS LED 36° 4000 K 940 380 Im
spot VLE D spot VLE D
5.5-80W 3.7-50W
GU10 940 GU10 940
36D 36D
929004256102 MAS LED 36° 6500 K 965 575 lm 929004248202 MAS LED 60° 2700 K 927 355Im
spot VLE D spot VLE D
5.5-80W 3.7-50W
GU10 965 GU10 927
36D 60D
929004247102 MAS LED 36° 2200 K 922-927 280 Im 929004248302 MAS LED 60° 3000 K 930 365 Im
spot VLE DT spot VLE D
2.8-35W 3.7-50W
GU10 927 GU10 930
36D 60D
929004247202 MAS LED 36° 2200 K 922-927 355Im 929004248402 MAS LED 60° 4000 K 940 370 Im
spot VLE DT spot VLE D
3.7-50W 3.7-50W
GU10 927 GU10 940
36D 60D
929004247302 MAS LED 36° 2700 K 927 270 Im 929004247952 MAS LEDspot 36° 2700 K 927 355Im
spot VLE D VLE D
2.8-35W 3.7-50W
GU10 927 GU10
36D 92736D5CT
929004247402 MAS LED 36° 3000 K 930 270 Im 929004248052 MAS LEDspot 36° 3000 K 930 365 Im
spot VLE D VLE D
2.8-35W 3.7-50W
GU10 930 GU10
36D 93036D5CT
929004247502 MAS LED 36° 4000 K 940 285 Im 929004256202 MAS LED 120° 3000 K 930 650 Im
spot VLE D spot VLE D
2.8-35W 650lm GU10
GU10 940 930 120D

36D
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MASTER VALUE LED-spot MV

Korrelerad Korrelerad
Full Product  Spridningsvinkel fargtemperatur Full Product Spridningsvinkel fargtemperatur
Order Code Name (nom) (Nom) Fargkod Ljusflode Order Code Name (nom) (Nom) Fargkod Ljusflode
929004256302 MAS LED 120° 4000 K 940 680 lm 680lm GU10
spot VLE D 965 120D
680lm GU10
940 120D
929004256402 MAS LED 120° 6500 K 965 680 lm
spot VLE D
Ljusteknik (2/2)
Order Code Full Product Name Ljusstyrka (nom) Order Code Full Product Name Ljusstyrka (nom)
929004255702  MAS LED spot VLE DT 5.5-80W GU10 927 36D 950 cd 929004247902  MAS LED spot VLE D 3.7-50W GU10 927 36D 750 cd
929004255802 MAS LED spot VLE D 5.5-80W GU10 927 36D 950 cd 929004248002 MAS LED spot VLE D 3.7-50W GU10 930 36D 750 cd
929004255902 MAS LED spot VLE D 5.5-80W GU10 930 36D 1000 cd 929004248102  MAS LED spot VLE D 3.7-50W GU10 940 36D 800 cd
929004256002 MAS LED spot VLE D 5.5-80W GU10 940 36D 1000 cd 929004248202 MAS LED spot VLE D 3.7-50W GU10 927 60D 400 cd
929004256102  MAS LED spot VLE D 5.5-80W GU10 965 36D 1000 cd 929004248302 MAS LED spot VLE D 3.7-50W GU10 930 60D 400 cd
929004247102  MAS LED spot VLE DT 2.8-35W GU10 927 36D 550 cd 929004248402 MAS LED spot VLE D 3.7-50W GU10 940 60D 420 cd
929004247202 MAS LED spot VLE DT 3.7-50W GU10 927 36D 700 cd 929004247952  MAS LEDspot VLE D 3.7-50W GU10 92736D5CT 750 cd
929004247302 MAS LED spot VLE D 2.8-35W GU10 927 36D 600 cd 929004248052 MAS LEDspot VLE D 3.7-50W GU10 93036D5CT 750 cd
929004247402  MAS LED spot VLE D 2.8-35W GU10 930 36D 600 cd 929004256202 MAS LED spot VLE D 650lm GU10 930 120D 220 cd
929004247502  MAS LED spot VLE D 2.8-35W GU10 940 36D 600 cd 929004256302 MAS LED spot VLE D 680lm GU10 940 120D 220 cd
929004247602 MAS LED spot VLE D 2.8-35W GU10 927 60D 300 cd 929004256402 MAS LED spot VLE D 680lm GU10 965 120D 220 cd
Drift och elektricitet
Motsvarande Motsvarande
Order Code Full Product Name Stromforbrukning effekt Order Code Full Product Name Stromforbrukning effekt
929004255702 MAS LED spot VLE DT 5.5-80W 55 W 80 W 929004247902 MAS LED spot VLE D 3.7-50W 3,7 W 50 W
GU10 927 36D GU10 927 36D
929004255802 MAS LED spot VLE D 5.5-80W 55 W 80 W 929004248002 MAS LED spot VLE D 3.7-50W 37 W 50 W
GU10 927 36D GU10 930 36D
929004255902 MAS LED spot VLE D 5.5-80W 55 W 80 W 929004248102 MAS LED spot VLE D 3.7-50W 3,7 W 50 W
GU10 930 36D GU10 940 36D
929004256002 MAS LED spot VLE D 5.5-80W 55 W 80 W 929004248202 MAS LED spot VLE D 3.7-50W 3,7 W 50 W
GU10 940 36D GU10 927 60D
929004256102 MAS LED spot VLE D 5.5-80W 55 W 80 W 929004248302 MAS LED spot VLE D 3.7-50W 3,7 W 50 W
GU10 965 36D GU10 930 60D
929004247102 MAS LED spot VLE DT 2.8-35W 2,8 W 35W 929004248402 MAS LED spot VLE D 3.7-50W 37 W 50 W
GU10 927 36D GU10 940 60D
929004247202 MAS LED spot VLE DT 3.7-50W 3,7 W 50 W 929004247952 MAS LEDspot VLE D 3.7-50W 37W 50 W
GU10 927 36D GU10 92736D5CT
929004247302 MAS LED spot VLE D 2.8-35W 2,8 W 35W 929004248052 MAS LEDspot VLE D 3.7-50W 37W 50 W
GU10 927 36D GU10 93036D5CT
929004247402 MAS LED spot VLE D 2.8-35W 2,8 W 35W 929004256202 MAS LED spot VLE D 650lm 55W -
GU10 930 36D GU10 930 120D
929004247502 MAS LED spot VLE D 2.8-35W 2,8 W 35W 929004256302 MAS LED spot VLE D 680lm 55W -
GU10 940 36D GU10 940 120D
929004247602 MAS LED spot VLE D 2.8-35W 2,8 W 35W 929004256402 MAS LED spot VLE D 680lm 55W -
GU10 927 60D GU10 965 120D

Temperatur
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MASTER VALUE LED-spot MV

Order Code

929004255702
929004255802
929004255902
929004256002
929004256102
929004247102
929004247202
929004247302
929004247402
929004247502
929004247602

Full Product Name

MAS LED spot VLE DT 5.5-80W GU10 927 36D
MAS LED spot VLE D 5.5-80W GU10 927 36D
MAS LED spot VLE D 5.5-80W GU10 930 36D
MAS LED spot VLE D 5.5-80W GU10 940 36D
MAS LED spot VLE D 5.5-80W GU10 965 36D
MAS LED spot VLE DT 2.8-35W GU10 927 36D
MAS LED spot VLE DT 3.7-50W GU10 927 36D
MAS LED spot VLE D 2.8-35W GU10 927 36D
MAS LED spot VLE D 2.8-35W GU10 930 36D
MAS LED spot VLE D 2.8-35W GU10 940 36D
MAS LED spot VLE D 2.8-35W GU10 927 60D

Mekanik och armaturhus

Order Code

929004255702
929004255802
929004255902
929004256002
929004256102
929004247102
929004247202
929004247302
929004247402
929004247502
929004247602

Full Product Name

MAS LED spot VLE DT 5.5-80W GU10 927 36D
MAS LED spot VLE D 5.5-80W GU10 927 36D
MAS LED spot VLE D 5.5-80W GU10 930 36D
MAS LED spot VLE D 5.5-80W GU10 940 36D
MAS LED spot VLE D 5.5-80W GU10 965 36D
MAS LED spot VLE DT 2.8-35W GU10 927 36D
MAS LED spot VLE DT 3.7-50W GU10 927 36D
MAS LED spot VLE D 2.8-35W GU10 927 36D
MAS LED spot VLE D 2.8-35W GU10 930 36D
MAS LED spot VLE D 2.8-35W GU10 940 36D
MAS LED spot VLE D 2.8-35W GU10 927 60D

Anvandning och godkdannande

Order Code
929004255702

929004255802

929004255902

929004256002

929004256102

929004247102

929004247202

929004247302

929004247402

T-Case max. (nom)
66 °C
66 °C
66 °C
66 °C
66 °C
52°C
60 °C
50 °C
50 °C
50 °C
50 °C

Ljuskallans
ytbehandling
Klar

Klar

Klar

Klar

Klar

Klar

Klar

Klar

Klar

Klar

Klar

Energiférbrukning kWh/

Full Product Name 1000 tim
MAS LED spot VLE DT 5.5-80W GU10 927 6 kWh
36D

MAS LED spot VLE D 5.5-80W GU10 927 6 kWh
36D

MAS LED spot VLE D 5.5-80W GU10 930 6 kWh
36D

MAS LED spot VLE D 5.5-80W GU10 940 6 kWh
36D

MAS LED spot VLE D 5.5-80W GU10 965 6 kWh
36D

MAS LED spot VLE DT 2.8-35W GU10 927 3 kWh
36D

MAS LED spot VLE DT 3.7-50W GU10 927 4 kWh
36D

MAS LED spot VLE D 2.8-35W GU10 927 3 kWh
36D

MAS LED spot VLE D 2.8-35W GU10 930 3 kWh

36D
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Order Code

929004247902
929004248002
929004248102
929004248202
929004248302
929004248402
929004247952
929004248052
929004256202
929004256302
929004256402

Order Code

929004247902
929004248002
929004248102
929004248202
929004248302
929004248402
929004247952
929004248052
929004256202
929004256302
929004256402

Order Code
929004247502

929004247602

929004247902

929004248002

929004248102

929004248202

929004248302

929004248402

929004247952

Full Product Name

MAS LED spot VLE D 3.7-50W GU10 927 36D
MAS LED spot VLE D 3.7-50W GU10 930 36D
MAS LED spot VLE D 3.7-50W GU10 940 36D
MAS LED spot VLE D 3.7-50W GU10 927 60D
MAS LED spot VLE D 3.7-50W GU10 930 60D
MAS LED spot VLE D 3.7-50W GU10 940 60D
MAS LEDspot VLE D 3.7-50W GU10 92736D5CT
MAS LEDspot VLE D 3.7-50W GU10 93036D5CT
MAS LED spot VLE D 650lm GU10 930 120D
MAS LED spot VLE D 680lm GU10 940 120D
MAS LED spot VLE D 680lm GU10 965 120D

Full Product Name

MAS LED spot VLE D 3.7-50W GU10 927 36D
MAS LED spot VLE D 3.7-50W GU10 930 36D
MAS LED spot VLE D 3.7-50W GU10 940 36D
MAS LED spot VLE D 3.7-50W GU10 927 60D
MAS LED spot VLE D 3.7-50W GU10 930 60D
MAS LED spot VLE D 3.7-50W GU10 940 60D
MAS LEDspot VLE D 3.7-50W GU10 92736D5CT
MAS LEDspot VLE D 3.7-50W GU10 93036D5CT
MAS LED spot VLE D 650lm GU10 930 120D
MAS LED spot VLE D 680lm GU10 940 120D
MAS LED spot VLE D 680lm GU10 965 120D

T-Case max. (nom)
66 °C
66 °C
66 °C
62°C
62°C
62°C
66 °C
66 °C
66 °C
66 °C
66 °C

Ljuskallans
ytbehandling
Klar

Klar

Klar

Klar

Klar

Klar

Klar

Klar
Frostad
Frostad

Frostad

Energiférbrukning kWh/

Full Product Name 1000 tim
MAS LED spot VLE D 2.8-35W GU10 940 3 kWh
36D

MAS LED spot VLE D 2.8-35W GU10 927 3 kWh
60D

MAS LED spot VLE D 3.7-50W GU10 927 4 kWh
36D

MAS LED spot VLE D 3.7-50W GU10 930 4 kWh
36D

MAS LED spot VLE D 3.7-50W GU10 940 4 kWh
36D

MAS LED spot VLE D 3.7-50W GU10 927 4 kWh
60D

MAS LED spot VLE D 3.7-50W GU10 930 4 kWh
60D

MAS LED spot VLE D 3.7-50W GU10 940 4 kWh
60D

MAS LEDspot VLE D 3.7-50W GU10 4 kWh

92736D5CT
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MASTER VALUE LED-spot MV

Energiférbrukning kWh/

Order Code Full Product Name 1000 tim

929004248052 MAS LEDspot VLE D 3.7-50W GU10 4 kWh
93036D5CT

929004256202 MAS LED spot VLE D 650lm GU10 930 6 kWh
120D

929004256302 MAS LED spot VLE D 680lm GU10 940 6 kWh
120D

929004256402 MAS LED spot VLE D 680lm GU10 965 6 kWh
120D

(cd) (;"

(cd) 0°
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(cd) 5“’ (cd) 0°
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Accent Diagrams
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Accent Diagram - MAS LED spot VLE D 2.8-35W
GU10 930 36D

Accent
factor

S

of

50

30

15

10 ,;))
5 0,:”’
2[%,

25 50 100 250 500 1000E(Ix)

Accent Diagram - MAS LED spot VLE D 5.5-80W
GU10 940 36D
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Accent Diagram - MAS LED spot VLE D 3.7-50W
GU10 940 36D
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Accent Diagram - MAS LED spot VLE D 5.5-80W
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Accent Diagram - MAS LED spot VLE D 3.7-50W
GU10 927 60D
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Accent Diagram - MAS LEDspot VLE D 3.7-50W
GU10 93036D5CT
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Accent Diagram - MAS LED spot VLE DT
5.5-80W GU10 927 36D
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Accent Diagram - MAS LED spot VLE D 2.8-35W
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Accent Diagram - MAS LED spot VLE D 3.7-50W
GU10 927 36D
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Accent Diagrams
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Accent Diagram - MAS LED spot VLE D 3.7-50W
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Beam Diagrams
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Accent Diagram - MAS LED spot VLE D 3.7-50W
GU10 940 60D

Accent
factor

10

i3

30

15
10

PJO)
2

7%
%
25 50 100

250 500 1000Ex(Ix)

Accent Diagram - MAS LED spot VLE DT
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Accent Diagram - MAS LED spot VLE D 2.8-35W
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h(m) T h(m) L h(m) E

(m) | (%) | VBA |Talmad] "12E0 (m) | (%) | VBA | olmax| 12E0 () | (%) | VBA |Talmax| 12E0
1.0 10 | 756 077 065 1.0 10 | 494 050 0.46 1.0 10| 718 054/ 050

15| 336 145 097 15| 220 075 069 15| 319 080 075
20 20 | 189 154 130 2.0 20 | 123 1.00[ 092 20 20 | 180 107 1.00

25 121 192 162 25 79 125 115 25 115 134 125
3.0 30 | 84 230 195 3.0 30| 55 150 139 30 30| 80 161 150

35| e 269 227 35| 40 175 1.62 35| 59 188 175
4.0 40 | 47 307 260 4.0 40| 3 199 185 4.0 40| 45 214 199

45 37] 345 292 ‘ ‘ 45 24 2.24) 208 45 35 241 224
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Beam diagram - MAS LED spot VLE DT 5.5-80W
GU10 927 36D
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Beam diagram - MAS LED spot VLE D 2.8-35W
GU10 940 36D

Beam diagram - MAS LED spot VLE D 3.7-50W
GU10 940 36D
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Beam Diagrams

Yalmax —— 2x29° | h | B d(m) Yolmax —— 2x14° | h | B d(m) Yolmx —— 2x16° | h | Eo d(m)
h(m) 0 1 h(m) p 1 h(m), 1 1
(m) | (x) | VBA | Dlmax| /2E0 (m) | (x) | VBA | Dlmax| /2E0 (m) | (%) | VBA | almax| /2E0
1.0 10| 276 111 089 1.0 10 | 542 050 0.43 1.0 10 | 529 057 050
15 122 1.66] 1.34 15 241 0.75| 0.64 15 235 086/ 0.75
2.0 20| 69 222 178 2.0 20 | 136 100 085 2.0 20 | 132 115 1.00
25| 44 277 223 25| 87| 125 1.06 25| 8 143 125
30 30| A 333 267 30 30| 60 150 128 30 30| 59 172) 150
35 22 3.88 312 35 44 175 1.49 35 43 201 175
4.0 40 | 17 443 3.56 4.0 40 | 34 199 170 4.0 40| 33 229 199
45| 14 499 401 45 | 27| 224 191 45 | 26 258 224
5.0 5.0 5.0
30 20 10 00 10 20 3.0(m) 30 20 10 00 10 20 30(m) 30 20 10 00 10 20 30(m)

Beam diagram - MAS LED spot VLE D 2.8-35W
GU10 927 60D

Beam diagram - MAS LED spot VLE DT 2.8-35W
GU10 927 36D

Beam diagram - MAS LED spot VLE D 2.8-35W
GU10 930 36D

Yl — 2x21° | h | E d(m) Vohpae —— 2x16° | h | Eo d(m) Vol —— 2%29° | h | E d(m)
h(m) 7 h(m) L h(m) E
(M) | (X) | VBA |/2lmax| 2E0 (m) | (%) | VBA |lalmax| F2E0 (m) | (X) | VBA | hlmax| 12E0
1.0 10| 756 077 065 1.0 10 | 634 057 054 1.0 10 | 316 111 089
15| 33 115 097 15| 282 086 080 15| 140 166 134
20 20 | 189 154 130 2.0 20 | 159 145/ 1.07 20 20| 79 2220 178
25 | 121 192 162 25 | 101 143 134 25| 51 277 223
3.0 30| 84 230 195 3.0 30| 70 1.72) 161 30 30| 35 333 267
35| e 269 227 35| 52 201 188 35| 26 388 342
4.0 40 | 47| 307 260 4.0 40 | 40 229 214 4.0 40 | 20| 443 356
45| 37 345 292 45| 3 258 241 45 | 16 499 401
5.0 5.0 5.0
30 20 10 00 10 20 30(m) 30 20 10 00 10 20 3.0(m) 30 20 10 00 10 20 30(m)
Beam diagram - MAS LED spot VLE D 5.5-80W Beam diagram - MAS LED spot VLE D 3.7-50W Beam diagram - MAS LED spot VLE D 3.7-50W
GU10 940 36D GU10 927 36D GU10 927 60D
lomax 2x22° | h | E d(m) lmax 2x18° | h | E d(m) lmax 2x32° | h | E d(m)
h(m) p 1 h(m) P 1 h(m) D 1
(m) | () | VBA |Talmad 'hE0 (m) | () | VBA |Talmax| 2E0 () | (%) | VBA |lalmax| 12E0
1.0 10| 715 081 069 1.0 10 | 592 065 0.57 1.0 10| 326 125 093
15| 318 121 103 15| 263 097 086 15| 145 187 1.40
20 20 | 179 162 138 20 20 | 148] 130 115 20 20| 81 250 1.87
25 | 114 202 172 25| 95 162 143 25| 52 312 233
30 0| 7 242 207 3.0 30| 66 195 172 3.0 30| 36 375 2.80
35| 58 283 241 35| 48 227 201 35| 27 437 326
4.0 40| 45 323 275 4.0 40 | 37 260/ 229 4.0 40 | 20| 500 373
45| 35 364 340 45| 29 292 258 45 | 16] 562 420
5.0 5.0 5.0
30 20 10 00 10 20 30(m) 30 20 10 00 10 20 3.0(m) 30 20 10 00 10 20 30(m)

Beam diagram - MAS LED spot VLE D 5.5-80W
GU10 927 36D

Product family leaflet, 2025, November 19

Beam diagram - MAS LED spot VLE DT 3.7-50W
GU10 927 36D

Beam diagram - MAS LED spot VLE D 3.7-50W
GU10 930 60D

data som kan komma att andras




MASTER VALUE LED-spot MV

Beam Diagrams

almax 2x29° | h | E d(m) Valmax 2x15° | h | E d(m) almax 2x19° | h | E d(m)
h(m) 0 T h(m) 7 7 h(m) 0 7
(M) | () | VBA |/almax| /2E0 (m) | (x) | VBA |/almax| 12E0 (M) | (X) | VBA |/almax| 12E0
1.0 10| 339 111] 085 1.0 10 | 489 054 050 1.0 10 | 647 069 061
15| 150 166 127 15| 217 080 075 15| 288 103 092
2.0 20| 85 222 1.70 2.0 20 | 122 107 1.00 2.0 20 | 162 138 122
25| 54 277 212 25| 78 134 125 25| 104 172 153
30 30| 38 333 255 30 30| 54 161 150 30 0| 7n 207 1.83
35| 28 388 297 35| 40 188 175 35| 53 241 214
4.0 40| 21 443 3.40 4.0 40 | 31 214 199 4.0 40 | 40| 275 245
45| 17 499 382 45 | 24 241 224 45| 32 340 275
5.0 5.0 5.0
30 20 10 00 10 20 3.0(m) 30 20 10 00 10 20 30(m) 30 20 10 00 10 20 30(m)

Beam diagram - MAS LED spot VLE D 3.7-50W
GU10 940 60D

Beam diagram - MAS LED spot VLE D 2.8-35W
GU10 927 36D
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