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WT228C
安装说明书

Installation /

 Cable Connection /

型号
功率 尺寸流明输出 频率电压

WT228C LED50S/840 PSU L1200 TW 39 5000 1340x69x69 1.2D

D

D

D

1.2

1.5

1.5

WT228C LED50S/865 PSU L1200 TW 39 5000 1340x69x69

WT228C LED70S/840 PSU L1500 TW 54 7000 1640x69x69

WT228C LED39S/840 PSU L1500 TW 28 3900 1640x69x69

Inrush current /

— L 

— N

Brown / 
Blue / 

830

4560245 IEC57  Ø1.0-2.5mm

—  Yellow  Green /  黄  绿 

2

安装距离

输入接线 侵入电流

/最多产品数

6500

4000

4000

4000

69

78

77

53±5 53±5

L
1200/1500

0.6-0.8 Nm
NO.5.5

20 40 25

150 100 50

30 18 30

24 15 24

34 24 38

24 15 24

700-950  1000-1250

lock screw

shipped with products/随产品出货
表面安装 Separate Accessories/悬吊附件 

911401867784  WT210Z  SMS
Could be ordered separately/需要单独购买

GreenPerform Waterproof Tubular

Signify Luminaires (Shanghai) Co., Ltd.
Address: 2F,Building I,No.2555 Hechuan Road, Minhang District, Shanghai, P.R. China 
Postal code: 200233
昕诺飞灯具（上海）有限公司
地址: 上海市闵行区合川路2555号1幢二楼
邮编: 200233

Energy efficiency
class of light source/

光源能效等级



1.切勿长时间直视led灯具，以免产生身体不适的情况；
2.灯具应由有资格的电工安装，接线要符合IEE电气标准或国家标准；
3.此灯具内的光源应由制造商或其服务代理商或一个类似的有资格的人来更换；
4.若使用环境中，硫浓度高于平均水平会影响产品的使用寿命。比如灯具颜色会从白色变成黄色；
5.可能在灯具上会积聚导电灰尘的环境中使用；
6.请勿将灯具安装在水下；
7.请勿在冷库内安装灯具；
8.该灯具可安装在有氨气的环境中，尤其适用于养鸡场和养猪场；
9.请勿将灯具安装在振动环境中；

1.Do not look directly at led light for a long time to avoid physical discomfort. 
2.The luminaire shall be installed by a qualified electrician and wired in accordance with the latest IEE electrical 
regulations or the national requirements. 
3. The light source contained in this luminaire shall only be replaced by the manufacturer or his service agent 
or a similar qualified person. 
4. Above average concentration of sulfur affects the useful lifetime of the product. 
E.g: Light color changes from white to yellow. 
5. For use in environments where an accumulation of conductive dust on the luminaire may be expected. 
6.Do not install the luminaire under water. 
7.Do not install the luminaire in refrigeration house.
8.This luminaire can install in ammonia environment, typically in chicken&pig farms.
9.Do not install the luminaire in the environment where vibration exists. 
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