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   The luminaire shall be installed by a qualified electrician and wired in accordance with the 
   latest IEE electrical regulations or the national requirements.

     The light source contained in this luminaire shall only be replaced by the manufacturer or 
      his service agent or a similar qualified person.

  Above average concentration of sulfur effects the useful lifetime of the product. 
  E.g: Light color changes from white to blue. Typically in chicken & pig farms.
  

 Do not stare into LED light beam.
 

 This product is not suitable for cold & humid storage areas, especially where obvious temperature 
 gradients are present, such as ventilation opening, door, etc,e.g. freezers.

  For use in environments where an accumulation of conductive dust on the luminaire 
  may be expected.
    Do not install the luminaire on the location where it is exposed to heavily grease, esp. mineral 
  oil and distillates (petroleum), heavy naphthenic treated with hydrogen.

  Do not install the luminaire on locations where it is exposed to direct sunlight. UV radiation will 
  damage the material over time resulting in loss of waterproof sealing and IP65 rating.

  Do not install the luminaire on the location where it is exposed to (animal) grease, oil, esp. cooking 
  or mineral oil and distillates (petroleum), heavy naphthenic treated with hydrogen, or swimming pool
  applications (with chlorine present), or carwash (due to chemicals and/or salt presence).
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Suspension hook 2x

Gland PG13.5 1x

Installation bracket 2x

Screw M4x30 2x

Pipe 2x

Screw M4X11 2x
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