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Vintage style,  
modern performance
Hadco VintageView LED post top luminaires  
provide that classic lantern post top style that 
defines many of our hometowns and residential 
streets. Styling combined with today's LED 
performance is a combination that's hard to beat.

Urban

VintageView

VVLN / VVPC  Post tops

Learn more
Visit us online at Hadco.com to  
find out more about VintageView

https://www.signify.com/en-us/brands/product-highlights-new/products/hadco/vintageview
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VVLN / VVPC  VintageView
LED post top luminaires
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Benefits
•	 Styles: Square or Curved Roof

•	 Panels: No panels (open cage)  
or Visual Comfort panels

•	 Mounts: Fits on 2 ⅜" or 3" O.D. post top

•	 Lumens: 2,000 to 10,000

•	 Efficacies: 102 to 154 LPW

•	 Power consumption: 15 to 78 watts

•	 Uplight control: VVLN No panels all U0

•	 Color Temperatures: 70 CRI  
with 3000 K or 4000 K CCT 

•	 Distributions: Type 3 Short (house-side  
shield available) or Type 5

•	 Surge protector: 10kV/10kA or 20kV/10kA 

•	 Drivers: 0-10V standard, optional DALI

•	 Lifetime: 100,000 hours luminaire useful  
life with >L70 lumen maintenance @ 25°C

•	 Testing: LM79, LM80

•	 Vibration testing: to ANSI C136.31 
(for Bridge / Overpass applications)

•	 IP66 Rated: LED engine

•	 Control ready: with 7-pin receptacle option

VVLN Type 3S Short

VVPC Type 3S Short

VVLN Type 3SH Short 
with house side shield

VVLN Type 5

VVPC Type 3SH Short 
with house side shield

VVPC Type 5

Maintaining your look  
while saving you money
With a multitude of style choices, 
VintageView seamlessly complements 
your architecture while providing the 
performance you need. Easy to specify, 
easy to install, budget friendly, and with 
years of maintenance free operation. 
What more could you need?


