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SWCS-441

Controller 0-10V

Installation Instructions

Read and understand these instructions Before
installing this product.

This controller is intended for installation in accordance with
the National Electrical Code and local regulations. To assure
full compliance with local codes and regulations, check with
your local electrical inspector before installation.

To prevent electrical shock, turn off electricity at fuse box
before proceeding. Allow fixture to cool before handling.

Retain these instructions for maintenance reference.

A Caution

Risk of fire. Do not install insulation within 3” of fixture sides
or wiring compartment, nor above fixture in such a manner so

as to entrap heat.

Electrical rating

For use with 0-10V luminaires or similar loads.
Application restricted use of: Max. 250 VA at 120 Vac load.
Max 250 VA at 208 to 347 Vac load.

A Note

To ensure proper installation, always secure the mounting
frame to structural ceiling members.
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Frame mounting
Discard the T-Grid Clip and use 2 screws supplied in JBOX to
attach Wireless Housing to frame wing bracket. See Figure 1.

A Caution

Important wiring note. To comply with electrical code(s),
supply cable length must allow accessibility to wiring
compartment through ceiling aperture hole or unit must be
installed in construction that allows access above ceiling. See
Figure 1.
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For T-grid mounting

Use T-Grid Clip supplied in J-Box. Slide the T-Grid Clip
through the slot on the Wireless Housing Bracket and tighten
the Clip to the T-Grid using the wing nut. See Figure 2 and 3.
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Wire in

Wire to supply leads. Wire neutral supply lead to white wir
hot supply lead to black wire, and bare copper and/or green

e,

wire must be connected to supply ground. Use wire nuts (local

hardware item). For 0-10V dimming wire violet/white and
pink/white leads.
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