GENERAL NOTES:

OCCUPANCY SENSORS

[ BELDEN 1502R or 1502P (NOT by Signify)

POWER & CONTROL WIRE SCHEDULE (DIN Rail Controllers Not Shown)

ALL WIRING, INCLUDING CONTROL & NETWORK = 33 o @i : Ba? ID CIRCUIT DESCRIPTION Notes
ki /\ 1 /9<\
WIRING/CABLINGNOT PROVIDED BY SIGNIFY UNLESS NOTED o COM (5. GND) =9 (] o DMC:
DUS90CS DUS360CR DUS360CS DUS360CR-DA : E— _ _
OTHERWISE. ENCLOSURES for CONTROLLERS/INTERFACES NOT %0 WALL MOUNT PIR @ CEILING (FLUSH) MOUNT @ CEILING SURFACE MOUNT @ CEILING (FLUSH) MOUNT +VDC \/ \V/ DMC Phase Control | (3) 20 AMP 2-WIRE DIMMED LOAD CIRCUITS ﬁggw EZ: 2::222: g ;igz:g 14A max per Module
by SIGNIFY. (Optional Separate or Assembled Enclosure Available for | OCCUPANCY SENSOR PIR OCCUPANCY SENSOR PIR OCCUPANCY SENSOR PIR OCCUPANCY SENSOR )
Additonal Cost). N ° ° PDTS Touch Screen [ LoadPower \ | DMC Signal Control - (3) 20AMP 2-WIRE SWITCHED LOAD CIRCUITS DALI or 0-10V Loads
\ MOUNTED IN 2 GANG BOX Power
1) ONE-LINE DIAGRAMS INDICATE THE REQUIRED GROUPING OF PDTS (BOX NOT by Signify) FOTS ——— | DMC Signal Control - | () o 10y CONTROL WIRES (1-PAIR) per Channel | GLASS 2 (or CLASS 1)
WIRES, NOT THE NUMBER OR SIZE OF CONDUITS. ONE-LINE S Requires Dedicated Power Supply 0-10v
SYMBOLS ARE FOR REFERENCE ONLY AND MAY NOT REFLECT =3 - [ Contol _\ | DMC S‘QSX‘I'_FO””O' “ | (2) DALI CONTROL WIRES (1-PAIR) per Channel CLASS 1 (or CLASS 2)
INSTALLED CONFIGURATION. DUS30CS DUS360CS-D DUS804CS-UP
30 WALL MOUNT PIR CEILING SURFACE MOUNT o @ ° CEILING SURFACE MOUNT
OCCUPANCY SENSOR PIR OCCUPANCY SENSOR PIR/ULTRASONIC
2) THESE DRAWINGS MAY ILLUSTRATE DEVICE MOUNTING \ A DALI MULTI-MASTER o © OCCUPANCY SENSOR (12v)
LOCATIONS. THE LOCATIONS SHOWN SHOULD BE ADJUSTED IN | — .
THE FIELD BASED ON AESTHETICS/CLIENT DIRECTION, SITE 16 2-WIRE w/ GND e T EOWER
CONDITIONS, WIRING METHODS, AND APPLICABLE CODES AND firy e fivon 120/208 VAG or 277/480 VAC
STANDARDS. .. . . . . . (NOT by Signify) NOTE - CLASS 2 LIMITS - 60 Hz (NOT BY Signify) [ ToagPower
ANTUMBRA - Finish & Engraving portion of Part # not shown — PDR - Finish & Engraving portion of Part # not shown ——— PANDE 100 WA AT A
3) THIS SYSTEM SHOULD BE REVIEWED AND INSTALLED BY A 1215 VDC-60VA (5 -4 A)
PADPA PATPA PDR8A PDR4A
QUALIFIED PERSON/ENTITY. \ w/ DACM COMM MODULE w/ DACM COMM MODULE w/ DACM COMM MODULE w/ DACM COMM MODULE
MOUNTED IN 1-Gang Masonry MOUNTED IN 1-Gang Masonry Fﬂ MOUNTED IN 1-Gang Masonry - MOUNTED IN 1-Gang Masonry ‘HHHHHHH
4) INSTALL PER EQUIPMENT LABELING AND INSTALLATION | Back Box (Box NOT by Signify) Back Box (Box NOT by Signify) I Back Box (Box NOT by Signify) B Back Box (Box NOT by Signify) I i D I
or or = = or - or
INSTRUCTIONS, INCLUDING TORQUE INFORMATION AND 4" Sq, 2-1/8"D Box w/ 1-Gang Cover 4" Sq, 2-1/8"D Box w/ 1-Gang Cover ‘ ‘ 4" Sq, 2-1/8"D Box w/ 1-Gang Cover ‘ ‘ 4" Sq, 2-1/8"D Box w/ 1-Gang Cover [T T
TEMPERATURE & HUMIDITY REQUIREMENTS PER DATA & - Required if Dingus Used - Required if Dingus Used L= =] - Required if Dingus Used - - Required if Dingus Used DMC2 DMC2 DMG2
INSTALLATION SHEETS. UNLESS RATED OTHERW|SE’ SIGNIFY (Box & Cover NOT by Signify) (Box & Cover NOT by Signify) (Box & Cover NOT by Signify) (Box & Cover NOT by Signify) T
EQUIPMENT MUST BE INSTALLED, MAINTAINED, AND OPERATED IN HHHHH N i
OFFICE CLEAN" INDOOR DRY LOCATIONS ONLY. MNP 24040-P-NA DYNET BUS POWER SUPPLY D NET CONTROL
| PA4BPA PDR2A 400mA 24 VDC PLENUM RATED CLASS 2 ("POWER INJECTOR") T DYNET
5) WIRING & USE OF JUNCTION BOXES, RACEWAYS, ETC., SHALL PAGBPA w/ DACM COMM MODULE -FED BY 10 2 WIRE w/ GND 120 OR 277 VAC
CONFORM TO NATIONAL & LOCAL ELECTRICAL CODES, INCLUDING MOUNTED IN 1-Gang Masonry MOUNTED IN 1-Gang Masonry ) Back Box (Box NOT by Signify) EBOX NOT by Signify) “9)
PROVISION OF EQUIPMENT GROUNDING AS REQUIRED, AND Back Box (Box NOT by Signify) Back Box (Box NOT by Signify) or NOT by Signity
A or or - 4" Sq, 2-1/8"D Box w/ 1-Gang C
INCLUDING BUT NOT LIMITED TO NEC® 110.38) & 1025 ] eziwosm omen
- Required if Dingus Used - Required if Dingus Used (Box & Cover NOT by Signify)
6) POWER CONDUCTORS SHALL BE SIZED PER THE NEC® (Box & Cover NOT by Signify) (Box & Cover NOT by Signify) ([ PEpEN e orshzp (oL by Sian) PETDR TomaRoromar (BT by S INPUT POWER:
AMPACITY TABLES (ARTICLE 310), INCLUDING ADJUSTMENT | A SHLD A SHLD 30 4 WIRE w/GND
FACTOR AND NEUTRAL CONDUCTOR REQUIREMENTS - FEED & ><_><@><><><><>< o ><_><@D<><><><>< o 120/208 VAC or 277/480 VAC
BRANCH NEUTRAL CONDUCTORS MUST BE COUNTED AS | AP GoM (5. GNED) \ / GoM 5. 2ND) - \ 60 Hz (NOT BY Signify)
CURRENT CARRYING CONDUCTORS. RUN SEPARATE NEUTRAL W DACM COMM MODULE Ao & Rovolution Back Boxo VA UJ, [ el
CONDUCTORS FOR EACH LOAD CIRCUIT. MOUNTED IN 1-Gang Masonry 4" Sq, 2-1/8"D Box w/ 1-Gang Cover PS 24 VDC PS
L Back Box (Box NOT by Signify) -Required when used w/ a Dingus- CONFIG 1 TERMINATES CONFIG 2
7) ALL CONTROL WIRING SHOULD* BE RUN IN METAL CONDUIT OR 4 Sq, 2-1/8"D Box w! 1-Gang Cover (Box & Cover NOT by Signify) POWER POWER D T
EMT AND MUST NOT SHARE THE SAME RACEWAY OR CONDUIT - Required if Dingus Used 10 2WIRE w/ GND 10 2WIRE w/ GND 1
WITH POWER, AUDIO, OR VIDEO CONDUCTORS. | (Box & Cover NOT by Signify) (If Applicable) (If Applicable) 1
10% SPARES RECOMMENDED. CONTRACTOR | (oL by S oty e i D I
IS RESPONSIBLE FOR ALL CONTROL TERMINATIONS. NO SPLICES DM+ T
SERMITTED. THINRLT DMC4 D DMC4
* - Preferred, but Not Required I I
8) SIGNIFY IS NOT RESPONSIBLE FOR DAMAGE TO EQUIPMENT [T D TR
CAUSED BY PAINT, DUST, SOLVENTS, OR CLEANING SUPPLIES. |
| D i
*+ _ BRANCH CIRCUIT WIRING NOTES: / CABLE
CONNECTION(S)
(120-277VAC 16A - PER CIRCUIT)
DALI BRANCH CIRCUITS SHOULD ROUTE THROUGH LOAD | I —
CONTROLLER FOR MAXIMUM ENERGY SAVINGS, BUT MAY — —
ROUTE DIRECTLY TO LUMINAIRES, BYPASSING THE DALI LOAD \ DNG232-NA
CONTROLLERS. g —
10V BRANCH CIRCUITS MUST BE ROUTED THROUGH THE LOAD f
- i CONTROLLER PS FED BY DNG232-NA C——— = PDDEG-S
CONTROLLERS Pre-Assembled (MTO) Cabinets (D) b R g Dlsio DDMIDCE-NA DDNG485 —oEos EED BY 10 2 WIRE w/ GND
- - - = 120 VAC ONLY ENCLOSURE DLLI8IBO MOUNTS IN ENCLOSURE DDMIDC8-NA MOUNTS IN ENCLOSURE DDNG485 MOUNTS IN ENCLOSURE 120 or 277 VAC
DIRECT ROUTING REQUIRED FOR 347VAC; 347VAC LOADS DO | FUX Descrip Dimensions () Ll aotcs (BY Signify) 0" (encLosuRE NOT by Signiy) =g ENC-OSURENOTLYSion) 5| (ENCLOSURENOT by Signify) 5 -MUST MOUNT IN ENCLOSURE
NOT CONNECT TO LOAD CONTROLLERS EXCEPT w/ DMC | DRC1220FR-GL-ENC DDRC1220FR-GL 14.56 W x 12.22 H x 3.56 D 913 703 376 209 @ CONTROLLER PS FED BY — :—8\ (ENCLOSURE NOT by Signify)
10 2 WIRE w/ GND
DMD316FR MODULES) DRC2420FR-GL-ENC 2 x DDRC1220FR-GL 1456 Wx 1222 Hx 3.56 D | 913 703 376 309 120 or 277 VAC éb SoT Ser T SPATCHIABLE
DBC1220-GL-ENC DDBC1200 + DDRC1220FR-GL 14.56 W x 12.22 H x 3.56 D 913 703 376 009 RS-232 DB9 CABLE Philips Dynalite Ethernet Philips Dynalite Ethernet (NOT by Signify)
® BRANCH CIRCUITS TO INTERFACE DEVICE PDEG Gateway (PDEG) PDEB Bridge (PDEB)
DBC2420-GL-ENC 2 x DDBC1200 + 2 x DDRC1220FR-GL 25.67 W x 25.34 Hx 6.06 D 913 703 376 109 12 2 WIRE w/ GND (NOT by Signify) WALL MOUNT/ DIN RAIL WALL MOUNT/ DIN RAIL
%707\//;% STRICTIONS) ® MOUNT 10/100 BASE-T ® MOUNT 10/100 BASE-T
w DyNet ETHERNET INTERFACE DyNet ETHERNET INTERFACE
|
DBC516FR-ENC DDBC516FR 14.56 Wx12.22 Hx 3.56 D 913 703 375 909 BRANCH CIRCUITS CAT 5e/CAT 6 PATCH CABLE T \ CAT 5e/CAT 6 PATCH CABLE i \
‘ @ 10 2 WIRE w/ GND TO ETHERNET m TO ETHERNET X@J m
DBC120-DALI-ENC DDBC120-DALI 14.56 Wx12.22Hx 3.56 D 913703 375 709 120 or 277 VAC N(igﬁ%‘;*égnrf’; é] C Q OPTIONAL 120vac:24vdc/1A or 12vdc/2A N(i%ﬁ%‘;g&ﬁg é] C Q OPTIONAL 120vac:24vdc/1A or 12vdc/2A
_ _ _ " 24W PLUG-IN POWER SUPPLY TRANSFORMER ~—~ 24W PLUG-IN POWER SUPPLY TRANSFORMER
DBC320-DALI-ENC DDBC320-DALI 14.56 W x 12.22 H x 3.56 D 913 703 375 809 BRANCH CIRCUITS  DFPC# = LE Dimming \ Wired Directly to DyNet DyNet Tmls V & GND \ Wired Directly to DyNet DyNet Tmls V & GND
@ 1@ 2 WIRE w/ GND ©  DRPC# = TE Dimming (BY or NOT by Signify) [SWI24-24-N-SC or SWI24-12-N-SC] (BY or NOT by Signify) [SWI24-24-N-SC or SWI24-12-N-SC]
120 VAC ONLY
RJ45 (T568B) DRPC802-ENC DDMC802 + 2 x DGTM402 Modules 1456 W x 1222 Hx 3.56 D | 913 703 378 709
- ‘ BRANCH CIRCUITS DDMC802
. at 5e/ RJ4
Signa Hard Wire.: Ra45 T568B DUX512 [Ras ] ‘ DRPC1602-ENC 2 x DDMC802 + 4 x DGTM402 Modules 14.56 W x 12.22 H x 3.56 D 913 703 378 909 (6) S R D, oS o
Color Scheme 120 VAC ONLY Ordered S tel
s E STRTYTTP ST v T568B Preferred . DFPC802-ENC DDMC802 + 2 x DGLM402 Modules 14.56 W x 12.22 H x 3.56 D 913 703 378 809 120 VAC ONLY rdered Separately
Data - Orange (2) D- S o D DFPC1602-ENC 2 x DDMC802 + 4 x DGLM402 Modules 14.56 W x 12.22 H x 3.56 D 913 703 379 009 Signal Connections oBCI20.DAL DvNet BUS POWER SUPPLY REQUIREMENTS
Data % Jrengeinie 1 o M DMPC802-ENC DDMC802 + 0 x DGxxx Modules 14.56 W x 1222 Hx3.56 D | 913703 375309 | modules Ordered DAL 8 107 o b Ol 1ot Gl ) N e DDBC120-DALI Mo | n | -PSFED BY 102 WIRE w/ GND yNet Q
Signal Gnd Brown-White (7) / Brown (8) | GND o y DDBC120-DALI MUST MOUNT IN ENCLOSURE DDBC320-DALI 120 or 277 VAC DvNet Bus Load (A 24VDC [Class 2 DvNet Bus Load (A 12VDC [Class 2
s shi ic = OO DMPC1602-ENC 2x DDMCB802 + 0 x DGxxx Modul 14.56 W x 12.22 Hx 3.56 D 913 703 375 409 Separately . ignif noo DEVICE Load Y " @ [ y " @ [
HIELD hield N ©  anD - X x DGxxx Modules . X 12. x 3. @ 10V or DAL| BROADCAST (ENCLOSURE NOT by Signify) - o MUST MOUNT IN ENCLOSURE Limit 100VA (4.1A) @ 24VDC] Limit 60VA (5A) @ 12VDC]
No Connection m Green (3)/ Green-White (6) | N/C ‘ — (S— (ENCLOSURE NOT by Signify)
10V DALI BROADGAST. or DUS360CR / DUS360CS 0.015 0.020
‘ DNG485-ENC DDNG485 + DSP10-15 (PS) 1456 W x 12.22 Hx 3.56 D 913 703 376 409 up to 10 DALI Addressable DUS90CS / DUS30CS 0.015 0.020
DDMC802
PDEG-ENC PDEG + DSP10-15 (PS) 14.56 W x 12.22 H x 3.56 D 913 703 379 109 (©) DALI-2 (Addressable) ER(szFR 2l DDRC1220FR Tr—— (Diémjcgoz )l FEDBY 10 2 WIRE w/ GND
oo MUST MOUNT IN ENCLOSURE O L . e . 120 VAC ONLY DUS804CS-UP DO NOT USE - SENSOR WILL BE DAMAGED | 0.080
. PDEG-S-ENC PDDEG-S 14.56 W x 12.22 H x 3.56 D 913 703 376 509 SCLEEELLLLEY (ENCLOSURE NOT by Signify) —hy 1 666086080606 0 MUST MOUNT IN ENCLOSURE
DyNet Networks: (G 10V or DALIBROADCAST or — NOT by Signify T IN ENCLOSUE ANTUMBRA PAXBPA / PATPA | 0.020 0.035
. None (Module Dependent) -120 VAC ONLY LOADS ANTUMBRA PADPA 0.035 0.060
Signal Belden 1502R or P \ DyNet Trunk, DMX512, or _sLoad '\ﬁdmes Ordered PDR 0.035 0.060
Name Wire Color v | +voc © byNet Spur Repeater — ey 0.300 DEDICATED (CANNOT DRAW | 0.500 DEDICATED (CANNOT DRAW
+VDC Red | = DDRC420FR nr e | DDBC1200 PDTS FROM DyNet BUS) FROM DyNet BUS)
®H D- | DATA- (F) ETHERNET (May not apply for < [DDRCA420FR MUST MOUNT IN ENCLOSURE — |DbDBC1200 . _MUST MOUNT IN ENCLOSURE y y
Data - White DDBC320-DAL]) PEeE (ENCLOSURE NOT by Signify) 000000000000 (ENCLOSURE NOT by Signify) DLLIBIBO 0.030 0.030
Data + Blue ®H D+ | DATA+ (¢) ETHERNET (inciuding Optonal — DDNG485 * 0.070 0.060
®H GND!| sic eND BACnet IP) * - These consumption values do not support provision of limited 12vdc power on Port 2 in Repeater (Spur Extender)
Signal Gnd Black Mode; use a separate power supply and isolate +V between Port 2 and the Power Supply.
i ‘ (] ) DDRC-GRMS-E O ) )
SHIELD Shield ®H Shid] SHIELD > [DDRC-GRMS-E -FED BY 10 2 WIRE w/ GND NI —— |ooecs1eFr R 1N ENCLOSURE DDMIDC8-NA 0.065 N/A
| - 120 VAC ONLY . 88888 (ENCLOSURE NOT by Sianiy) PDEG / PDEB 0.050 (USE DYNET TERMINAL) 0.100
DyNet RS-485 NETWORK O © @ (ENGLOSURE NOT by Signyy = o DNG232-NA 0.080 N/A
yNe i 47/7 — (ENCLOSURE NOT by Signify) N :
CARRIES COMMANDS FROM USER INPUT DEVICES AND Y ? CAT 56/CAT 6 PATCH 7 -120 VAC ONLY LOADS
CARRIES FEEDBACK TO INPUT DEVICES © © © @) @ @ ©) pBC2420FR-GL 5 o iBLE VEU DEVICE Contribut DyNet Bus Contribution (A) @ 24VDC | DyNet Bus Contribution (A) @ 12VDC
(SENSORS, KEYPADS, COMPUTER, A/V/, BMS) V1 © ﬁ V1 © ﬁ V1 © 4/7 V1 © ﬁ V1 © 4/7 V1 T/F @ 1 O 4/7 ‘ ‘ ] ® N ETHERNET » ontribution [Class 2 Limit 100VA (4.1A) @ 24VDC] | [Class 2 Limit 60VA (5A) @ 12VDC]
DDRC810DT
N y - _ _ (NOT by Signify) O« | FEDBY 10 DDBC# / DDRC# / DDMC# N/A 0.200
DyNet CABLE RUNS MUST BE ROUTED IN A llDAISY_CHAINll ‘ DRC1220FR76L DR82420 Gi DBC71220 GI; ’_> DBC516FR B ’_> DBC120 DAE ’_> DBC320 DAE ’_> DRP0802 B ~: } (D 4)_{ DDRCSJOP_I: uuuuu 1';5?/Eg 10?\‘L2YWIRE W/ GND DDBc120 DALI / DDLEDCGOSGL N/A 0 120
CONFIGURATION. CAT 5e / CAT 6 CABLE IS PERMITTED IN | I e ‘ RO, 1 . @ o] © I w | 86608608 "MUST MOUNT IN ENCLOSURE g :
SMALL INSTALLATIONS, BUT MAY REQUIRE ADDITIONAL | - = ‘ | — (ENCLOSURE NOT by Signify) DDRC810DT N/A 0.120
POWER SUPPLIES. L b L b L L L @ L | | ) DDBC320-DALI, DDRC-GRMS-E | N/A 0.300
-ENC -ENC -ENC -ENC -ENC -ENC @ -ENC -ENC DDC116 N/A 0.200
© © © PDDEG-S N/A 0.300
DDC116
(2) CLASS 1 CONDUCTORS for DALI DRIVERS/DEVICES ® ©) ﬂ ® ©) 4/7 ® ©) 4/7’7 © ©) 4/7 © ©) 4/7’7 ©) 4/7 ©) 4/7 r# (2 DIN RAIL LOAD CONTROLLER NOTES: DDC116 [ ] -FED BY 10 2 WIRE w/ GND DMC 0.200 0.200
| i i i i i e THESE DEVICES CAN ONLY BE POWERED BY 1@ 2 WIREw/GND ~ JU — 120 or 277 VAC DMNP24040-P-NA 0.400 N/A
‘ DRPC1602 DFPC802 DFPC1602 DMPC802 DMPC1602 DNG485 PDEG PDEG-S 120 VAC UNLESS OTHERWISE NOTED <o o -MUST MOUNT TO JUNCTION BOX or - :
(2) CLASS 2 CONDUCTORS for 0(1) -10V DRIVERS — — — — — — H>@ — — H>@ — H>® — — MUST MOUNT IN ENCLOSURE (ENCLOSURE NOT by Signify) ENCLOSURE . N/A
{ ] { ] o { ] o { ] { ] o { ] o ] { ] o o o { ] o LOADDSB-CQO AL DOBC320.DALLA20 or 277 VAG LOAD (BOX or ENCLOSURE NOT by Signify) PHOENIX Series 2.50 (#STEP-PS/1AC/24DC/2.5) 5.00 (#TRIO-PS-2G/1AC/12DC/5/C2LPS)
ETHERNET CABLING (Cat 5e or Better or Fiber - per > > - - , - -1zyor . i _24-N- _12-N-
Facility IT) ( P I - 1 I - 1 I - ® ® £ | ® © -DDRCx20FR: 120 VAC LOADS; 277 VAC LOADS w/ RESTRICTIONS (See Installation Instructions) SWI-24 Series 1.00 (SWi24-24-N-SC) 2.00 (SWi24-12-N-SC)
y -ENC -ENC -ENC -ENC -ENC -ENC -ENC -ENC -DDRC810DT: 120 VAC LOADS; 24VDC LOADS w/ RESTRICTIONS (See Installation Instructions)
DMX512 CABLING (CLASS 2) -DDBC516FR: 120 VAC LOADS; 277 VAC LOADS w/ RESTRICTIONS (See Installation Instructions)
(Dwixs12) -DDMC802: 120 VAC LOADS ONLY
-DDBC1200: SIGNAL ONLY (DALI BROADCAST or 10V)
u u THIS DRAWING HAS BEEN RELEASED FROM SIGNIFY AND MAY HAVE BEEN STATUS DRAWING SCALE: nts
MODIFIED BY A THIRD PARTY. SIGNIFY CANNOT GUARANTEE THE ACCURACY OF - P D O 1 d
THE DATA CONTAINED WITHIN THIS DRAWING SET. TITLE
Specifications are subject to change without notice. No representation or warranty as to the accuracy or DRAFTER . . . .
completeness of the information included herein is given and any liability for any action in reliance -
thereon is disclaimed. Philips and the Philips Shield Emblem are registered trademarks of Koninklijke Dyn aI Ite O n e LI n e DeVI Ce Leg e n d
- 1 Van de Graaff Drive Philips N.V. All other trademarks are owned by Signify Holding or their respective owners.
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