GENERAL NOTES:

ALL WIRING, INCLUDING CONTROL & NETWORK
WIRING/CABLINGNOT PROVIDED BY SIGNIFY UNLESS NOTED
OTHERWISE. ENCLOSURES for CONTROLLERS/INTERFACES NOT
by SIGNIFY. (Optional Separate or Assembled Enclosure Available for
Additonal Cost).

1) ONE-LINE DIAGRAMS INDICATE THE REQUIRED GROUPING OF
WIRES, NOT THE NUMBER OR SIZE OF CONDUITS. ONE-LINE
SYMBOLS ARE FOR REFERENCE ONLY AND MAY NOT REFLECT
INSTALLED CONFIGURATION.

2) THESE DRAWINGS MAY ILLUSTRATE DEVICE MOUNTING
LOCATIONS. THE LOCATIONS SHOWN SHOULD BE ADJUSTED IN
THE FIELD BASED ON AESTHETICS/CLIENT DIRECTION, SITE
CONDITIONS, WIRING METHODS, AND APPLICABLE CODES AND
STANDARDS.

3) THIS SYSTEM SHOULD BE REVIEWED AND INSTALLED BY A
QUALIFIED PERSON/ENTITY.

4) INSTALL PER EQUIPMENT LABELING AND INSTALLATION
INSTRUCTIONS, INCLUDING TORQUE INFORMATION AND
TEMPERATURE & HUMIDITY REQUIREMENTS PER DATA &
INSTALLATION SHEETS. UNLESS RATED OTHERWISE, SIGNIFY
EQUIPMENT MUST BE INSTALLED, MAINTAINED, AND OPERATED IN
"OFFICE CLEAN" INDOOR DRY LOCATIONS ONLY.
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THIS DRAWING HAS BEEN RELEASED FROM SIGNIFY AND MAY HAVE BEEN
MODIFIED BY A THIRD PARTY. SIGNIFY CANNOT GUARANTEE THE ACCURACY OF
THE DATA CONTAINED WITHIN THIS DRAWING SET.

Specifications are subject to change without notice. No representation or warranty as to the accuracy or
completeness of the information included herein is given and any liability for any action in reliance
thereon is disclaimed. Philips and the Philips Shield Emblem are registered trademarks of Koninklijke
Philips N.V. All other trademarks are owned by Signify Holding or their respective owners.
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