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Product Capella Small Capella Medium RoadStar Small RoadStar Medium RoadScape RoadScape

Prefix CPLS CPLM GPLS GPLM S-RSCF S-RSCF-C

Lumen Output Range Up to 10,896 Up 20,800 Up to 16,856 Up to 32,924 LEDgine ComfortEdgeTM

Efficacy Up to 140 LPW Up to 136 LPW Up to 127 LPW Up to 124 LPW Up to 34,801 Up to 18, 724

Distribution LE2, LE3, LE4, LE5 LE2, LE3, LE4, LE5 R2S, R2M, R3S, R3M, 
R3W, 4, 5

R2S, R2M, R3S, 
R3M,  R3W, 4, 5 Up to 198 LPW Up to 152 LPW

Roof - - - - 1, 2, 2B, 3, 3W, 4, 5 2, 3, 4, 5

Flat, SAG Lens - - Flat Lens Optional Flat Lens Standard

Color Temperature 3000K, 4000K 3000K, 4000K 3000K, 4000K 3000K, 4000K 2700K, 3000K, 
4000K (70/80 CRI)

2700K, 3000K, 
4000K (70/80 CRI)

Mounting Height 
Range 15' - 25' 20' - 35' 15' - 25' 20' - 35' 15' - 35' 15' - 25'

0 Uplight

DALI 

Service Tag

Photocell PH8, PH8/347, 
PH8/480, PHXL

PH8, PH8/347, 
PH8/480, PHXL

PH8, PH8/347, 
PH8/480, PHXL

PH8, PH8/347, 
PH8/480, PHXL

PH8,PH8/347, 
PH8/480, PHXL

PH8,PH8/347, 
PH8/480, PHXL

Receptacle RCD, RDC7 RCD, RDC7 RCD7 RCD7 TLRD7, TLRSR TLRD7, TLRSR

Shielding HS HS HS HS HSS, CSS, FSS, LSS, 
RSS Consult Factory

API (Factory In-
stalled NEMA Label) - - API (ANSI C135.15 - 

2020 compliant)
API (ANSI C135.15 - 

2020 compliant)

Additional Surge 
Protection SP2, SP1X, SP2X SP2, SP1X, SP2X

Finish Black, Bronze, 
Grey, White

Black, Bronze, 
Grey, White

Black, Bronze, 
Grey, White

Black, Bronze, 
Grey, White

Black, Bronze, 
Gray, White

Black, Bronze, 
Gray, White

IP Rating IP66 IP66 IP66 IP66 IP66 IP66

Vibration 3G 3G 3G 3G 3G 3G

DLC Listing Premium Premium Premium Premium Premium Premium

Certifications Dark Skies, cUL Dark Skies, cUL Dark Skies, cUL Dark Skies, cUL Dark Skies, cUL Dark Skies, cUL

Lifetime Per TM21 L70 > 60,000 
hours L70 > 60,000 hours L70 > 60,000 hours L70 > 60,000 

hours
L70 > 102,000 

hours L70 > 102,000 hours

Limited Warranty 10 years 10 years 10 years 10 years 10 years 10 years

Link

© 2024 Signify Holding. All rights reserved. The information provided herein  
is subject to change, without notice. Signify does not give any representation  
or warranty as to the accuracy or completeness of the information included  
herein and shall not be liable for any action in reliance thereon. The information  
presented in this document is not intended as any commercial offer and does  
not form part of any quotation or contract, unless otherwise agreed by Signify.

Signify North America Corp. 
400 Crossing Blvd, Suite 600 
Bridgewater, NJ 08807 
Telephone: 800-555-0050

Signify Canada Ltd. 
281 Hillmount Road, 
Markham, ON, Canada L6C 2S3  
Telephone: 800-668-9008

All trademarks are owned by Signify Holding or their respective owners.

www.lumec.com

Outdoor

Architectural Roadway

Product Selection Guide

https://www.signify.com/api/assets/v1/file/PhilipsLighting/content/7fc91da5dea24757a035a87f0146348f/capella-led-cpls-spec.pdf
https://www.signify.com/api/assets/v1/file/PhilipsLighting/content/b9d83e6885a04717b301a87f014630c8/capella-led-cplm-spec.pdf
https://www.signify.com/api/assets/v1/file/PhilipsLighting/content/f6f8e8ff44c54beb968fa87f014703e0/roadstar_led_gpls.pdf
https://www.signify.com/api/assets/v1/file/PhilipsLighting/content/a165b79a1ec5466eae81a87f014700f0/roadstar_led_gplm.pdf
https://www.signify.com/en-ca/products/outdoor-luminaires/road-and-street/architectural-roadway/roadscape-led-architectural-roadway-s-rscf-s-rsct
https://www.signify.com/en-ca/products/outdoor-luminaires/road-and-street/architectural-roadway/roadscape-led-architectural-roadway-s-rscf-s-rsct
http://www.lumec.com
https://www.signify.com/api/assets/v1/file/PhilipsLighting/content/7fc91da5dea24757a035a87f0146348f/capella-led-cpls-spec.pdf
https://www.signify.com/api/assets/v1/file/PhilipsLighting/content/b9d83e6885a04717b301a87f014630c8/capella-led-cplm-spec.pdf
https://www.signify.com/api/assets/v1/file/PhilipsLighting/content/f6f8e8ff44c54beb968fa87f014703e0/roadstar_led_gpls.pdf
https://www.signify.com/api/assets/v1/file/PhilipsLighting/content/a165b79a1ec5466eae81a87f014700f0/roadstar_led_gplm.pdf

